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Agenda Item
7.2.1
Agenda Item                        7.2.3

RP-080661
CRs to 25.222 & 25.224 for several clarifications/corrections for LCR TDD

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.222
	151
	1
	Rel-8
	Clarification on E-HICH coding for 1.28Mcps TDD
	A
	8.1.0
	R1-083314
	LCRTDD-EDCH-Phys
	 

	25.222
	152
	1
	Rel-7
	Clarification of E-UCCH Number indicator on E-AGCH for 1.28Mcps TDD
	F
	7.7.0
	R1-083316
	LCRTDD-EDCH-Phys
	 

	25.222
	153
	1
	Rel-8
	Clarification of E-UCCH Number indicator on E-AGCH for 1.28Mcps TDD
	A
	8.1.0
	R1-083317
	LCRTDD-EDCH-Phys
	 

	25.222
	154
	-
	Rel-8
	Clarification of TRRI on E-AGCH for 1.28Mcps TDD EUL
	A
	8.1.0
	R1-082949
	LCRTDD-EDCH-Phys
	Shadow CR of already approved Rel-7 CR

	25.222
	155
	-
	Rel-8
	Correction of E-HICH coding for 1.28 Mcps TDD EUL
	A
	8.1.0
	R1-082950
	LCRTDD-EDCH-Phys
	Shadow CR of already approved Rel-7 CR

	25.222
	156
	-
	Rel-7
	Clarification on E-HICH coding for 1.28Mcps TDD
	F
	7.7.0
	R1-083315
	LCRTDD-EDCH-Phys
	 

	25.224
	185
	4
	Rel-7
	HS-SCCH and HS-SICH power control clarification for 1.28Mcps TDD
	F
	7.7.0
	R1-083318
	LCRTDD-EDCH-Phys
	 

	25.224
	186
	4
	Rel-8
	HS-SCCH and HS-SICH power control clarification for 1.28Mcps TDD
	A
	8.0.0
	R1-083319
	LCRTDD-EDCH-Phys
	 

	25.224
	188
	-
	Rel-8
	Correction of E-PUCH power control for 1.28 Mcps TDD EUL
	A
	8.0.0
	R1-082951
	LCRTDD-EDCH-Phys
	Shadow CR of already approved Rel-7 CR

	25.224
	190
	1
	Rel-8
	Clarification of the E-AGCH monitoring for 1.28Mcps TDD EUL
	A
	8.0.0
	R1-083282
	LCRTDD-EDCH-Phys
	Shadow CR of already approved Rel-7 CR

	25.224
	191
	-
	Rel-7
	Correction of UpPCHPOS bit number in subclause 5.2.7
	F
	7.7.0
	R1-092954
	LCRTDD-EDCH-Phys
	 

	25.224
	192
	-
	Rel-8
	Correction of UpPCHPOS bit number in subclause 5.2.7
	A
	8.0.0
	R1-092955
	LCRTDD-EDCH-Phys
	 

	25.224
	193
	-
	Rel-8
	EUL power control clarification for 1.28Mcps TDD
	A
	8.0.0
	R1-082892
	LCRTDD-EDCH-Phys
	Shadow CR of already approved Rel-7 CR

	25.224
	194
	1
	Rel-8
	EUL power control improvement for 1.28Mcps TDD
	A
	8.0.0
	R1-083320
	LCRTDD-EDCH-Phys
	Shadow CR of already approved Rel-7 CR


Agenda Item                        7.2.3

RP-080662
CRs to 25.221 for LCR TDD MBSFN time slot correction
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.221
	162
	-
	Rel-7
	Correction on the time slot format for LCR TDD MBSFN
	F
	7.7.0
	R1-082947
	MBMSE-RANPhysLCRTDD
	 

	25.221
	163
	-
	Rel-8
	Correction on the time slot format for LCR TDD MBSFN
	A
	8.1.0
	R1-082948
	MBMSE-RANPhysLCRTDD
	 


Agenda Item                        7.2.3

RP-080663
CRs to 25.221 on the timing requirement between HS-SCCH and HS-PDSCH (LCR TDD)
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.221
	158
	-
	Rel-5
	Modification of the timing requirement between HS-SCCH and HS-PDSCH for 1.28Mcps TDD
	F
	5.6.0
	R1-082854
	HSDPA-Phys
	 

	25.221
	159
	-
	Rel-6
	Modification of the timing requirement between HS-SCCH and HS-PDSCH for 1.28Mcps TDD
	A
	6.5.0
	R1-082855
	HSDPA-Phys
	 

	25.221
	160
	-
	Rel-7
	Modification of the timing requirement between HS-SCCH and HS-PDSCH for 1.28Mcps TDD
	A
	7.7.0
	R1-082856
	HSDPA-Phys
	 

	25.221
	161
	-
	Rel-8
	Modification of the timing requirement between HS-SCCH and HS-PDSCH for 1.28Mcps TDD
	A
	8.1.0
	R1-082857
	HSDPA-Phys
	 


RP-080664
CR to 25.224 (Rel-8, A) for Use of special bursts for DTX on FACH (LCR TDD)

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.224
	187
	-
	Rel-8
	Use of Special Bursts for DTX on MBSFN FACH in 1.28 Mcps TDD
	A
	8.0.0
	R1-082782
	TEI7
	Shadow CR of already approved Rel-7 CR


Agenda Item                        7.2.3

RP-080665
CRs to 25.212 for correction on 16QAM UL

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.212
	271
	-
	Rel-7
	Correction to the table name and the quoted name
	F
	7.8.0
	R1-083071
	EDCH-Phys
	 

	25.212
	272
	-
	Rel-8
	Correction to the table name and the quoted name
	A
	8.2.0
	R1-083072
	EDCH-Phys
	 


RP-080709
CRs to 25.213 on Restricted Beta Factor Combinations for EUL
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.213
	97
	2
	Rel-7
	Restricted Beta Factor Combinations for EUL
	F
	7.5.0
	R1-083436
	RANimp-16QamUplink
	 

	25.213
	98
	-
	Rel-8
	Restricted Beta Factor Combinations for EUL
	A
	8.1.0
	R1-083437
	RANimp-16QamUplink
	 


Agenda Item                        8
RP-080666
CRs to 25.215 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.215
	190
	-
	Rel-8
	Modification of RSRQ and removal of RSSI
	F
	8.1.0
	R1-082651
	LTE-Phys
	 

	25.215
	192
	-
	Rel-8
	Modification of RSRP definition
	F
	8.1.0
	R1-083199
	LTE-Phys
	 


RP-080667
CR to 25.225 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.225
	89
	-
	Rel-8
	E-UTRA measurements for UTRA TDD – E-UTRA interworking
	F
	8.0.0
	R1-082970
	LTE-Phys
	 


Agenda Item                        8

RP-080668
CRs to 36.211 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.211
	48
	1
	Rel-8
	Frequency Shifting of UE-specific RS
	F
	8.3.0
	R1-083087
	LTE-Phys
	 

	36.211
	49
	1
	Rel-8
	Correction of PHICH to RE mapping in extended CP subframe
	F
	8.3.0
	R1-083406
	LTE-Phys
	 

	36.211
	50
	-
	Rel-8
	Corrections to for handling remaining Res
	F
	8.3.0
	R1-082913
	LTE-Phys
	 

	36.211
	51
	-
	Rel-8
	PRACH configuration for frame structure type 1
	F
	8.3.0
	R1-082977
	LTE-Phys
	 

	36.211
	52
	2
	Rel-8
	Correction of PUCCH index generation formula
	F
	8.3.0
	R1-082915
	LTE-Phys
	 

	36.211
	53
	-
	Rel-8
	Orthogonal cover sequence for shortened PUCCH format 1a and 1b
	F
	8.3.0
	R1-083345
	LTE-Phys
	 

	36.211
	54
	-
	Rel-8
	Correction of mapping of ACK/NAK to binary bit values
	F
	8.3.0
	R1-082914
	LTE-Phys
	 

	36.211
	56
	2
	Rel-8
	Remaining issues on SRS hopping
	F
	8.3.0
	R1-083334
	LTE-Phys
	 

	36.211
	57
	1
	Rel-8
	Correction of n_cs(n_s) and OC/CS remapping for PUCCH formats 1/1a/1b and 2/2a/2b 
	F
	8.3.0
	R1-083118
	LTE-Phys
	 

	36.211
	59
	-
	Rel-8
	Corrections to Rank information scrambling in Uplink Shared Channel
	F
	8.3.0
	R1-082863
	LTE-Phys
	 

	36.211
	60
	-
	Rel-8
	Definition on the slot number for frame structure type 2
	F
	8.3.0
	R1-082969
	LTE-Phys
	 

	36.211
	61
	-
	Rel-8
	Correction of the Npucch sequence upper limit for the formats 1/1a/1b
	F
	8.3.0
	R1-083007
	LTE-Phys
	 

	36.211
	62
	1
	Rel-8
	Clarifications for DMRS parameters
	F
	8.3.0
	R1-083374
	LTE-Phys
	 

	36.211
	63
	-
	Rel-8
	Correction of n_prs
	F
	8.3.0
	R1-083053
	LTE-Phys
	 

	36.211
	64
	1
	Rel-8
	Introducing missing L1 parameters to 36.211
	F
	8.3.0
	R1-083392
	LTE-Phys
	 

	36.211
	65
	3
	Rel-8
	Clarification on reception of synchronizaiton signals
	F
	8.3.0
	R1-083460
	LTE-Phys
	 

	36.211
	66
	-
	Rel-8
	Correction to the downlink/uplink timing
	F
	8.3.0
	R1-083304
	LTE-Phys
	 

	36.211
	67
	-
	Rel-8
	ACK/NACK Scrambling scheme on PUCCH
	F
	8.3.0
	R1-083335
	LTE-Phys
	 

	36.211
	68
	-
	Rel-8
	DCI format1C 
	F
	8.3.0
	R1-083341
	LTE-Phys
	 

	36.211
	69
	-
	Rel-8
	Refinement for REG Definition for n = 4
	F
	8.3.0
	R1-083358
	LTE-Phys
	 

	36.211
	71
	-
	Rel-8
	Correcting Ncs value for PRACH preamble format 0-3
	F
	8.3.0
	R1-083388
	LTE-Phys
	 

	36.211
	73
	-
	Rel-8
	Correction of the half duplex timing advance offset value
	F
	8.3.0
	R1-083380
	LTE-Phys
	 

	36.211
	74
	-
	Rel-8
	Correction to Precoding for Transmit Diversity
	F
	8.3.0
	R1-083402
	LTE-Phys
	 

	36.211
	75
	-
	Rel-8
	Clarification on number of OFDM symbols used for PDCCH
	F
	8.3.0
	R1-083404
	LTE-Phys
	 

	36.211
	77
	-
	Rel-8
	Number of antenna ports for PDSCH 
	F
	8.3.0
	R1-083428
	LTE-Phys
	 

	36.211
	78
	-
	Rel-8
	Correction to Type 2 PUSCH predetermined hopping for Nsb=1 operation
	F
	8.3.0
	R1-083434
	LTE-Phys
	 

	36.211
	79
	-
	Rel-8
	PRACH frequency location
	F
	8.3.0
	R1-083443
	LTE-Phys
	 


Agenda Item                        8

RP-080669
CRs to 36.212 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.212
	26
	-
	Rel-8
	Correction to PUSCH Channel Interleaver
	F
	8.3.0
	R1-082593
	LTE-Phys
	 

	36.212
	28
	-
	Rel-8
	Correction of mapping of ACK/NAK to binary bit values
	F
	8.3.0
	R1-082925
	LTE-Phys
	 

	36.212
	29
	-
	Rel-8
	Correction to bit collection, selection and transmission
	F
	8.3.0
	R1-082692
	LTE-Phys
	 

	36.212
	30
	-
	Rel-8
	Padding one bit to DCI format 1 when format 1 and format 0/1A have the same size
	F
	8.3.0
	R1-082709
	LTE-Phys
	 

	36.212
	31
	-
	Rel-8
	Modification of M_limit
	F
	8.3.0
	R1-082679
	LTE-Phys
	 

	36.212
	32
	-
	Rel-8
	Definition of Formats 2 and 2A
	F
	8.3.0
	R1-082716
	LTE-Phys
	 

	36.212
	33
	2
	Rel-8
	Corrections to DCI formats
	F
	8.3.0
	R1-083331
	LTE-Phys
	 

	36.212
	35
	1
	Rel-8
	Format 1B confirmation flag
	F
	8.3.0
	R1-083444
	LTE-Phys
	 

	36.212
	36
	-
	Rel-8
	Corrections to Rank information scrambling in Uplink Shared Channel
	F
	8.3.0
	R1-082864
	LTE-Phys
	 

	36.212
	37
	2
	Rel-8
	Clarification of TPC commands signaled in DCI formats 3/3A
	F
	8.3.0
	R1-083351
	LTE-Phys
	 

	36.212
	38
	-
	Rel-8
	Clarification on UE transmit antenna selection mask
	F
	8.3.0
	R1-082866
	LTE-Phys
	 

	36.212
	39
	1
	Rel-8
	Linking of control resources in PUSCH to data MCS
	F
	8.3.0
	R1-083343
	LTE-Phys
	 

	36.212
	41
	-
	Rel-8
	Definition of Bit Mapping for DCI signalling
	F
	8.3.0
	R1-083327
	LTE-Phys
	 

	36.212
	42
	1
	Rel-8
	Clarification on resource allocation in DCI format 1/2/2A
	F
	8.3.0
	R1-083418
	LTE-Phys
	 

	36.212
	43
	-
	Rel-8
	DCI Format 1A changes needed for scheduling Broadcast Control
	F
	8.3.0
	R1-083457
	LTE-Phys
	 

	36.212
	44
	-
	Rel-8
	DCI format1C 
	F
	8.3.0
	R1-083342
	LTE-Phys
	 

	36.212
	45
	-
	Rel-8
	Miscellaneous corrections
	F
	8.3.0
	R1-083352
	LTE-Phys
	 

	36.212
	46
	-
	Rel-8
	Correction on downlink multi-user MIMO
	F
	8.3.0
	R1-083419
	LTE-Phys
	 

	36.212
	47
	-
	Rel-8
	Corrections to DL DCI Formats In case of Ambiguous Payload Sizes
	F
	8.3.0
	R1-083421
	LTE-Phys
	 

	36.212
	48
	-
	Rel-8
	CR for RE provisioning for the control information in case of CQI-only transmission on PUSCH
	F
	8.3.0
	R1-083423
	LTE-Phys
	 

	36.212
	91
	2
	Rel-8
	Coding and multiplexing of multiple ACK/NACK in PUSCH
	F
	8.3.0
	R1-083461
	LTE-Phys
	 


Agenda Item                        8

RP-080670
CRs to 36.213 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.213
	37
	2
	Rel-8
	SRS hopping pattern for closed loop antenna selection
	F
	8.3.0
	R1-082636
	LTE-Phys
	 

	36.213
	39
	2
	Rel-8
	Clarification on uplink power control
	F
	8.3.0
	R1-083284
	LTE-Phys
	 

	36.213
	41
	-
	Rel-8
	Clarification on DCI formats using resource allocation type 2
	F
	8.3.0
	R1-082320
	LTE-Phys
	 

	36.213
	43
	2
	Rel-8
	Clarification on tree structure of CCE aggregations
	F
	8.3.0
	R1-082869
	LTE-Phys
	 

	36.213
	46
	2
	Rel-8
	Correction of the description of PUCCH power control for TDD
	F
	8.3.0
	R1-083297
	LTE-Phys
	 

	36.213
	47
	1
	Rel-8
	Removal of CR0009
	F
	8.3.0
	R1-083058
	LTE-Phys
	 

	36.213
	48
	1
	Rel-8
	Correction of mapping of cyclic shift value to PHICH modifier
	F
	8.3.0
	R1-082939
	LTE-Phys
	 

	36.213
	49
	-
	Rel-8
	TBS disabling for DCI formats 2 and 2A
	F
	8.3.0
	R1-082717
	LTE-Phys
	 

	36.213
	50
	-
	Rel-8
	Correction of maximum TBS sizes
	F
	8.3.0
	R1-082720
	LTE-Phys
	 

	36.213
	51
	-
	Rel-8
	Completion of the table specifying the number of bits for the periodic feedback
	F
	8.3.0
	R1-082868
	LTE-Phys
	 

	36.213
	54
	-
	Rel-8
	Clarification of RNTI for PUSCH/PUCCH power control with DCI formats 3/3A
	F
	8.3.0
	R1-082872
	LTE-Phys
	 

	36.213
	55
	1
	Rel-8
	Clarification on mapping of Differential CQI fields
	F
	8.3.0
	R1-083311
	LTE-Phys
	 

	36.213
	59
	1
	Rel-8
	PUSCH Power Control
	D
	8.3.0
	R1-083286
	LTE-Phys
	 

	36.213
	60
	-
	Rel-8
	RB restriction and modulation order for CQI-only transmission on PUSCH
	F
	8.3.0
	R1-082985
	LTE-Phys
	 

	36.213
	61
	-
	Rel-8
	Modulation order determination for uplink retransmissions
	F
	8.3.0
	R1-082986
	LTE-Phys
	 

	36.213
	62
	2
	Rel-8
	Introducing missing L1 parameters into 36.213
	F
	8.3.0
	R1-083427
	LTE-Phys
	 

	36.213
	63
	2
	Rel-8
	Correcting the range and representation of delta_TF_PUCCH
	F
	8.3.0
	R1-083430
	LTE-Phys
	 

	36.213
	64
	1
	Rel-8
	Adjusting TBS sizes to for VoIP
	F
	8.3.0
	R1-083367
	LTE-Phys
	 

	36.213
	67
	-
	Rel-8
	Correction to the downlink resource allocation
	F
	8.3.0
	R1-083279
	LTE-Phys
	 

	36.213
	68
	-
	Rel-8
	Removal of special handling for PUSCH mapping in PUCCH region
	F
	8.3.0
	R1-083281
	LTE-Phys
	 

	36.213
	69
	-
	Rel-8
	Correction to the formulas for uplink power control
	F
	8.3.0
	R1-083283
	LTE-Phys
	 

	36.213
	70
	1
	Rel-8
	Definition of Bit Mapping for DCI Signalling
	F
	8.3.0
	R1-083448
	LTE-Phys
	 

	36.213
	71
	-
	Rel-8
	Clarification on PUSCH TPC commands
	F
	8.3.0
	R1-083287
	LTE-Phys
	 

	36.213
	72
	1
	Rel-8
	Reference for CQI/PMI Reporting Offset
	F
	8.3.0
	R1-083310
	LTE-Phys
	 

	36.213
	74
	-
	Rel-8
	Correction to the downlink/uplink timing
	F
	8.3.0
	R1-083306
	LTE-Phys
	 

	36.213
	75
	-
	Rel-8
	Correction to the time alignment command
	F
	8.3.0
	R1-083307
	LTE-Phys
	 

	36.213
	77
	1
	Rel-8
	Correction of offset signalling of UL Control information MCS 
	F
	8.3.0
	R1-083356
	LTE-Phys
	 

	36.213
	78
	2
	Rel-8
	DCI format1C 
	F
	8.3.0
	R1-083445
	LTE-Phys
	 

	36.213
	80
	-
	Rel-8
	Correction to Precoder Cycling for Open-loop Spatial Multiplexing
	F
	8.3.0
	R1-083373
	LTE-Phys
	 

	36.213
	81
	1
	Rel-8
	Clarifying Periodic CQI Reporting using PUCCH
	F
	8.3.0
	R1-083426
	LTE-Phys
	 

	36.213
	84
	1
	Rel-8
	CQI reference measurement period
	F
	8.3.0
	R1-083438
	LTE-Phys
	 

	36.213
	86
	-
	Rel-8
	Correction on downlink multi-user MIMO
	F
	8.3.0
	R1-083420
	LTE-Phys
	 

	36.213
	87
	-
	Rel-8
	PUCCH Reporting
	F
	8.3.0
	R1-083425
	LTE-Phys
	 

	36.213
	88
	1
	Rel-8
	Handling of Uplink Grant in Random Access Response
	F
	8.3.0
	R1-083439
	LTE-Phys
	 

	36.213
	89
	-
	Rel-8
	Correction to UL Hopping operation
	F
	8.3.0
	R1-083435
	LTE-Phys
	 

	36.213
	90
	-
	Rel-8
	DRS EPRE
	F
	8.3.0
	R1-083446
	LTE-Phys
	 

	36.213
	92
	-
	Rel-8
	Uplink ACK/NACK mapping for TDD
	F
	8.3.0
	R1-083449
	LTE-Phys
	 

	36.213
	93
	-
	Rel-8
	UL SRI Parameters Configuration
	F
	8.3.0
	R1-083451
	LTE-Phys
	 

	36.213
	94
	-
	Rel-8
	Miscellaneous updates for 36.213
	F
	8.3.0
	R1-083453
	LTE-Phys
	 

	36.213
	95
	-
	Rel-8
	Clarifying Requirement for Max PDSCH Coding Rate
	F
	8.3.0
	R1-083455
	LTE-Phys
	 

	36.213
	96
	-
	Rel-8
	UE Specific SRS Configuration
	F
	8.3.0
	R1-083456
	LTE-Phys
	 

	36.213
	97
	-
	Rel-8
	DCI Format 1A changes needed for scheduling Broadcast Control
	F
	8.3.0
	R1-083458
	LTE-Phys
	 

	36.213
	98
	-
	Rel-8
	Processing of TPC bits in the random access response
	F
	8.3.0
	R1-083462
	LTE-Phys
	 

	36.213
	100
	1
	Rel-8
	Support of multi-bit ACK/NAK transmission in TDD
	F
	8.3.0
	R1-083466
	LTE-Phys
	 


Agenda Item                        8

RP-080671
CRs to 36.214 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.214
	6
	-
	Rel-8
	Modification to the RSRP definition
	F
	8.3.0
	R1-082608
	LTE-PHys
	 

	36.214
	7
	-
	Rel-8
	Modification of RSRQ and removal of RSSI
	F
	8.3.0
	R1-082650
	LTE-Phys
	 


Agenda Item                        9.3.3
RP-080672
CRs to 25.211 & 25.214 for introduction of Enhanced Uplink for CELL_FACH state
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.211
	256
	2
	Rel-8
	Introduction of the Enhanced Uplink for CELL_FACH state
	B
	8.1.0
	R1-083441
	RANimp-UplinkEnhState
	 

	25.212
	490
	1
	Rel-8
	Introduction of the Enhanced Uplink for CELL_FACH state
	B
	8.2.0
	R1-083442
	RANimp-UplinkEnhState
	 

	25.215
	189
	-
	Rel-8
	UPH measurement support for Enhanced Uplink for CELL_FACH state
	B
	8.1.0
	R1-082392
	RANimp-UplinkEnhState
	 


Agenda Item                        9.3.12
RP-080673
CRs to 25.212 & 25.214 for introduction of HS-PDSCH Serving Cell Change enhancements
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.212
	270
	2
	Rel-8
	Introduction of HS-PDSCH Serving Cell Change Enhancements
	B
	8.2.0
	R1-083329
	RANimp-HSDSCH
	 

	25.214
	498
	3
	Rel-8
	Introduction of HS-PDSCH Serving Cell Change Enhancements
	B
	8.2.0
	R1-083330
	RANimp-HSDSCH
	 


Agenda Item                        9.3.15

RP-080674
CRs to 25.211, 25.212, 25.213 & 25.214 for introduction of DC HSDPA operation
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.211
	257
	1
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	B
	8.1.0
	R1-083395
	RANimp-DCHSDPA
	 

	25.212
	267
	1
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	B
	8.2.0
	R1-083396
	RANimp-DCHSDPA
	 

	25.213
	95
	1
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	B
	8.1.0
	R1-083397
	RANimp-DCHSDPA
	 

	25.214
	497
	1
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	B
	8.2.0
	R1-083398
	RANimp-DCHSDPA
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