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	There was a wording mistake in RNSAP CR1270r1 (R3-070366) from the St. Louis meeting (Feb 2007) that was not discovered.

This mistake was then copy pasted into RNSAP CR1336r2 (R3-072387) and NBAP CR1437r2 (R3-072388) at the Jeju meeting (Nov 2007). 

The ENUMERATED SixtyfourQAM-DL-UsageIndicator was by mistake defined as:  
SixtyfourQAM-DL-UsageIndicator ::= ENUMERATED {

sixteenQAM-DL-used


sixteenQAM-DL-not-used }

The words “sixteen” should have been replaced by “sixtyfour” in order to be in line with the procedure text and tabular format.
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	The spelling mistakes in the ENUMERATED definitions are corrected by replacing “sixteen” by “sixtyfour”. 
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9.2.2.74
SixtyfourQAM DL Capability
Void.

9.2.2.74A
Sixtyfour QAM Usage Allowed Indicator

The Sixtyfour QAM Usage Allowed Indicator IE indicates whether the Node B is allowed to use 64 QAM modulation for HS-DSCH transmission or not.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Sixtyfour QAM Usage Allowed Indicator
	M
	
	ENUMERATED (Allowed, Not-Allowed)
	


9.2.2.74B
SixtyfourQAM DL Usage Indicator

The SixtyfourQAM DL Usage Indicator IE indicates if the Node B is using 64 QAM modulation for the HS-DSCH transmission, or if the Node B is not using 64 QAM modulation.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SixtyfourQAM DL Usage Indicator
	
	
	ENUMERATED (SixtyfourQAM DL Used,  SixtyfourQAM DL Not Used)
	


9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

Lots of ASN1 in 9.3.4 not shown

SixtyfourQAM-UsageAllowedIndicator ::= ENUMERATED {

allowed,

not-allowed

}
SixtyfourQAM-DL-UsageIndicator ::= ENUMERATED {

sixtyfourQAM-DL-used,


sixtyfourQAM-DL-not-used
}

SixtyfourQAM-DL-Capability ::= ENUMERATED {

sixtyfourQAM-DL-supported,


sixtyfourQAM-DL-not-supported
}
Lots of ASN1 in 9.3.4 not shown

-- ==========================================

--
Y

-- ==========================================

-- ==========================================

--
Z

-- ==========================================

END
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