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Reason for change:
(

As per specific message content for Cell Update Confirm message IE “Downlink F-DPDCH power control information” should be set to “Not Present”.

However this IE should be present to inform UE the “DPC_mode” to be used.

Note: A Prose CR will be submitted in the next RAN5 meeting for this.




Summary of change:
(

In the constraint cs_CellUpdateCnfDCCH_E_HS_r6 replaced “cd_DL_CommonInformationF_DPCH_r6” with “cd_DL_CommonInformationF_DPCH_InitCFN_r6”.
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not approved:
TTCN implementation will not be correct.
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Other comments:
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Test case name
cs_CellUpdateCnfDCCH_E_HS_r6

Reason for change
As per specific message content for Cell Update Confirm message IE “Downlink F-DPDCH power control information” should be set to “Not Present”.

However this IE should be present to inform UE the “DPC_mode” to be used.

Note: A Prose CR will be submitted in the next RAN5 meeting for this.

Summary of change
In the constraint cs_CellUpdateCnfDCCH_E_HS_r6 replaced “cd_DL_CommonInformationF_DPCH_r6” with “cd_DL_CommonInformationF_DPCH_InitCFN_r6”.

Source of change


MCC160 Comments


After:

ASN.1 PDU Constraint Declaration

Constraint Name:
cs_CellUpdateCnfDCCH_E_HS_r6 (
p_IntegrityCheckInfo : IntegrityCheckInfo;
p_RRC_TI: RRC_TransactionIdentifier;
p_U_RNTI : U_RNTI;
p_C_RNTI: C_RNTI;
p_H_RNTI: H_RNTI;
p_E_RNTI : E_RNTI;
p_State_Ind: RRC_StateIndicator;
p_FreqInfo : FrequencyInfo;
p_UL_ScramblingCode : UL_ScramblingCode;
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p_PrimScramblingCode : PrimaryScramblingCode;
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p_HSDPA_Config : HSDPA_ConfigType;
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p_HSUPA_Config : HSUPA_ConfigType ;
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p_RlcCfg : HSUPA_RlcParamType)

Group:
 

PDU Name:
DL_DCCH_Message

Derivation Path:
 

Encoding Rule Name:
 

Encoding Variation:
 

Comments:
 

Constraint Value

{
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integrityCheckInfo p_IntegrityCheckInfo,
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message cellUpdateConfirm : later_than_r3:
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{
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rrc_TransactionIdentifier p_RRC_TI,
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criticalExtensions criticalExtensions : criticalExtensions : r6 :
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{
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cellUpdateConfirm_r6
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{ --CellUpdateConfirm_r6_IEs
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integrityProtectionModeInfo OMIT,
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cipheringModeInfo OMIT,
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activationTime OMIT,
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new_U_RNTI p_U_RNTI ,
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new_C_RNTI p_C_RNTI,
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new_H_RNTI p_H_RNTI,
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newPrimary_E_RNTI p_E_RNTI,
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newSecondary_E_RNTI OMIT,
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rrc_StateIndicator p_State_Ind,
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utran_DRX_CycleLengthCoeff OMIT,
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rlc_Re_establishIndicatorRb2_3or4 FALSE,
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rlc_Re_establishIndicatorRb5orAbove FALSE,
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cn_InformationInfo OMIT,
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ura_Identity OMIT,
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rb_InformationReleaseList OMIT,
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rb_InformationReconfigList c_RB_Reconft_Map_E_HS_r6,
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rb_InformationAffectedList OMIT,
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ul_CommonTransChInfo OMIT,
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ul_deletedTransChInfoList OMIT,
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ul_AddReconfTransChInfoList
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{
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-- E-DCH for DCCH and DTCH: WSE 15.10.06: changed to have the MAC-d flows mapped to just one E-DCH
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c_UL_AddReconfTransChInfoE_DCH_r6 (p_HSUPA_Config.tti, p_HSUPA_Config.e_DCH_MAC_d_FlowList)
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},
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dl_CommonTransChInfo OMIT,
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dl_DeletedTransChInfoList OMIT,
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dl_AddReconfTransChInfoList
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{
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-- HS-DSCH for DTCH and DCCH:
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c_DL_AddReconfTransChHSDSCHInfo_HSENH [image: image43.png]


(c_HSDSCH_Info [image: image44.png]


(c_HARQ_Info (p_HSDPA_Config.numberOfProcesses), c_AddOrReconfMAC_dFlow_2Flows (c_MAC_hs_AddReconfQueue_DTCH1 (336), c_MAC_hs_AddReconfQueue_DCCH)))
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},
[image: image46.png]


frequencyInfo p_FreqInfo,
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maxAllowedUL_TX_Power OMIT,
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ul_DPCH_Info c_UL_DPCH_OnlyHS_PDSCH_r6 (p_UL_ScramblingCode, p_HSDPA_Config.ackNackRepetitionFactor),
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ul_EDCH_Information c_UL_EDCH_Information_r6 (p_HSUPA_Config.eTFCI_TableIndex, p_HSUPA_Config.minSetETFCIforSRBs, p_HSUPA_Config.maxChannelisationCodes, c_E_DPDCH_SchedulingTransmConfiguration_NoGrant, p_HSUPA_Config.happyBit_DelayCondition),
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dl_HSPDSCH_Information c_DL_HSPDSCH_Information_r6 (c_HS_SCCH_Info_r6, c_Measurement_Feedback_Info (p_HSDPA_Config)),
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dl_CommonInformation cd_DL_CommonInformationF_DPCH_InitCFN_r6,
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dl_InformationPerRL_List c_DL_InfoPerRL_withFDPCH_r6 (p_PrimScramblingCode)
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}
[image: image54.png]


}
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}
}
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