Page 1



3GPP TSG RAN WG5 Testing 
TDoc(
R5s080143

01 Jan – 31 Dec 2008

CR-Form-v9.3

CHANGE REQUEST



(

34.229-3
CR
 33
(

rev
-
(

Current version:
7.0.0
(




For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.



Proposed change affects:
(

UICC apps(


ME
x
Radio Access Network

Core Network




Title:
(

Addition of IMS-CC test case 8_8 to IMS_CC ATS v.6.2.0




Source to WG:
(

Rohde & Schwarz

Source to TSG:
(

R5




Work item code:
(

TEI5_Test

Date: (

13/08/2008







Category:
(

B

Release: (

Rel-7


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)




Reason for change:
(

To add verified IMS-CC test case 8.8 to IMS_CC ATS 




Summary of change:
(

This document is presented for formal reasons only, no changes in the TTCN code are required.




Consequences if 
(

not approved:
Test case will not be added to ATS.




Clauses affected:
(







Y
N



Other specs
(



 Other core specifications
(



affected:


 Test specifications





 O&M Specifications





Other comments:
(



3GPP TSG-R5 E-Mail 2008
R5s080143
01 Jan - 31 Dec 2008

Title:
Changes to test case 8.8 required for approval
Source:
Rohde & Schwarz

Agenda Item:
TTCN Issues

Document for:
Approval

Contact:
Michael Siggelkow

Michael.Siggelkow@rohde-schwarz.com

Tel. +49 89 4129 13529

1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.8 which is part of the IMS-CC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G IMS UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_8

Test Group:
IMS_CC_EarlyIMSTestCases_NAPP

ATS Version:
iwd-TVB2008-03_D08wk27
System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia S40 Platform

Verification Status:
PASS
4 Corrections required for test case 8.8

No corrections required.

5
Branches executed in test case

The test case implementation executed using  IPv4.

6
Execution Log Files

6.1 Nokia S40 Platform

The Nokia S40 Platform passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

7
References

[1]
R5s080144
This archive comprises execution log files, PICS/PIXIT file.
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