Page 1



3GPP TSG-RAN Meeting #53bis 
(
R1-082593
Warszawa, 30th June – 4th July 2008

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.212
	CR
	0026
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction to PUSCH Channel Interleaver, Agenda Item 6.2

	
	

	Source to WG:
(

	Nokia Siemens Networks, Nokia

	Source to TSG:
(

	R1

	
	

	Work item code:
(

	LTE-Phys
	
	Date: (

	24/06/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	An error was identified in subclause 5.2.2.8, item (5): reference to table 5.2.2.8-1 is made instead of table 5.2.2.8-2.

	
	

	Summary of change:
(

	Correcting the erroneous table reference in subclause 5.2.2.8 item (5).
In addition, editorial and clarifying changes are made as follows:

- subclause 5.2.2.6: aligning the notation with the rest of the document, plurals.
- subclause 5.2.2.8 item (3): clarification inserted in line with item (5).

- subclause 5.2.2.8 item (5): identation of pseucode to improve readability.

	
	

	Consequences if 
(

not approved:
	Incorrect / conflicting specification of PUSCH interleaver.

	
	

	Clauses affected:
(

	5.2.2.6, 5.2.2.8

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Isolated impact analysis:

- this change has an isolated impact on the UE transmission and on the E-UTRAN reception of PUSCH

- the change would not affect implementations behaving like indicated in the CR, but would affect implementations behaving otherwise.


5.2.2.6 
Channel coding of control information

Control data arrives at the coding unit in the form of channel quality information (CQI and/or PMI), HARQ-ACK and rank indication. Different coding rates for the control information are achieved by allocating different number of coded symbols for its transmission. When control data are transmitted in the PUSCH, the channel coding for HARQ-ACK, rank indication and channel quality information 
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 is done independently. 

The number of coded symbols for HARQ-ACK and rank indicator is determined by 
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where 
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 is the number of ACK/NACK bits or rank indicator bits and 
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 is the code rate given by,
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where 
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 is the scheduled bandwidth for uplink transmission, expressed as a number of subcarriers in [2].

For HARQ-ACK information 
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For rank indication 
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For HARQ-ACK information

· If HARQ-ACK consists of 1-bit of information, i.e., 
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, it is first encoded according to Table 5.2.2-1.

· If HARQ-ACK consists of 2-bits of information, i.e., 
[image: image14.wmf]]

 

[

1

0

ACK

ACK

o

o

, it is first encoded according to Table 5.2.2-2 where 
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Table 5.2.2-1: Encoding of 1-bit HARQ-ACK

	Qm
	Encoded HARQ-ACK

	2
	
[image: image18.wmf] x]

[

0

ACK

o



	4
	
[image: image19.wmf] x x x]

[

0

ACK

o



	6
	
[image: image20.wmf]]

 

 x x x x x

[

0

ACK

o




Table 5.2.2-2: Encoding of 2-bit HARQ-ACK

	Qm
	Encoded HARQ-ACK

	2
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The “x” in Table 5.2.2-1 and 5.2.2-2 are placeholders for [2] to scramble the HARQ-ACK bits in a way that maximizes the Euclidean distance of the modulation symbols carrying HARQ-ACK information.

The bit sequence 
[image: image24.wmf]ACK

Q

ACK

ACK

ACK

ACK

q

q

q

q

1

2

1

0

,...,

,

,

-

 is obtained by concatenation of multiple encoded HARQ-ACK blocks where 
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 is the total number of coded bits for all the encoded HARQ-ACK blocks.  The last concatenation of the encoded HARQ-ACK block may be partial so that the total bit sequence length is equal to
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. The vector sequence output of the channel coding for HARQ-ACK information is denoted by 
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, and is obtained as follows:

Set i ,k to 0

while 
[image: image29.wmf]ACK

Q

i

<



[image: image30.wmf]T

ACK

Q

i

ACK

i

ACK

k

m

q

q

q

]

...

 

[

1

-

+

=




[image: image31.wmf]m

Q

i

i

+

=




[image: image32.wmf]1

+

=

k

k


end while

For rank indication (RI)

· If RI consists of 1-bit of information, i.e., 
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, it is first encoded according to Table 5.2.2-3.

· If RI consists of 2-bits of information, i.e., 
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, it is first encoded according to Table 5.2.2-4 where 
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Table 5.2.2-3: Encoding of 1-bit RI

	Qm
	Encoded RI

	2
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Table 5.2.2-4: Encoding of 2-bit RI

	Qm
	Encoded RI

	2
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The “x” in Table 5.2.2-3 and 5.2.2-4 are placeholders for [2] to scramble the RI bits in a way that maximizes the Euclidean distance of the modulation symbols carrying rank information.

The bit sequence 
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 is obtained by concatenation of multiple encoded RI blocks where 
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 is the total number of coded bits for all the encoded RI blocks.  The last concatenation of the encoded RI block may be partial so that the total bit sequence length is equal to
[image: image44.wmf]RI

Q

. The vector sequence output of the channel coding for rank information is denoted by 
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, and is obtained as follows:

Set i ,k to 0

while 
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end while

For channel quality control information (CQI and/or PMI)

The number of coded symbols for channel quality information is determined by 
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where 
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 is the number of CQI and CRC bits,  and [
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 is signalled by higher layer.

· If the payload size is less than or equal to 11 bits, the channel coding of the channel quality information is performed according to subclause 5.2.2.6.4 with input sequence 
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· For payload sizes greater than 11 bits, the CRC attachment, channel coding and rate matching of the channel quality information is performed according to subclauses 5.1.1, 5.1.3.1 and 5.1.4.2, respectively. The input bit sequence to the CRC attachment is  
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 and the CRC length is L = 8. The output bit sequence of the CRC attachment operation is the input bit sequence to the channel coding operation. The output bit sequence of the channel coding operation is the input bit sequence to the rate matching operation. 

The output sequence for the channel coding of channel quality information is denoted by 
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5.2.2.6.1
Channel quality information formats for wideband CQI reports

Table 5.2.2.6.1-1 shows the fields and the corresponding bit widths for the channel quality information feedback for wideband reports for PDSCH transmissions over closed-loop spatial multiplexing. 
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 in Table 5.2.2.6.1-1 is defined in subclause 7.2 [3].

Table 5.2.2.6.1-1: Fields for channel quality information (CQI) feedback for wideband CQI reports 
(closed loop spatial multiplexing PDSCH transmission)
	Field
	Bitwidth

	
	2 antenna ports
	4 antenna ports

	
	Rank = 1
	Rank = 2
	Rank = 1
	Rank > 1

	Wideband CQI codeword 0
	4
	4
	4
	4

	Wideband CQI codeword 1
	0
	4
	0
	4

	Precoding matrix indication
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The channel quality bits in Table 5.2.2.6.1-1 form the bit sequence 
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 corresponding to the first bit of the first field in the table, 
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 corresponding to the second bit of the first field in the table, and 
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 corresponding to the last bit in the last field in the table. The field of PMI shall be in the increasing order of the subband index [3]. The first bit of each field corresponds to MSB and the last bit LSB.

5.2.2.6.2
Channel quality information formats for higher layer configured subband CQI reports

Table 5.2.2.6.2-1 shows the fields and the corresponding bit widths for the channel quality information feedback for higher layer configured report for PDSCH transmissions over single antenna port, transmit diversity and open loop spatial multiplexing. 
[image: image67.wmf]N

 in Table 5.2.2.6.2-1 is defined in subclause 7.2 [3].

Table 5.2.2.6.2-1: Fields for channel quality information (CQI) feedback for higher layer configured subband CQI reports 
(single antenna port, transmit diversity and open loop spatial multiplexing PDSCH transmission)
	Field
	Bitwidth

	Wide-band CQI codeword
	4

	Subband differential CQI
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Table 5.2.2.6.2-2 shows the fields and the corresponding bit widths for the channel quality information feedback for higher layer configured report for PDSCH transmissions over closed loop spatial multiplexing. 
[image: image69.wmf]N

 in Table 5.2.2.6.2-2 is defined in subclause 7.2 [3].

Table 5.2.2.6.2-2: Fields for channel quality information (CQI) feedback for higher layer configured subband CQI reports 
(closed loop spatial multiplexing PDSCH transmission)
	Field
	Bitwidth

	
	2 antenna ports
	4 antenna ports

	
	Rank = 1
	Rank = 2
	Rank = 1
	Rank > 1

	Wide-band CQI codeword 0
	4
	4
	4
	4

	Subband differential CQI codeword 0
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	Wide-band CQI codeword 1
	0
	4
	0
	4

	Subband differential CQI codeword 1
	0
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	0
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	Precoding matrix indication
	2
	1
	4
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The channel quality bits in Table 5.2.2.6.2-1 through Table 5.2.2.6.2-2 form the bit sequence 
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 corresponding to the first bit of the first field in each of the tables, 
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 corresponding to the second bit of the first field in each of the tables, and 
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 corresponding to the last bit in the last field in each of the tables. The field of the PMI and subband differential CQI shall be in the increasing order of the subband index [3]. The first bit of each field corresponds to MSB and the last bit LSB.

5.2.2.6.3
Channel quality information formats for UE selected subband CQI reports

Table 5.2.2.6.3-1 shows the fields and the corresponding bit widths for the channel quality information feedback for UE selected subband CQI for PDSCH transmissions over single antenna port, transmit diversity and open loop spatial multiplexing. 
[image: image80.wmf]L

 in Table 5.2.2.6.3-1 is defined in subclause 7.2 [3].

Table 5.2.2.6.3-1: Fields for channel quality information (CQI) feedback for UE selected subband CQI reports 
(single antenna port, transmit diversity and open loop spatial multiplexing PDSCH transmission)
	Field
	Bitwidth

	Wide-band CQI codeword
	4

	Subband differential CQI
	2

	Position of the M selected subbands
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Table 5.2.2.6.3-2 shows the fields and the corresponding bit widths for the channel quality information feedback for UE selected subband CQI for PDSCH transmissions over closed loop spatial multiplexing. 
[image: image82.wmf]L

 in Table 5.2.2.6.3-2 is defined in subclause 7.2 [3].

Table 5.2.2.6.3-2: Fields for channel quality information (CQI) feedback for UE selected subband CQI reports 
(closed loop spatial multiplexing PDSCH transmission)
	Field
	Bitwidth

	
	2 antenna ports
	4 antenna ports

	
	Rank = 1
	Rank = 2
	Rank = 1
	Rank > 1

	Wide-band CQI codeword 0
	4
	4
	4
	4

	Subband differential CQI codeword 0
	2
	2
	2
	2

	Wide-band CQI codeword 1
	0
	4
	0
	4

	Subband differential CQI codeword 1
	0
	2
	0
	2

	Position of the M selected subbands
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	Precoding matrix indication
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The channel quality bits in Table 5.2.2.6.3-1 through Table 5.2.2.6.3-2 form the bit sequence 
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 corresponding to the first bit of the first field in each of the tables, 
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 corresponding to the second bit of the first field in each of the tables, and 
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 corresponding to the last bit in the last field in each of the tables. The field of PMI shall be in the increasing order of the subband index [3], wideband PMI followed by the PMI for the M selected subband. The first bit of each field corresponds to MSB and the last bit LSB.

5.2.2.6.4
Channel coding for CQI/PMI information in PUSCH

The channel quality bits input to the channel coding block are denoted by  
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 where O is the number of bits. The number of channel quality bits depends on the transmission format as indicated in subclause 5.2.3.3.1 for wideband reports and in subclause 5.2.3.3.2 for UE-selected subbands reports. 

The channel quality indication is first coded using a (32, O) block code. The code words of the (32, O) block code are a linear combination of the 11 basis sequences denoted Mi,n and defined in Table 5.2.2.6.4-1.

Table 5.2.2.6.4-1: Basis sequences for (32, O) code
	i
	Mi,0
	Mi,1
	Mi,2
	Mi,3
	Mi,4
	Mi,5
	Mi,6
	Mi,7
	Mi,8
	Mi,9
	Mi,10

	0
	1
	1
	0
	0
	0
	0
	0
	0
	0
	0
	1

	1
	1
	1
	1
	0
	0
	0
	0
	0
	0
	1
	1

	2
	1
	0
	0
	1
	0
	0
	1
	0
	1
	1
	1

	3
	1
	0
	1
	1
	0
	0
	0
	0
	1
	0
	1

	4
	1
	1
	1
	1
	0
	0
	0
	1
	0
	0
	1

	5
	1
	1
	0
	0
	1
	0
	1
	1
	1
	0
	1

	6
	1
	0
	1
	0
	1
	0
	1
	0
	1
	1
	1

	7
	1
	0
	0
	1
	1
	0
	0
	1
	1
	0
	1

	8
	1
	1
	0
	1
	1
	0
	0
	1
	0
	1
	1

	9
	1
	0
	1
	1
	1
	0
	1
	0
	0
	1
	1

	10
	1
	0
	1
	0
	0
	1
	1
	1
	0
	1
	1

	11
	1
	1
	1
	0
	0
	1
	1
	0
	1
	0
	1

	12
	1
	0
	0
	1
	0
	1
	0
	1
	1
	1
	1

	13
	1
	1
	0
	1
	0
	1
	0
	1
	0
	1
	1

	14
	1
	0
	0
	0
	1
	1
	0
	1
	0
	0
	1

	15
	1
	1
	0
	0
	1
	1
	1
	1
	0
	1
	1

	16
	1
	1
	1
	0
	1
	1
	1
	0
	0
	1
	0

	17
	1
	0
	0
	1
	1
	1
	0
	0
	1
	0
	0

	18
	1
	1
	0
	1
	1
	1
	1
	1
	0
	0
	0

	19
	1
	0
	0
	0
	0
	1
	1
	0
	0
	0
	0

	20
	1
	0
	1
	0
	0
	0
	1
	0
	0
	0
	1

	21
	1
	1
	0
	1
	0
	0
	0
	0
	0
	1
	1

	22
	1
	0
	0
	0
	1
	0
	0
	1
	1
	0
	1

	23
	1
	1
	1
	0
	1
	0
	0
	0
	1
	1
	1

	24
	1
	1
	1
	1
	1
	0
	1
	1
	1
	1
	0

	25
	1
	1
	0
	0
	0
	1
	1
	1
	0
	0
	1

	26
	1
	0
	1
	1
	0
	1
	0
	0
	1
	1
	0

	27
	1
	1
	1
	1
	0
	1
	0
	1
	1
	1
	0

	28
	1
	0
	1
	0
	1
	1
	1
	0
	1
	0
	0

	29
	1
	0
	1
	1
	1
	1
	1
	1
	1
	0
	0

	30
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	31
	1
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0


The encoded CQI/PMI block is denoted by 
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 where i = 0, 1, 2, …, B-1.

The output bit sequence 
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 is obtained by circular repetition of the encoded CQI/PMI block as follows
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5.2.2.7 
Data and control multiplexing

The control and data multiplexing is performed such that HARQ-ACK information is present on both slots and is mapped to resources around the demodulation reference signals. In addition, the multiplexing ensures that control and data information are mapped to different modulation symbols. 

The inputs to the data and control multiplexing are the coded bits of the control information denoted by 
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and the coded bits of the UL-SCH denoted by 
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. The output of the data and control multiplexing operation is denoted by 
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 are column vectors of length 
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Denote the number of SC-FDMA symbols per subframe for PUSCH transmission by 
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The control information and the data shall be multiplexed as follows:

Set i, j, k to 0

while 
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end while

while 
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 -- then place the data
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end while

5.2.2.8 
Channel interleaver

The channel interleaver described in this subclause in conjunction with the resource element mapping for PUSCH in [2] implements a time-first mapping of modulation symbols onto the transmit waveform while ensuring that the HARQ-ACK information is present on both slots in the subframe and is mapped to resources around the uplink demodulation reference signals. 

The input to the channel interleaver are denoted by 
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. The number of modulation symbols in the subframe is given by 
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 to be the number of columns of the matrix. The columns of the matrix are numbered 0, 1, 2,…,
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The number of rows of the matrix is 
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The rows of the rectangular matrix are numbered 0, 1, 2,…, 
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(3) If rank information is transmitted in this subframe, the vector sequence 
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 is written onto the columns indicated by Table 5.2.2.8-1, and by sets of Qm rows starting from the last row and moving upwards according to the following pseudocode. 

Set i, j to 0.

Set r to 
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end while

Where ColumnSet is given in Table 5.2.2.8-1 and indexed left to right from 0 to 3.
(4) Write the input vector sequence, i.e., 
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(5) If HARQ-ACK information is transmitted in this subframe, the vector sequence 
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 is written onto the columns indicated by Table 5.2.2.8-2, and by sets of Qm rows starting from the last row and moving upwards according to the following pseudocode. Note that this operation overwrites some of the channel interleaver entries obtained in step (4). 

Set i, j to 0.

Set r to 
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Where ColumnSet is given in Table 5.2.2.8-2 and indexed left to right from 0 to 3.
(6) The output of the block interleaver is the bit sequence read out column by column from the 
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 matrix. The bits after channel interleaving are denoted by 
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Table 5.2.2.8-1: Column set for Insertion of rank information

	CP configuration
	Column Set

	Normal
	{1, 4, 7, 10}

	Extended
	{0, 3, 5, 8}


Table 5.2.2.8-2: Column set for Insertion of HARQ-ACK information

	CP configuration
	Column Set

	Normal
	{2, 3, 8, 9}

	Extended
	{1, 2, 6, 7}
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