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	Reason for change:
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	Format 1B supports rank-1 precoding but the 1-bit PMI confirmation flag is absent
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	Add 1-bit confirmation flag for format 1B in Table 5.3.3.1.3A and the corresponding interpretation
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	Isolated impact analysis:

The correction/clarification in this CR has isolated impact, as it affects

· The UE behavior for PUSCH 1-2 and 2-2 reporting modes 


5.3.3.1.3A
Format 1B

DCI format 1B is used for the compact scheduling of one PDSCH codeword with precoding information. 

The following information is transmitted by means of the DCI format 1B:

- Localized/Distributed VRB assignment flag – 1 bit

- Resource block assignment – 
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 bits provide the resource allocation 
- Modulation and coding scheme – 5bits

- HARQ process number – 3 bits (FDD) , 4 bits (TDD)

- New data indicator – 1 bit

- Redundancy version – 2 bits

- TPC command for PUCCH – 2 bits

- Downlink Assignment Index (this field just applies to TDD operation) – 2 bits

- TPMI information for precoding – number of bits as specified in Table 5.3.3.1.3A-1
TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2] corresponding to the single-layer transmission.

- PMI confirmation for precoding – 1 bit as specified in Table 5.3.3.1.3A-2

Table 5.3.3.1.3A-1: Number of bits for TPMI information

	Number of antenna ports 
at eNode-B
	Number 
of bits

	2
	2

	4
	4


Table 5.3.3.1.3A-2: Content of PMI confirmation

	Bit field mapped to index
	Message

	0
	Precoding according to the indicated TPMI in the TPMI information field

	1
	Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)
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