TSG-RAN Meeting #41                                                                                                                              RP-080669
Kobe, Japan, 09 – 12 September 2008
Title
CRs to 36.212 (Rel-8, F) LTE physical layer updates
Source
TSG RAN WG1

Agenda Item
8
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.212
	26
	-
	Rel-8
	Correction to PUSCH Channel Interleaver
	F
	8.3.0
	R1-082593
	LTE-Phys
	 

	36.212
	28
	-
	Rel-8
	Correction of mapping of ACK/NAK to binary bit values
	F
	8.3.0
	R1-082925
	LTE-Phys
	 

	36.212
	29
	-
	Rel-8
	Correction to bit collection, selection and transmission
	F
	8.3.0
	R1-082692
	LTE-Phys
	 

	36.212
	30
	-
	Rel-8
	Padding one bit to DCI format 1 when format 1 and format 0/1A have the same size
	F
	8.3.0
	R1-082709
	LTE-Phys
	 

	36.212
	31
	-
	Rel-8
	Modification of M_limit
	F
	8.3.0
	R1-082679
	LTE-Phys
	 

	36.212
	32
	-
	Rel-8
	Definition of Formats 2 and 2A
	F
	8.3.0
	R1-082716
	LTE-Phys
	 

	36.212
	33
	2
	Rel-8
	Corrections to DCI formats
	F
	8.3.0
	R1-083331
	LTE-Phys
	 

	36.212
	35
	1
	Rel-8
	Format 1B confirmation flag
	F
	8.3.0
	R1-083444
	LTE-Phys
	 

	36.212
	36
	-
	Rel-8
	Corrections to Rank information scrambling in Uplink Shared Channel
	F
	8.3.0
	R1-082864
	LTE-Phys
	 

	36.212
	37
	2
	Rel-8
	Clarification of TPC commands signaled in DCI formats 3/3A
	F
	8.3.0
	R1-083351
	LTE-Phys
	 

	36.212
	38
	-
	Rel-8
	Clarification on UE transmit antenna selection mask
	F
	8.3.0
	R1-082866
	LTE-Phys
	 

	36.212
	39
	1
	Rel-8
	Linking of control resources in PUSCH to data MCS
	F
	8.3.0
	R1-083343
	LTE-Phys
	 

	36.212
	41
	-
	Rel-8
	Definition of Bit Mapping for DCI signalling
	F
	8.3.0
	R1-083327
	LTE-Phys
	 

	36.212
	42
	1
	Rel-8
	Clarification on resource allocation in DCI format 1/2/2A
	F
	8.3.0
	R1-083418
	LTE-Phys
	 

	36.212
	43
	-
	Rel-8
	DCI Format 1A changes needed for scheduling Broadcast Control
	F
	8.3.0
	R1-083457
	LTE-Phys
	 

	36.212
	44
	-
	Rel-8
	DCI format1C 
	F
	8.3.0
	R1-083342
	LTE-Phys
	 

	36.212
	45
	-
	Rel-8
	Miscellaneous corrections
	F
	8.3.0
	R1-083352
	LTE-Phys
	 

	36.212
	46
	-
	Rel-8
	Correction on downlink multi-user MIMO
	F
	8.3.0
	R1-083419
	LTE-Phys
	 

	36.212
	47
	-
	Rel-8
	Corrections to DL DCI Formats In case of Ambiguous Payload Sizes
	F
	8.3.0
	R1-083421
	LTE-Phys
	 

	36.212
	48
	-
	Rel-8
	CR for RE provisioning for the control information in case of CQI-only transmission on PUSCH
	F
	8.3.0
	R1-083423
	LTE-Phys
	 

	36.212
	91
	2
	Rel-8
	Coding and multiplexing of multiple ACK/NACK in PUSCH
	F
	8.3.0
	R1-083461
	LTE-Phys
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