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<Start of modified section>>

8.3.1.42
Cell Update: Transition from CELL_PCH to CELL_DCH: Success (frequency modification, start of E-DCH transmission)
8.3.1.42.1
Definition

All UEs which support FDD or 1.28 Mcps TDD, HS-PDSCH and E-DPDCH for FDD or E-PUCH for 1.28 Mcps TDD.

8.3.1.42.2 
Conformance requirement

When the UE receives a PAGING TYPE 1 message, it shall perform the actions as specified below.

If the UE is in connected mode, for each occurrence of the IE "Paging record" included in the message the UE shall:
1>
if the IE "Used paging identity" is a UTRAN identity and if this U-RNTI is the same as the U-RNTI allocated to the UE:

2>
if the optional IE "CN originated page to connected mode UE" is included:

3>
indicate reception of paging; and

3>
forward the IE "CN domain identity", the IE "Paging cause" and the IE "Paging record type identifier" to the upper layers.

2>
otherwise:

3>
perform a cell update procedure with cause "paging response" as specified in subclause 8.3.1.2.

2>
ignore any other remaining IE "Paging record" that may be present in the message.

1>
otherwise:

2>
ignore that paging record.

…

A UE shall initiate the cell update procedure in the following cases:

1>
Paging response:

…

1>
Uplink data transmission:

2>
if the UE is in URA_PCH or CELL_PCH state; and

2>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

3>
perform cell update using the cause "uplink data transmission".

…

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

…

When the UE receives a CELL UPDATE CONFIRM/URA UPDATE CONFIRM message; and

-
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI; or

-
if the message is received on DCCH:
the UE shall:

1>act upon all received information elements as specified in subclause 8.6, unless soecified otherwise in the following: 

2>
if the IE "Frequency info" is included in the message:

3>
if the IE "RRC State Indicator" is set to the value "CELL_DCH":

4>
act on the IE "Frequency info" as specified in subclause 8.6.6.1 in TS 25.331.

…
If the IE "New H-RNTI" is included, the UE shall:

1>
if the IE "Downlink HS-PDSCH Information" is also included and the UE would enter CELL_DCH state according to subclause 8.6.3.3 of TS 25.331 applied on the received message:

2>
store the value in the variable H_RNTI.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
use the value of the variable H_RNTI as UE identity in the HS-SCCH reception procedure in the physical layer.

…
1>
for FDD:

2>
if the IE "New Primary E-RNTI" and/or the IE "New Secondary E-RNTI" are/is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

3>
store the new value(s) in the variable E_RNTI;

3>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
for TDD:

2>
if the IE "New E-RNTI" is included and the UE will be in CELL_DCH state after completion of this 
procedure, the UE shall:

3>
store the new value in the variable E_RNTI;

3>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:
1>
for FDD:

2>
use the value of the Primary E-RNTI and/or Secondary E-RNTI stored in the variable E_RNTI as UE identities in the E-AGCH reception procedure in the physical layer.

1>
for TDD:

2>
use the value of New E-RNTI stored in the variable E_RNTI as the UE identity in the E-AGCH reception procedure and the E-RUCCH transmission procedure in the physical layer.
…
If, after completion of the procedure, the UE will be in CELL_DCH state, the UE shall:
1>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD, if the IE "Frequency info" is included; or

1>
for 1.28 Mcps TDD, if the IE "Frequency info" is included and the "Second Frequency info" is not included:

2>
if the frequency is different from the currently used frequency:

3>
store and use the frequency indicated by the IE "Frequency Info";

3>
if the received message is used to perform a Timing-maintained hard handover (see subclause 8.3.5.2), and IE "Timing maintained Synchronization indicator" is included:

4>
not perform any physical layer synchronisation procedure (FDD only);

3>
else:

4>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).
…

If the IE "Downlink HS-PDSCH Information" is included and the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message, the UE shall:

1>
if the IE "HS-SCCH Info" is included:

2>
act as specified in subclause 8.6.6.33 of TS 25.331.

1>
if the IE "Measurement Feedback Info" is included:

2>
act as specified in subclause 8.6.6.34 of TS 25.331.

1>
if the IE "HS-DSCH Timeslot Configuration" or "HS-PDSCH Midamble Configuration" is included:

2>
store the received configuration;

2>
determine the value for the HS_DSCH_RECEPTION variable and take actions as described in subclause 8.5.25.

If the IE "HS-SCCH Info" is included, the UE shall:

1>
store the received configuration.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
in the case of FDD:

2>
receive the HS-SCCH(s) according to the IE "HS-SCCH channelisation code" on the serving HS-DSCH radio link applying the scrambling code as received in the IE "DL Scrambling code".
1>
in the case of TDD:

2>
receive the HS-SCCH(s) according to the IEs "Timeslot Number", "Channelisation Code" and Midamble configuration IEs.

2>
transmit the HS-SICH according to the IEs "Timeslot Number", "Channelisation Code" and Midamble configuration IEs.

2>
for HS-SCCH power control the UE shall use the "BLER target" signalled in the first occurrence of the "HS-SCCH Set Configuration", and the UE shall also use the IE "Power Control GAP" for 1.28 Mcps TDD.

2>
in 3.84 Mcps TDD and 7.68 Mcps TDD:

3>
use the parameters specified in the IE "HS-SICH power control info" for open loop power control as defined in subclause 8.5.7.

2>
in 1.28 Mcps TDD:

3>
use the IE " PRXHS-SICH " to calculate and set an initial uplink transmission power;

3>
use the IE " TPC step size" upon reception of TPC commands for closed loop power control;

3>
perform closed loop power control on HS-SICH within the interval indicated in the IE "Power Control GAP";

3>
use the IE "Pathloss compensation switch" to determine if the pathloss compensation from the beacon channel estimation should be taken into account for closed loop power control on HS-SICH;
3>
use default value of "Uplink synchronisation frequency" and same value of "Uplink synchronisation step size" in "Uplink DPCH info" for HS-SICH upon reception of SS commands for closed loop uplink synchronisation on HS-SICH.
If the IE "Measurement Feedback Info" is included, the UE shall:

1>
store the received configuration.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
use the information for the channel quality indication (CQI) procedure in the physical layer on the serving HS-DSCH radio link.

…
If the IE "E-DCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:
1>
for FDD:

2>
if the IE "E-DPCCH Info" is included:

3>
store the newly received E-DPCCH configuration.

2>
if the IE "E-DPDCH Info" is included:

3>
store the newly received E-DPDCH configuration.
…
1> determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

…
Whenever the variable HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1> perform HS_SCCH reception procedures according to the stored HS-SCCH configuration as stated in:

2> subclause 8.6.6.33 for the IE "HS-SCCH Info".

1> perform HS-DSCH reception procedures according to the stored HS-PDSCH configuration as stated in:

2> subclause 8.6.3.1b for the IE "H-RNTI";

2> subclause 8.6.5.6b for the IE "HARQ info";

2> subclause 8.6.6.34 for the IE "Measurement Feedback Info".

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:
1>For FDD:

2>
perform E_AGCH reception procedures according to the stored E_AGCH configuration as stated in:

3>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".

2>
perform E-HICH reception procedures for all radio links in the E-DCH active set;

2>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;

2>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-DPCCH Info".

2>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:

3>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

3>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH";

3>
subclause 8.6.6.37 for the IE "E-DPDCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions (see subclause 8.6.6.37).

1>For TDD:

2>perform E-AGCH reception procedures according to the stored E_AGCH configureation as stated in:

3>
subclause 8.6.3.14 for the IE "New E-RNTI".

2>
Perform E-HICH reception;

2>
for 3.84/7.68 Mcps TDD, perform E-RUCCH transmission  procedures according to the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

2>
for 1.28 Mcps TDD, perform E-RUCCH transmission procedure according to the stored PRACH configuration (see [60]) and the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

NOTE 1:
The PRACH configuration is signalled directly to the UE in "E-RUCCH Info" IE in case of E-DCH serving cell change.
2>
Perform E-PUCH transmission procedures according to the stored E-PUCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-PUCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the 
IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause 8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the 
IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause 8.6.6.37).

2>
obtain and format the appropriate information on E-UCCH (see [15]). For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, the UE shall use the lowest E-DCH capability category, as specified in [35], to signal the UL control information on E-UCCH.

NOTE 2:
For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, UTRAN should use the lowest E-DCH capability category when performing configuration, scheduling and reading the control information on E-UCCH, as it is not possible for Node B to be aware of the UE's E-DCH capability category during this period.
Reference 

3GPP TS 25.331 clauses 8.2.2.3, 8.2.2.4, 8.3.1, 8.6.3.1,8.6.3.1b,8.6.3.14, 8.6.5.6,8.6.5.16, 8.6.5.17, 8.6.6.1, 8.6.6.32, 8.6.6.33, 8.6.6.34, 8.6.6.37.

8.3.1.42.3 
Test purpose

To confirm that the UE enters the CELL_DCH state after it receives a CELL UPDATE CONFIRM message with a physical channel configuration causing it to start E-DCH transmission and HS-DSCH reception on a different cell and frequency.
To confirm that the UE enters CELL_PCH state on another frequency and stops E-DCH transmission and HS-DSCH reception when it receives a RADIO BEARER RECONFIGURATION message.
8.3.1.42.4 
Method of test

Initial Condition

System Simulator: 2 cells - cell 1 is active and cell 6 is inactive.

UE: PS-DCCH +DTCH_HS-DSCH +DTCH_E-DCH (state 6-18) under condition A13 for FDD or A12 for 1.28 Mcps TDD as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)
-
UE supports FDD or 1.28 Mcps TDD
-
UE supports HS-PDSCH 
-
UE supports E-DPDCH for FDD or E-PUCH for 1.28 Mcps TDD
Test Procedure

Table 8.3.1.42

	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T2
	T0
	T1
	T2

	UTRA RF Channel Number
	
	Mid Range Frequency (f1)
	High Range Frequency (f2)

	CPICH Ec (FDD)
	dBm/3.84MHz
	-60
	-72
	-60
	Off
	-55
	-72

	P-CCPCH RSCP (1.28 Mcps TDD)
	dBm
	-60
	-72
	-60
	Off
	-55
	-72


Table 8.3.1.42 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  
The SS has configured its downlink transmission power setting according to columns "T0" in table 8.3.1.42. UE is in state 6-18 as specified in TS34.108 clause 7.4 in cell 1and has a radio bearer established mapped on E-DCH and HS-DSCH established with active E-DCH transmission and HS-DSCH reception.
The SS switches its downlink transmission power settings to columns "T1". The SS transmits a RADIO BEARER  RECONFIGURATION message, which invokes the UE to transit from CELL_DCH to CELL_PCH in cell 6. The UE transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC, selects cell 6 and enters CELL_PCH state. 
The SS transmits a PAGING TYPE 1 message. The UE then enters the CELL_FACH state to transmit a CELL UPDATE message to the SS on the uplink CCCH with the IE “Cell update cause”set to value “Paging response” in response to the paging.
The SS switches its downlink transmission power settings to columns "T2". The SS transmits CELL UPDATE CONFIRM message, which invokes UE to re-map the SRB's & the PS RAB on E-DCH/HS-DSCH for cell 1. Then the UE establishes HS-DSCH and E-DCH in cell 1, and resumes E-DCH transmission and transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH in cell 1.

NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in CELL_DCH state in cell 1 and the SS configures its downlink transmission power setting according to columns "T1" in table 8.3.1.42.

	2
	(
	RADIO BEARER RECONFIGURATION
	

	3
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	After transmitting this message, the UE enters the CELL_PCH state in cell 6

	4
	SS
	
	SS sends the L2 ack on the RADIO BEARER RECONFIGURATION COMPLETE message and then waits 5 seconds to allow the UE to read system information before the next step.
Note: The SS should continue to keep the dedicated channel configuration during the time when the L2 ack is sent to the UE.

	5
	(
	PAGING TYPE 1
	

	6
	(
	CELL UPDATE
	The UE enters the CELL_FACH state.

	7
	SS
	
	The SS switches its downlink transmission power settings to columns "T2" in table 8.3.1.42.

	8
	(
	CELL UPDATE CONFIRM
	

	9
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	The UE changes to cell 1, enters the CELL_DCH state and starts E-DCH transmission and HS-DSCH reception.


<Text skipped here>
8.3.1.42.5
Test requirement

After step 2, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
After step 5, the UE shall transmit a CELL UPDATE message on the uplink CCCH.

After step 8, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC in cell 1.

<End of Modified setion>
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