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	Feature / Item:
	RANimp-LCRCPC

	Affects:
	UE/MS: Y
	CN: N
	UTRAN: Y
	GERAN: N

	Expected Completion Date:
	2009/03

	Service(s) impacted:
	Both real-time (e.g. VoIP) and non real-time services, e.g. for users which have temporarily no data transmission in either uplink or downlink.

	Specification(s) affected:
	25.308, 25.319, 25.222, 25.331, 25.423 and 25.433

	Task(s) within work which are not complete:
	Stage 3 specifications

	Consequences if not included in Release 8:
	The number of packet data users in CELL_DCH state per cell will be greatly limited for 1.28Mcps TDD. And other improvements in the feature (e.g. reduce UE power consumption) are also excluded in Release 8.


Abstract of document:

The Release 8 WI “Continuous Connectivity for packet data users for 1.28Mcps TDD” was planed to be finished before RAN#42. However, it is 70% finished now. And it could be finished before RAN#43 meeting from the current discussion in working group.
The current finished items include:

· The 1.28Mcps TDD CPC TR25.929 is agreed in R1-084662 as V0.2.0 and sent to RAN#42 for information.

· The stage 2 CRs for TS25.308 and TS25.319 are agreed in R2-087230 and R2-087231.

The left works are stage 3 specifications CRs: 25.222, 25.331, 24.423, and 25.433.
We proposed to delay the WI to RAN#43 meeting and to include the WI into Release 8.

Contentious Issues:

HS-SCCH and E-AGCH structure;
Sounding solution evaluation;
DRX solution.
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