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	Currently in TS36.133, section 4.2.2.1, the criteria for initiating cell selection procedures for the selected PLMN, in case UE does not find any suitable cell among the neighbour cells indicated in the measurement control system information, is FFS.

	
	

	Summary of change:
(

	The same sentence as TS25.133 for initiating cell selection procedures for the selected PLMN is added. 
The time value 12 s for UTRA was derived in R4-010590. It summarizes below:

- The time value for GSM is 10 s

- However, for DRX cycle length 5.12s, UE shall be able to evaluate that an intra-frequency cell has become better than the serving cell within 10.24s (TevaluateFDD, see table 4.1 in TS 25.133). 
- This mismatch would potentially trigger cell-reselection procedures even though the latest ‘normal’ neighbouring cell evaluation has been considered in the UE. 

- Therefore, 12 s was proposed.

For E-UTRA, the longest DRX cycle length is defined as 2.56 s and the corresponding cell reselection requirement is 7.56 s (TevaluateFDD, see table 4.2.2.3-1 and 4.2.2.4-14.1 in TS 36.133). Therefore the time value to trigger cell selection is proposed as 10 s.
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not approved:
	There wil be no requirement for out of service area and it will be unclear when the UE initiate cell selection procedures.
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4.2.2.1
Measurement and evaluation of serving cell
The UE shall measure the RSRP level of the serving cell and evaluate the cell selection criterion S defined in [1] for the serving cell at least every DRX cycle.
The UE shall filter the RSRP measurements of the serving cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by, at least [DRX cycle/2].
If the UE has evaluated in Nserv consecutive DRX cycles that the serving cell does not fulfil the cell selection criterion S, the UE shall initiate the measurements of all neighbour cells indicated by the serving cell, regardless of the measurement rules currently limiting UE measurement activities. 
If the UE has not found any new suitable cell based on searches and measurements of the neighbour cells indicated in the measurement control system information for 10 s, the UE shall initiate cell selection procedures for the selected PLMN as defined in [1].

After this 10 s period a UE in RRC_IDLE state is considered to be "out of service area" and shall perform actions according to [1].
Table 4.2.2.1-1: Nserv

	DRX cycle length [s]
	Nserv [number of DRX cycles]

	0.32
	4

	0.64
	4

	1.28
	2

	2.56
	2
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