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7.1
UE transmit timing
7.1.1
Introduction

The UE shall have capability to follow the frame timing change of the connected eNode B. The uplink frame transmission takes place approximately 
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 seconds before the reception of the first detected path (in time) of the corresponding downlink frame from the reference cell. UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are defined in the following requirements.
7.1.2
Requirements
The UE initial transmission timing error shall be less than or equal to [(12*TS] seconds. This requirement applies when it is the first transmission in a DRX cycle for PUCCH, PUSCH and SRS or it is the PRACH transmission. The reference point for the UE initial transmit timing control requirement shall be the downlink timing minus 
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 seconds. The downlink timing is defined as the time when [the first detected path (in time)] of the corresponding downlink frame is received from the reference cell. NTA is defined as 0 for PRACH and difference between UE transmit timing and the Downlink timing when the last timing advance in section 7.3 was applied for other channels.
When it is not the first transmission in a DRX cycle or there is no DRX cycle, and when it is the transmission for PUCCH, PUSCH and SRS transmission, the UE shall be capable of changing the transmission timing according to the received downlink frame except when the timing advance in section 7.3 is applied. When the transmission timing error between the UE and the reference timing exceeds [( 12*TS] seconds the UE is required to adjust its timing to within [ ( 12*TS] seconds. The reference timing shall be 
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 seconds before the downlink timing. 
All adjustments made to the UE timing shall follow these rules:

1)
The maximum amount of the timing change in one adjustment shall be [2*TS] seconds.
2)
The minimum adjustment rate shall be [7*TS] seconds per second. 

3)
The maximum adjustment rate shall be [2*TS] seconds per [200ms]. 

Taking into account the timing change in one adjustment can be less than [2*Ts] seconds and considering [800*d] ms period, the UE transmit timing shall not change in excess of [(8*d*TS] seconds from the timing at the beginning of this [800*d] ms period, where [0≤d≤1/4].
-------Change of section------
7.3
Timing Advance

7.3.1
Introduction

The timing advance is initiated from E-UTRAN with MAC message that implies and adjustment of the timing advance, see 3GPP TS 36.321 [17] section 5.2.

7.3.2
Requirements
7.3.2.1
Timing Advance adjustment delay 
UE shall adjust the timing of its uplink transmission timing at sub-frame n+6 for a timing advancement command received in sub-frame n.
7.3.2.2
Timing Advance adjustment accuracy 
The UE shall adjust the timing of its transmissions with an relative accuracy better than or equal to [±4* TS seconds] to the signalled timing advance value compared to the timing of preceding uplink transmission. The timing advance command is expressed in multiples of 16* TS and is relative to the current uplink timing.
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