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	The current specification is ambiguous as to which slot format should be applied for F-DPCH after a reconfiguration, when the IE is not present. The convention in the specification is that UE should continue with the previously configured value if the IE is not present, however in order that the behaviour of a UE supporting enhanced F-DPCH is consistent for initial setup and reconfiguration it should be clarified that “not present” always means to apply the rel-6 F-DPCH slot format ( slot format # 0 ) the same as a UE not supporting enhanced F-DPCH would need to do. 

	
	

	Summary of change:
(

	  UE behaviour is clarified in order that when the IE is not present, UE applies slot format #0 ( same slot format which would be applied by a UE not supporting enhanced F-DPCH )

	
	

	Consequences if 
(

not approved:
	UE may use unexpected F-DPCH slot format after a reconfiguration.
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10.3.6.23ob
Downlink F-DPCH info for each RL
NOTE:
For FDD only.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Primary CPICH usage for channel estimation
	MP
	
	Primary CPICH usage for channel estimation 10.3.6.62
	
	REL-6

	F-DPCH frame offset
	MP
	
	Integer (0..38144 by step of 256)
	Offset (in number of chips) between the beginning of the P-CCPCH frame and the beginning of the F-DPCH frame

This is called (F-DPCH,n in [26]
	REL-6

	F-DPCH slot format
	OP
	
	Integer (0..9 by steps of 1)
	Slot format used by F-DPCH in [26]. Absence of this element means that slot format 0 is applied.
	REL-7

	Secondary CPICH info
	OP
	
	Secondary CPICH info 10.3.6.73
	
	REL-6

	Secondary scrambling code
	MD
	
	Secondary scrambling code 10.3.6.74
	Default is the same scrambling code as for the Primary CPICH 
	REL-6

	Code number
	MP
	
	Integer (0..255)
	
	REL-6

	TPC combination index
	MP
	
	TPC combination index 10.3.6.85
	
	REL-6

	STTD indication
	CV-NoHOtoUTRAN
	
	Enumerated

(true)
	This IE shall be set to TRUE when STTD is used. Absence of this element means STTD is not used.
	REL-6


	Condition
	Explanation

	NoHOtoUTRAN
	This IE is not needed in the HANDOVER TO UTRAN COMMAND and it is optional in all the other messages in which the IE "Downlink F-DPCH info for each RL" can be included.
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