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	Reason for change:
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	No E-AICH was introduced in 25.211 for Enhanced Uplink in CELL_FACH state and Idle mode. Instead, the AICH was extended in 25.211 to carry optionally E-AI (extended acquisition indicators). 
However in the current version of the 25.331, reference to the E-AICH is included.

	
	

	Summary of change:
(

	Any reference to a UE behaviour when receiving an E-AICH is replaced by a description of a UE behaviour when receiving an AICH when E-AIs are configured.
An additional editorial change was the change of the font colour of some text in red to black. 
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10.3.6.54a

PRACH preamble control parameters (for Enhanced Uplink)
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Available Signature
	MP
	
	Bit string(16)
	Each bit indicates availability for a signature. 
Each available signature on the AICH is associated with one Common E-DCH Resource Configuration in the “Common E-DCH resource configuration information list”.
	REL-8

	E-AI Indication
	MP
	
	BOOLEAN
	TRUE: E-AIs are in use on the AICH. FALSE: E-AIs are not in use on the AICH.
	REL-8

	Preamble scrambling code number 
	MP
	
	Integer (0 .. 15)
	Identification of scrambling code, see [28]
	REL-8

	Available Sub Channel Number
	MP
	
	Bit string(12)
	Each bit indicates availability for a subchannel, where the subchannels are numbered "subchannel 0" to "subchannel 11". The value 1 of a bit indicates that the corresponding subchannel is available and the value 0 indicates that it is not available.
	REL-8

	PRACH partitioning
	MD
	
	PRACH partitioning 10.3.6.53
	Default value is the value of "PRACH partitioning" in the first occurrence in list “PRACH system information list” in SIB5 or SIB5bis.
	REL-8

	Persistence scaling factors
	OP
	
	Persistence scaling factors 10.3.6.48
	This IE shall not be present if only ASC 0 and ASC 1 are defined. If this IE is absent, default value is the value of "Persistence scaling factors" in the first occurrence in list “PRACH system information list” in SIB5 or SIB5bis, if value exists
	REL-8

	AC-to-ASC mapping
	MD
	
	AC-to-ASC mapping 10.3.6.1
	Default value is the value of "AC-to-ASC mapping" in the first occurrence in list “PRACH system information list” in SIB5 or SIB5bis.
	REL-8

	Primary CPICH TX power
	MD
	
	Primary CPICH TX power 10.3.6.61
	Default value is the value of "Primary CPICH TX power" in the first occurrence in list “PRACH system information list” in SIB5 or SIB5bis.
	REL-8

	Constant value
	MD
	
	Constant value 10.3.6.11
	Default value is the value of "Constant value" in the first occurrence in list “PRACH system information list” in SIB5 or SIB5bis
	REL-8

	PRACH power offset 

	MD
	
	PRACH power offset 10.3.6.54
	Default value is the value of "PRACH power offset" in the first occurrence in list “PRACH system information list” in SIB5 or SIB5bis
	REL-8

	PRACH transmission parameters
	MD
	
	RACH transmission parameters 10.3.6.67
	Default value is the value of "RACH transmission parameters" in the first occurrence in list “PRACH system information list” in SIB5 or SIB5bis.
	REL-8

	AICH info
	MD
	
	AICH info 10.3.6.2
	Default value is the value of "AICH info" in the first occurrence in list “PRACH system information list” in SIB5 or SIB5bis.
	REL-8

	Power offset Pp-e
	MP
	
	Integer(-5..10)
	In dB. Power offset between the last transmitted preamble and the initial DPCCH transmission as defined in [26]
	REL-8


< next changed section: ASN.1>
PRACH-PreambleForEnhancedUplink ::=

SEQUENCE {

availableSignatures





AvailableSignatures,


e-ai-Indication






Boolean,


preambleScramblingCodeWordNumber

PreambleScramblingCodeWordNumber,


availableSubChannelNumbers



AvailableSubChannelNumbers,


prach-Partitioning





PRACH-Partitioning-r7



OPTIONAL,


persistenceScalingFactorList


PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable




AC-To-ASC-MappingTable



OPTIONAL,


primaryCPICH-TX-Power




PrimaryCPICH-TX-Power



OPTIONAL,


constantValue






ConstantValue





OPTIONAL,


prach-PowerOffset





PRACH-PowerOffset




OPTIONAL,


rach-TransmissionParameters



RACH-TransmissionParameters


OPTIONAL,


aich-Info







AICH-Info






OPTIONAL,


powerOffsetPp-e






INTEGER (-5..10)

}
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