3GPP TSG RAN Meeting #43
RP-090082
Biarritz, France, 3-6th March 2009

Title:
Agreed RAN3 CRs UTRAN Architecture for 3G HNB batch 3
Source:
RAN3

	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	R3-090597
	25.467
	0021
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Reference to BBF TR-069 missing

	R3-090598
	25.467
	0018
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	CN Assistant Access control

	R3-090599
	25.467
	0019
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Add description for handling in case of emergency calls

	R3-090600
	25.468
	0007
	2
	F
	8.0.1
	Rel-8
	HNB-arch
	Adding the definitaion of Iuh Signalling Connection

	R3-090601
	25.469
	0019
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	CSG-ID optional in HNB register request

	R3-090604
	25.469
	0009
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Abnormal condition handling associated with HNB registration

	R3-090605
	25.467
	0006
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Clarification on the Maximum number of cell supported by 3G HNB

	R3-090609
	25.469
	0016
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Clarification on the HNB Identity

	R3-090610
	25.469
	0012
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Clarification on access control and inclusion of IMSI for UE registration.

	R3-090643
	25.469
	0020
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Backoff timer for HNB registration


