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5.3.10.6
Physical channel reconfiguration

The UE shall:

1>
if the received radioResourceConfiguration includes the physicalConfigDedicated:

2>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

2>
if the antennaInformation is included and set to ‘explicitValue’:

3>
reconfigure the antenna configuration in accordance with the received AntennaInformationDedicated;

2>
else if the antennaInformation is included and set to ‘defaultValue’:

3> reconfigure the antenna configuration in accordance with the default configuration for AntennaInformationDedicated as specified in 9.2.4;

2>
if physicalConfigDedicated includes cqi-Reporting and cqi-Reporting includes cqi-ReportingPeriodic and the configuration is set to ‘disable’:

3>
deactivate any uplink resources used for periodic CQI reporting, if active;

3>
release the cqi-ReportingPeriodic configuration;

2>
if physicalConfigDedicated includes the soundingRsUl-ConfigDedicated and the configuration is set to ‘disable’:
3>
deactivate any uplink resources used for sounding if active;
3>
release the soundingRsUl-ConfigDedicated configuration.

2>
if physicalConfigDedicated includes the schedulingRequestConfig and the configuration is set to ‘disable’:
3> deactivate any uplink resources used for scheduling request, if active;
3> release the schedulingRequestConfig configuration.
5.3.13
UE actions upon PUCCH/ SRS Release notification

Upon notificication of PUCCH/ SRS Release from lower layers, the UE shall:

1>
deactivate any uplink resources used for periodic CQI Reporting, if active;

1>
release the CQI-Reporting configuration;

1>
deactivate any uplink resources used for sounding if active;

1>
release the soundingRsUl-ConfigDedicated configuration;

1> deactivate any uplink resources used for scheduling request, if active;

1> release the schedulingRequestConfig configuration;
1>
release the pucch-ConfigDedicated configuration.
6.3.2
Radio resource control information elements

–
AntennaInformation

The IE AntennaInformation is used to specify the antenna configuration to be applied by the UE.

AntennaInformation information elements
-- ASN1START

AntennaInformationCommon ::=

SEQUENCE {


antennaPortsCount




ENUMERATED {an1, an2, an4, spare1}

}

AntennaInformationDedicated ::=
SEQUENCE {


transmissionMode




ENUMERATED {












tm1, tm2, tm3, tm4, tm5, tm6,












tm7, spare1}, 

codebookSubsetRestriction


CHOICE {



n2TxAntenna-tm3





BIT STRING (SIZE (2)),



n4TxAntenna-tm3





BIT STRING (SIZE (4)),


n2TxAntenna-tm4





BIT STRING (SIZE (6)),



n4TxAntenna-tm4





BIT STRING (SIZE (64)),


n2TxAntenna-tm5





BIT STRING (SIZE (4)),



n4TxAntenna-tm5





BIT STRING (SIZE (16)),



n2TxAntenna-tm6





BIT STRING (SIZE (4)),



n4TxAntenna-tm6





BIT STRING (SIZE (16)),


...


}

OPTIONAL, 














-- Cond TM


ue-TransmitAntennaSelection


CHOICE{



disable






NULL,



enable






ENUMERATED {closedLoop, openLoop}

}

}

-- ASN1STOP

	AntennaInformation field descriptions

	antennaPortsCount

Parameter represents the number of cell specific antenna ports where an1 corresponds to 1, an2 to 2 antenna ports etc. see TS 36.211, 6.2.1. A UE in IDLE mode acquires the information about the number of transmit antenna ports according to TS 36.212, 5.3.1.1.

	transmissionMode

Points to one of Transmission modes defined in TS 36.213, 7.1 where tm1 refers to transmission mode 1, tm2 to transmission mode 2 etc.

	codebookSubsetRestriction

Parameter: codebookSubsetRestriction, see TS 36.213 [23, 7.2] and TS 36.211 [21, 6.3.4.2.3]

	ue-TransmitAntennaSelection

disable indicates that UE transmit antenna selection is disabled. If enable then the field indicates whether UE transmit antenna selection control is closed-loop or open-loop as described in TS 36.213 [23, 8.7].


	Conditional presence
	Explanation

	TM
	The field is mandatory present if the transmissionMode is set to tm3, tm4, tm5 or tm6. Otherwise the IE is not applicable.


–
CQI-Reporting
The IE CQI-Reporting is used to specify the CQI reporting configuration.

CQI-Reporting information elements
-- ASN1START

CQI-Reporting ::=



SEQUENCE {


cqi-ReportingModeAperiodic


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1},


nomPDSCH-RS-EPRE-Offset



INTEGER (-1..6),


cqi-ReportingPeriodic



CQI-ReportingPeriodic
OPTIONAL 



-- Need ON

}

CQI-ReportingPeriodic ::=

CHOICE {


disable






NULL,


enable






SEQUENCE {



cqi-PUCCH-ResourceIndex



INTEGER (0..767),



cqi-pmi-ConfigIndex




INTEGER (0..511),



cqi-FormatIndicatorPeriodic


CHOICE {



widebandCQI






NULL, 




subbandCQI






SEQUENCE {




k








INTEGER (1..4)




}


},



ri-ConfigIndex





INTEGER (0..1023),



simultaneousAckNackAndCQI


BOOLEAN


}

}

-- ASN1STOP

	CQI-Reporting field descriptions

	cqi-PUCCH-ResourceIndex

Parameter 
[image: image1.wmf](2)

PUCCH

n

, see TS 36.213  [23, 7.2].

	cqi-pmi-ConfigIndex

Parameter: CQI/PMI Periodicity and Offset Configuration Index ICQI/PMI, see TS 36.213 [23, 7.2.2-1A].

	ri-ConfigIndex

Parameter: RI Config Index IRI, see TS 36.213 [23, 7.2.2-1B].

	K

Parameter: K, see TS 36.213 [23, 7.2.2].

	cqi-FormatIndicatorPeriodic

Parameter: PUCCH CQI Feedback Type, see TS 36.213 [23, table 7.2.2-1]. Depending on transmissionMode, reporting mode is implicitly given from the table.

	simultaneousAckNackAndCQI

Parameter: Simultaneous-AN-and-CQI. see TS 36.213 [23, 10.1] TRUE indicates that simultaneous transmission of ACK/NACK and CQI is allowed.

	cqi-ReportingModeAperiodic 

Parameter: reporting mode. Value rm12 corresponds to Mode 1-2, rm20 corresponds to Mode 2-0, rm22 corresponds to Mode 2-2 etc. PUSCH reporting modes are described in TS 36.213 [23, 7.2.1].

	nomPDSCH-RS-EPRE-Offset

Parameter: 
[image: image2.wmf]offset

D

 see TS 36.213 [23, 7.2.3]. Actual value = IE value * 2 [dB].


–
LogicalChannelConfig
The IE LogicalChannelConfig is used to configure the logical channel parameters.

LogicalChannelConfig information element
-- ASN1START

LogicalChannelConfig ::=


SEQUENCE {


ul-SpecificParameters



SEQUENCE {



priority






INTEGER (1..16),



prioritizedBitRate




ENUMERATED {













kBps0, kBps8, kBps16, kBps32, kBps64, kBps128, 













kBps256, infinity, spare8, spare7, spare6,












spare5, spare4, spare3, spare2, spare1}, 


bucketSizeDuration




ENUMERATED {













ms50, ms100, ms150, ms300, ms500, ms1000, spare2,













spare1},



logicalChannelGroup




INTEGER (0..3)


OPTIONAL,


-- need OD


...


}

OPTIONAL
















-- Cond UL

}

-- ASN1STOP

	LogicalChannelConfig field descriptions

	priority

Logical channel priority in [36.321]. Value is an integer.

	prioritizedBitRate

Parameter: Prioritized Bit Rate [36.321]. Value in kilobytes/second. Value kBps0 corresponds to 0 kB/second, kBps8 corresponds to 8 kB/second, kBps16 corresponds to 16 kB/second and so on.

	bucketSizeDuration

Parameter: Bucket Size Duration [36.321]. Value in milliseconds. Value ms50 corresponds to 50 ms, ms100 corresponds to 100 ms and so on.

	logicalChannelGroup

Mapping of logical channel to logical channel group [36.321].


	Conditional presence
	Explanation

	UL
	The field is mandatory present for UL logical channels; otherwise it is not applicable.


–
MAC-MainConfiguration
The IE MAC-MainConfiguration is used to specify the MAC main configuration for signalling and data radio bearers.

MAC-MainConfiguration information element
-- ASN1START

MAC-MainConfiguration ::=
SEQUENCE {


dl-SCH-Configuration



SEQUENCE {


}

OPTIONAL, 














-- Need ON


ul-SCH-Configuration



SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8, 













n10, n12, n16, n20, n24, n28, 












spare2, spare1}

OPTIONAL,
  -- Cond ConnSU



periodicBSR-Timer




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,












sf128, sf160, sf320, sf640, sf1280, sf2560,













infinity, spare1} OPTIONAL,
-- need ON



retxBSR-Timer





ENUMERATED {













sf320, sf640, sf1280, sf2560, sf5120,













sf10240, spare2, spare1},



ttiBundling






BOOLEAN


}

OPTIONAL, 














-- Need ON


drx-Configuration




CHOICE {



disable







NULL,



enable







SEQUENCE {




onDurationTimer





ENUMERATED {














psf1, psf2, psf3, psf4, psf5, psf6, 














psf8, psf10, psf20, psf30, psf40, 














psf50, psf60, psf80, psf100, 














psf200},




drx-InactivityTimer




ENUMERATED {














psf1, psf2, psf3, psf4, psf5, psf6, 














psf8, psf10, psf20, psf30, psf40, 














psf50, psf60, psf80, psf100, 














psf200, psf300, psf500, psf750,














psf1280, psf1920, psf2560, spare10,














spare9, spare8, spare7, spare6,














spare5, spare4, spare3, spare2,














spare1},




drx-RetransmissionTimer



ENUMERATED {














sf1, sf2, sf4, sf6, sf8, sf16,














sf24, sf33},




longDRX-CycleStartOffset

CHOICE {





sf10






INTEGER(0..9),





sf20






INTEGER(0..19),





sf32






INTEGER(0..31),





sf40






INTEGER(0..39),





sf64






INTEGER(0..63),





sf80






INTEGER(0..79),





sf128






INTEGER(0..127),





sf160






INTEGER(0..159),





sf256






INTEGER(0..255),





sf320






INTEGER(0..319),





sf512






INTEGER(0..511),





sf640






INTEGER(0..639),





sf1024






INTEGER(0..1023),





sf1280






INTEGER(0..1279),





sf2048






INTEGER(0..2047),





sf2560






INTEGER(0..2559)




},




shortDRX






CHOICE {





disable







NULL,





enable







SEQUENCE {






shortDRX-Cycle





ENUMERATED
{
















sf2, sf5, sf8, sf10, sf16, sf20,
















sf32, sf40, sf64, sf80, sf128, sf160,
















sf256, sf320, sf512, sf640},






drxShortCycleTimer




INTEGER (1..16)





}




}

OPTIONAL












-- need ON



}


}

OPTIONAL,














-- need ON


timeAlignmentTimerDedicated


TimeAlignmentTimer,


phr-Configuration




CHOICE {



disable







NULL,



enable







SEQUENCE {




periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200, 
















sf500, sf1000, infinity},




prohibitPHR-Timer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,

















sf200, sf500, sf1000},




dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}



}


}

OPTIONAL,  -- need ON


...

}

-- ASN1STOP

	MAC-MainConfiguration field descriptions

	maxHARQ-Tx

Parameter: max-HARQ-Tx [36.321].

If absent in the RRCConnectionSetup message, the default value as defined in 9.2.2 applies.

	periodicBSR-Timer

Parameter: PERIODIC_BSR_TIMER [36.321]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	retxBSR-Timer

Parameter: RETX_BSR_TIMER, see TS 36.321 [6]. Value in number of sub-frames. Value sf640 corresponds to 640 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	ttiBundling

Configures TTI bundling on and off. Can be configured for FDD and for TDD only for configurations 0, 1 and 6.

	longDRX-CycleStartOffset

Parameters: Long DRX Cycle and DRX Start Offset [36.321]. Long DRX Cycle value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 subframes and so on. If shortDRX-Cycle is configured, the value shall be a multiple of the shortDRX-Cycle value. DRX Start Offset value in integer. In TDD, this can point to a DL or UL sub-frame.

	onDurationTimer

Parameter: On Duration Timer [36.321]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH subframe, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-InactivityTimer

Parameter: DRX Inactivity Timer [36.321]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH subframe, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-RetransmissionTimer

Parameter: DRX Retransmission Timer [36.321]. Value in number of PDCCH sub-frames.

	shortDRX-Cycle

Short DRX cycle in [36.321]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 subframes and so on.

	drxShortCycleTimer

Parameter: DRX Short Cycle Timer [36.321]. Value in multiples of shortDRX-Cycle. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	periodicPHR-Timer

Parameter: PERIODIC_PHR_TIMER [36.321]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	prohibitPHR-Timer

Parameter: PROHIBIT PHR TIMER [36.321]. Value in number of sub-frames. Value sf0 corresponds to 0 subframes, sf100 corresponds to 100 subframes and so on.

	dl-PathLossChange

Parameter: DL PathlossChange [36.321]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on.


	Conditional presence
	Explanation

	ConnSU
	The field is mandatory default if the field is included in RRCConnectionSetup; otherwise it is optionally present, continue.


–
PDCP-Configuration
The IE PDCP-Configuration is used to set the configurable PDCP parameters for data radio bearers.

PDCP-Configuration information element
-- ASN1START

PDCP-Configuration ::=



SEQUENCE {


discardTimer





ENUMERATED {












ms50, ms100, ms150, ms300, ms500,












ms750, ms1500, infinity


}














OPTIONAL,  -- Cond Setup, range FFS

rlc-AM







SEQUENCE {



statusReportRequired



BOOLEAN


}














OPTIONAL,


-- Cond Rlc-AM


rlc-UM







SEQUENCE {



pdcp-SN-Size





ENUMERATED {len7bits, len12bits}


}














OPTIONAL,


-- Cond Rlc-UM


headerCompression




CHOICE {



notUsed







NULL,



rohc







SEQUENCE {




maxCID







INTEGER (1..16383)



DEFAULT 15,




profiles






SEQUENCE {





profile0x0001





BOOLEAN,





profile0x0002





BOOLEAN,





profile0x0003





BOOLEAN,





profile0x0004





BOOLEAN,





profile0x0006





BOOLEAN,





profile0x0101





BOOLEAN,





profile0x0102





BOOLEAN,





profile0x0103





BOOLEAN,





profile0x0104





BOOLEAN




},




...



}


},


...

}

-- ASN1STOP

	PDCP-Configuration field descriptions

	pdcp-SN-Size

Indicates the length of the PDCP Sequence Number as specified in [8].

	maxCID

Highest context ID number to be used in the uplink by the UE compressor.

	profiles

Profiles used by both compressor and decompressor in both UE and E-UTRAN. List of indices to ROHC profiles specified in [8]. Profile 0x0000 shall always be supported when the use of ROHC is configured. If two ROHC profile identifiers with the same 8 LSB’s are signalled, only the profile corresponding to the highest value should be applied


	Conditional presence
	Explanation

	Setup
	The field is mandatory present in case of radio bearer setup. Otherwise the field is not applicable.

	Rlc-AM
	The field is mandatory present upon setup of a PDCP entity for a radio bearer configured with RLC AM. The field is optional in case of reconfiguration of a PDCP entity at handover for a radio bearer configured with RLC AM, continue. Otherwise the field is not applicable.

	Rlc-UM
	The field is mandatory present upon setup of a PDCP entity for a radio bearer configured with RLC UM, continue. Otherwise the field is not applicable.


–
PDSCH-Configuration

The IE PDSCH-Configuration is used to specify the PDSCH configuration 

PDSCH-Configuration  information element
-- ASN1START

PDSCH-ConfigCommon::=

SEQUENCE {


referenceSignalPower



INTEGER (-60..50),


p-b








ENUMERATED {pb0, pb1, pb2, pb3}

}

PDSCH-ConfigDedicated::=

SEQUENCE {


p-a








ENUMERATED {












dB-6, dB-4dot77, dB-3, dB-1dot77, 












dB0, dB1, dB2, dB3 }

}

-- ASN1STOP

	PDSCH-Configuration  field descriptions

	referenceSignalPower

Parameter: Downlink Reference-signal power EPRE see TS 36.213 [23, 5.2]. The actual value in dBm.

	p-a

Parameter: 
[image: image3.wmf]A
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 see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4dot77 dB etc.

	p-b

Parameter: 
[image: image4.wmf]B

P

see TS 36.213 [23, Table 5.2-1]. Value pb0 corresponds to 0, pb1 to 1 etc where the actual value depends of the number of antennas used.


–
PHICH-Configuration
The IE PHICH-Configuration is used to specify the PHICH configuration.

PHICH-Configuration information element
-- ASN1START

PHICH-Configuration ::=



SEQUENCE {


phich-Duration





ENUMERATED {normal, extended},


phich-Resource





ENUMERATED {oneSixth, half, one, two}

}

-- ASN1STOP

	PHICH-Configuration field descriptions

	phich-Duration

Parameter: PHICH-Duration, see TS 36.211, 6.9.3. Table 6.9.3-1 provides duration for MBSFN and non-MBSFN subframes.

	phich-Resource

Parameter: Ng, see TS 36.211, 6.9. OneSixth, half, one, two correspond to 
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–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element
-- ASN1START

PhysicalConfigDedicated ::=


SEQUENCE {


pdsch-ConfigDedicated




PDSCH-ConfigDedicated


OPTIONAL,

-- need ON


pucch-ConfigDedicated




PUCCH-ConfigDedicated


OPTIONAL,

-- need ON


pusch-ConfigDedicated




PUSCH-ConfigDedicated


OPTIONAL,

-- need ON


uplinkPowerControlDedicated




UplinkPowerControlDedicated

OPTIONAL,

-- need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Configuration 

OPTIONAL,

-- need ON

tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Configuration 

OPTIONAL,

-- need ON


cqi-Reporting





CQI-Reporting




OPTIONAL,

-- need ON


soundingRsUl-ConfigDedicated




SoundingRsUl-ConfigDedicated
OPTIONAL,

-- need ON


antennaInformation




CHOICE {



explicitValue





AntennaInformationDedicated,



defaultValue





NULL


}

OPTIONAL,
















-- need ON


schedulingRequestConfig



SchedulingRequest-Configuration OPTIONAL, 

-- need ON

...

}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	antennaInformation

The default antenna configuration is described in section 9.2.4

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22]. 

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22]. 


–
PRACH-Configuration
The IE PRACH-ConfigurationSIB and IE PRACH-Configuration are used to specify the PRACH configuration in the system information and in the mobility control information, respectively.

PRACH-Configuration information elements
-- ASN1START

PRACH-ConfigurationSIB ::=


SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo

}

PRACH-Configuration ::=



SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo




OPTIONAL
-- Need ON

}

PRACH-ConfigInfo ::=



SEQUENCE {


prach-ConfigurationIndex


INTEGER (0..63),


highSpeedFlag





BOOLEAN,


zeroCorrelationZoneConfig


INTEGER (0..15),


prach-FrequencyOffset



INTEGER (0..104)

}

-- ASN1STOP

	PRACH-Configuration field descriptions

	rootSequenceIndex

Parameter: Root-sequence-index, see TS 36.211 [21, table 5.7.2-4 and 5.7.2-5]

	prach-ConfigurationIndex

Parameter: PRACH configuration index. For FDD, see TS 36.211 [21, 5.7.1: table 5.7.1-1 and 5.7.1-2] (providing mapping of Preamble format and PRACH configuration to PRACH Configuration Index). For TDD, see TS 36.211 [21, table 5.7.1-3] 

	highSpeedFlag

Parameter: High-speed-flag, see TS 36.211, [21, 5.7.2].TRUE corresponds to Restricted set and FALSE to Unrestricted set

	zeroCorrelationZoneConfig

Parameter: NCS configuration, see TS 36.211, [21, 5.7.2: table 5.7.2-2 for preamble format 0..3 and table 5.7.2-3 for preamble format 4] 

	prach-FrequencyOffset
Parameter: prach-FrequencyOffset, see TS 36.211, [21, 5.7.1]


–
PUCCH-Configuration
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Configuration information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3, spare1},


nRB-CQI







INTEGER (0..63),

nCS-AN







INTEGER (0..7),

n1PUCCH-AN






INTEGER (0..2047)
}

PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



disable







NULL,



enable







SEQUENCE {




repetitionFactor




ENUMERATED { n2, n4, n6, spare1}



}


},


tddAckNackFeedbackMode



ENUMERATED {bundling, multiplexing}

}

-- ASN1STOP

	PUCCH-Configuration field descriptions

	deltaPUCCH-Shift

Parameter: 
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, see 36.211, 5.4.1, where ds1 corresponds to value 1 ds2 to 2 etc.

	nRB-CQI

Parameter: 
[image: image7.wmf](2)
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, see TS 36.211 [21, 5.4]

	nCS-An

Parameter: 
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see TS 36.211 [21, 5.4], where ncs0 corresponds to value 0; ncs1 corresponds to value 1 etc.

	n1Pucch-AN

Parameter: 
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see TS 36.213 [23, 10.1]

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is enable or disabled see TS 36.213 [23, 10.1]

	repetitionFactor

Parameter 
[image: image10.wmf]ANRep

N

 see TS 36.213 [23, 10.1] where n2 corresponds to repetition factor 2, n4 to 4.

	tddAckNackFeedbackMode

Parameter indicates one of the two TDD ACK/NACK feedback modes used, see TS 36.213 [23, 7.3]. Bundling corresponds to use of ACK/NACK bundling whereas, multiplexing corresponds to ACK/NACK multiplexing.

The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH.

This field is only applicable for TDD.


–
PUSCH-Configuration
The IE PUSCH-Configuration is used to specify the PUSCH configuration

PUSCH-Configuration information element
-- ASN1START

PUSCH-ConfigCommon ::=



SEQUENCE {


pusch-ConfigBasic




SEQUENCE {



n-SB







ENUMERATED {nsb1, nsb2, nsb3, nsb4},



hoppingMode






ENUMERATED {interSubFrame, intraAndInterSubFrame},



pusch-HoppingOffset




INTEGER (0..63),



enable64Qam






BOOLEAN


},


ul-ReferenceSignalsPUSCH


UL-ReferenceSignalsPUSCH

}

PUSCH-ConfigDedicated ::=


SEQUENCE {


deltaOffset-ACK-Index




INTEGER (0..15),


deltaOffset-RI-Index




INTEGER (0..15),


deltaOffset-CQI-Index




INTEGER (0..15)

}

-- ASN1STOP

	PUSCH-Configuration field descriptions

	n-SB

Parameter: Nsb see TS 36.211 [21, 5.3.4] where nsb1 corresponds to value 1 nsb2 corresponds to value 2 etc.

	hoppingMode

Parameter: Hopping-mode, see TS 36.211 [21, 5.3.4].

	pusch-hoppingOffset

Parameter: 
[image: image11.wmf]HO
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 see TS 36.211 [21, 5.3.4]

	enable64Qam

See TS 36.213 [23, 8.6.1] TRUE indicates that 64 QAM is enabled while FALSE indicates that no 64 QAM is allowed.

	deltaOffset-ACK-Index

Parameter: 
[image: image12.wmf]ACK
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 see TS 36.213 [23, Table 8.6.3-1]

	deltaOffset-RI-Index

Parameter: 
[image: image13.wmf]RI
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 see TS 36.213 [23, Table 8.6.3-1]

	deltaOffset-CQI-Index

Parameter: 
[image: image14.wmf]CQI
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 see TS 36.213 [23, Table 8.6.3-1]


–
RACH-ConfigDedicated

The IE RACH-ConfigDedicated is used to specify the dedicated random access parameters.

RACH-ConfigDedicated information element
-- ASN1START

RACH-ConfigDedicated ::=

SEQUENCE {


ra-PreambleIndex




INTEGER (1..64),


ra-PRACH-MaskIndex




INTEGER (0..15)

}

-- ASN1STOP

	RACH-ConfigDedicated field descriptions

	ra-PreambleIndex

Explicitly signalled Random Access Preamble in TS 36.321 [6].

	ra-PRACH-MaskIndex

Explicitly signalled PRACH Mask Index in TS 36.321 [6].


–
RACH-ConfigCommon
The IE RACH-ConfigCommon is used to specify the generic random access parameters.

RACH-ConfigCommon information element
-- ASN1START

RACH-ConfigCommon ::=

SEQUENCE {


preambleInformation




SEQUENCE {



numberOfRA-Preambles



ENUMERATED {













n4, n8, n12, n16 ,n20, n24, n28,













n32, n36, n40, n44, n48, n52, n56,













n60, n64},



preamblesGroupAConfig



SEQUENCE {




sizeOfRA-PreamblesGroupA


ENUMERATED {














n4, n8, n12, n16 ,n20, n24, n28,














n32, n36, n40, n44, n48, n52, n56,














n60, spare1},




messageSizeGroupA




ENUMERATED {b56, b144, b208, spare1},




messagePowerOffsetGroupB


ENUMERATED {minusinfinity, spare1},




...



}


OPTIONAL












-- Need OP


},


powerRampingParameters



SEQUENCE {



powerRampingStep




ENUMERATED {dB0, dB2,dB4, dB6},



preambleInitialReceivedTargetPower
ENUMERATED {













dBm-120, dBm-118, dBm-116, dBm-114, dBm-112, 













dBm-110, dBm-108, dBm-106, dBm-104, dBm-102, 













dBm-100, dBm-98, dBm-96, dBm-94, 













dBm-92, dBm-90}


},


ra-SupervisionInformation


SEQUENCE {



preambleTransMax




ENUMERATED {













n3, n4, n5, n6, n7,
n8, n10, n20, n50,












n100, n200, spare5, spare4, spare3, 













spare2, spare1},



ra-ResponseWindowSize



ENUMERATED {













sf2, sf3, sf4, sf5, sf6, sf7, 













sf8, sf10},



mac-ContentionResolutionTimer

ENUMERATED {













sf8, sf16, sf24, sf32, sf40, sf48,













sf56, sf64}

},


maxHARQ-Msg3Tx





INTEGER (1..8),


...

}

-- ASN1STOP

	RACH-ConfigCommon field descriptions

	numberOfRA-Preambles

Number of non-dedicated random access preambles [36.321]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.

	preamblesGroupAConfig

Provides the configuration for preamble grouping [36.321]. If the field is not signalled, the size of the random access preambles group A [36.321] is equal to numberOfRA-Preambles.

	sizeOfRA-PreamblesGroupA

Size of the random access preambles group A [36.321]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.

	messageSizeGroupA

Parameter: MESSAGE_SIZE_GROUP_A [36.321]. Value in bits. Value b56 corresponds to 56 bits, b144 corresponds to 144 bits and so on.

	messagePowerOffsetGroupB

Parameter: MESSAGE_POWER_OFFSET_GROUP_B [36.321]. Value minusinfinity corresponds to –infinity. Other values and step size are [FFS].

	powerRampingStep

Parameter: POWER_RAMP_STEP [36.321]. Value in dB. Value dB0 corresponds to 0 dB, dB2 corresponds to 2 dB and so on.

	preambleInitialReceivedTargetPower

Parameter: PREAMBLE_INITIAL_RECEIVED_TARGET_POWER [36.321]. Value in dBm. Value dBm-120 corresponds to -120 dBm, dBm-118 corresponds to -118 dBM and so on.

	preambleTransMax

Parameter: PREAMBLE_TRANS_MAX [36.321]. Value is an integer. Value n3 corresponds to 3, n4 corresponds to 4 and so on.

	ra-ResponseWindowSize

Duration of the RA response window [RA_WINDOW_BEGIN — RA_WINDOW_END] [36.321]. Value in subframes. Value sf2 corresponds to 2 subframes, sf3 corresponds to 3 subframes and so on.

	mac-ContentionResolutionTimer

Parameter: Contention Resolution Timer [36.321]. Value in subframes. Value sf8 corresponds to 8 subframes, sf16 corresponds to 16 subframes and so on.

	maxHARQ-Msg3Tx

Parameter: max-HARQ-Msg3-Tx [36.321], used for contention based random access. Value is an integer.


–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-Configuration




RACH-ConfigCommon,


bcch-Configuration 




BCCH-Configuration,


pcch-Configuration 




PCCH-Configuration,


prach-Configuration




PRACH-ConfigurationSIB,


pdsch-Configuration




PDSCH-ConfigCommon,


pusch-Configuration




PUSCH-ConfigCommon,


pucch-Configuration




PUCCH-ConfigCommon,


soundingRsUl-Config




SoundingRsUl-ConfigCommon


OPTIONAL,
-- Need OD,


uplinkPowerControl




UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-Configuration




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Configuration




PRACH-Configuration,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Configuration




PHICH-Configuration




OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRsUl-ConfigCommon




SoundingRsUl-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon




UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInformationCommon


AntennaInformationCommon


OPTIONAL,
-- Need ON


tdd-Configuration




TDD-Configuration




OPTIONAL,
-- need ON


ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...

}

BCCH-Configuration ::=



SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, spare}

}

PCCH-Configuration ::=



SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEightT,












onSixteenthT, oneThirtySecondT}

}

UL-CyclicPrefixLength ::=


ENUMERATED {len1, len2}
-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	


	BCCH-Configuration

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4 and n8 corresponds to value 8.


	PCCH-Configuration

	defaultPagingCycle

Default paging cycle, referred to as ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	nB

Parameter: nB is used to derive the number of paging groups according to TS 36.304 [4]


	UL-CyclicPrefixLength

	UL-CyclicPrefixLength
Parameter: Uplink cyclic prefix length see 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL, 

-- need ON


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL, 

-- need ON


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfiguration,




defaultValue




NULL


}

OPTIONAL,















-- Need ON

sps-Configuration




SPS-Configuration 


OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


...

}

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicitValue





RLC-Configuration,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup

logicalChannelConfig



CHOICE {


explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

-- Cond DRB-Setup


rlc-Configuration




RLC-Configuration

OPTIONAL,

-- Cond Setup

logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup

logicalChannelConfig



LogicalChannelConfig

OPTIONAL,
-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (1..32)

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. E-UTRAN does not reconfigure the RLC mode of DRBs.

	pdcp-Configuration

E-UTRAN can reconfigure PDCP header compression for DRBs only when the PDCP re-establishment procedure is performed.

	mac-MainConfig

The default MAC main configuration is specified in 9.2.2. 

	sps-Configuration

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig [in SRB-ToAddModifyList]

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the values defined in the default logical channel configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up (including bearer setup at handover to E-UTRA); otherwise it is not applicable.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, continue.

	Misc
	The field is mandatory present upon connection establishment, handover within E-UTRA, handover to E-UTRA and connection re-establishment; otherwise the field is optionally present, continue.


–
RLC-Configuration
The IE RLC-Configuration is used to specify the RLC configuration of SRBs and DRBs.
RLC-Configuration information element
-- ASN1START

RLC-Configuration ::=



CHOICE {


am








SEQUENCE {



ul-AM-RLC






UL-AM-RLC,



dl-AM-RLC






DL-AM-RLC


},


um-Bi-Directional




SEQUENCE {



ul-UM-RLC






UL-UM-RLC,



dl-UM-RLC






DL-UM-RLC


},


um-Uni-Directional-UL



SEQUENCE {



ul-UM-RLC






UL-UM-RLC


},


um-Uni-Directional-DL



SEQUENCE {



dl-UM-RLC






DL-UM-RLC


},


...

}

UL-AM-RLC ::=





SEQUENCE {


t-PollRetransmit




T-PollRetransmit,


pollPDU







PollPDU,


pollByte






PollByte,


maxRetxThreshold




ENUMERATED {












t1, t2, t3, t4, t6, t8, t16, t32}

}

DL-AM-RLC ::=





SEQUENCE {


t-Reordering





T-Reordering,


t-StatusProhibit




T-StatusProhibit

}

UL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength

}

DL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength,


t-Reordering





T-Reordering

}

SN-FieldLength ::=




ENUMERATED {size5, size10}

T-PollRetransmit ::=



ENUMERATED {











ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare9, spare8,











spare7, spare6, spare5, spare4, spare3,











spare2, spare1}

PollPDU ::=






ENUMERATED {











p4, p8, p16, p32, p64, p128, p256, pInfinity}

PollByte ::=





ENUMERATED {











kB25, kB50, kB75, kB100, kB125, kB250, kB375,











kB500, kB750, kB1000, kB1250, kB1500, kB2000,











kB3000, kBinfinity, spare1}

T-Reordering ::=




ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms110,











ms120, ms130, ms140, ms150, ms160, ms170,











ms180, ms190, ms200, spare1}

T-StatusProhibit ::=



ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35, 











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare8, spare7,











spare6, spare5, spare4, spare3, spare2,











spare1}

-- ASN1STOP

	RLC-Configuration field descriptions

	sn-FieldLength
Indicates the UM RLC SN field size in bits.

	t-PollRetransmit
Indicates the value of timer T_poll_retransmit [7] in milliseconds, ms5 means 5ms, ms10 means 10ms and so on.

	pollPDU
Indicates the value of constant Poll_PDU [7]. p4 corresponds to 4 PDUs, p8 to 8 PDUs and so on. pInfinity corresponds to infinite PDUs.

	pollByte
Indicates the value of constant Poll_Byte [7]. kB25 corresponds to 25 kBytes, kB50 to 50 kBytes and so on. kBInfinity corresponds to infinite kBytes.

	maxRetxThreshold

Indicates the value of the parameter Max_Retx_Threshold [7]. t1 corresponds to 1 retransmission, t2 to 2 retransmissions and so on.

	t-Reordering
Indicates the value of timer T_reordering [7] in milliseconds, ms0 means 0ms, ms5 means 5ms and so on.

	t-StatusProhibit
Indicates the value of timer T_status_prohibit [7] in milliseconds, ms0 means 0ms, ms5 means 5ms and so on.


–
SchedulingRequest-Configuration
The IE SchedulingRequest-Configuration is used to specify the Scheduling Request related parameters

SchedulingRequest-Configuration information element
-- ASN1START

SchedulingRequest-Configuration ::=
CHOICE {


disable







NULL,


enable







SEQUENCE {



sr-PUCCH-ResourceIndex



INTEGER (0..2047),


sr-ConfigurationIndex



INTEGER (0..155),



dsr-TransMax





ENUMERATED {













n4, n8, n16, n32, n64, spare3, spare2, spare1}

}

}

-- ASN1STOP

	SchedulingRequest-Configuration field descriptions

	sr-PUCCH-ResourceIndex

Parameter: 
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Parameter
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	dsr-TransMax

Parameter: DSR_TRANS_MAX, see TS 36.321 [6]. The value n4 corresponds to 4 transmissions, n8 corresponds to 8 transmissions and so on.


–
SoundingRsUl-Config

The IE SoundingRsUl-Config is used to specify the uplink Sounding RS configuration.
SoundingRsUl-Config information element
-- ASN1START

SoundingRsUl-ConfigCommon ::=


SEQUENCE {


srsBandwidthConfiguration


ENUMERATED {bw0, bw1, bw2, bw3, bw4, bw5, bw6, bw7},


srsSubframeConfiguration


ENUMERATED {












sc0, sc1, sc2, sc3, sc4, sc5, sc6, sc7,












sc8, sc9, sc10, sc11, sc12, sc13, sc14, sc15},


ackNackSrsSimultaneousTransmission
BOOLEAN,


srsMaxUpPts






BOOLEAN

}

SoundingRsUl-ConfigDedicated ::=
CHOICE{


disable







NULL,


enable







SEQUENCE {



srsBandwidth





ENUMERATED {bw0, bw1, bw2, bw3},



srsHoppingBandwidth




ENUMERATED {hbw0, hbw1, hbw2, hbw3},



frequencyDomainPosition



INTEGER (0..23),


duration






BOOLEAN,



srs-ConfigurationIndex



INTEGER (0..1023),



transmissionComb




INTEGER (0..1),


cyclicShift






ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}


}

}

-- ASN1STOP

	SoundingRsUl-Config field descriptions

	srsBandwidthConfiguration

Parameter: SRS Bandwidth Configuration. See TS 36.211, [21, table 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2– 4]. Actual configuration depends on UL bandwidth. bw0 corresponds to value 0, bw1 to value 1 and so on.

	srsSubframeConfiguration

Parameter: SRS SubframeConfiguration. See TS 36.211, 5.5.3.3. Table 5.5.3.3-1 applies for FDD whereas Table 5.5.3.3-2 applies for TDD. sc0 corresponds to value 0, sc1 to value 1 and so on.

	srsAckNackSimultaneousTransmission

Parameter: Simultaneous-AN-and-SRS, see TS 36.213 [23,, 8.2].

	srsBandwidth

Parameter: b, see TS 36.211 [21, 5.5.3.2: table 5.5.3.2-1].

	frequencyDomainPosition

Parameter: 
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	frequencyHoppingInformation

Parameter: Frequency-hopping. See TS 36.213, 8.2.

	srsHoppingBandwidth

Parameter: SRS hopping bandwidth 
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	duration

Parameter: Duration. See TS 36.213, 8.2. FALSE corresponds to “single” and value TRUE to “indefinite”.

	srs-ConfigurationIndex
Parameter: ISRS. See TS 36.213 [23, Table8.2-1].

	transmissionComb

Parameter: 
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	cyclicShift

Parameter: n_SRS. See TS 36.211, 5.5.3.1 where cs0 corresponds to 0 etc.

	srsMaxUpPts

See TS 36.211 [21, 5.5.3.2] TDD only parameter: TRUE indicates reconfiguration of 
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–
SPS-Configuration
The IE SPS-Configuration is used to specify the semi-persistent scheduling configuration.

SPS-Configuration information element
-- ASN1START

SPS-Configuration ::=
SEQUENCE {


semiPersistSchedC-RNTI


C-RNTI




OPTIONAL,


-- need OD


sps-ConfigurationDL



SPS-ConfigurationDL

OPTIONAL,


-- need ON


sps-ConfigurationUL



SPS-ConfigurationUL

OPTIONAL


-- need ON

}

SPS-ConfigurationDL ::=
CHOICE{


disable






NULL,


enable






SEQUENCE {



semiPersistSchedIntervalDL


ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80, 













sf128, sf160, sf320, sf640, spare6, 













spare5, spare4, spare3, spare2, 













spare1},



numberOfConfSPS-Processes


INTEGER (1..8),



n1Pucch-AN-Persistent



INTEGER (0..2047),



...


}

}

SPS-ConfigurationUL ::=
CHOICE {


disable






NULL,


enable






SEQUENCE {



semiPersistSchedIntervalUL


ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80, 













sf128, sf160, sf320, sf640, spare6, 













spare5, spare4, spare3, spare2, 













spare1},



implicitReleaseAfter



ENUMERATED {e2, e3}, 



p0-Persistent





SEQUENCE {




p0-NominalPUSCH-Persistent


INTEGER (-126..24),




p0-UePUSCH-Persistent



INTEGER (-8..7)



}

OPTIONAL,











-- need OP



...


}

}

-- ASN1STOP

	SPS-Configuration field descriptions

	semiPersistSchedC-RNTI

Semi-persistent Scheduling C-RNTI, see TS 36.321 [6].

	semiPersistSchedIntervalDL

Semi-persistent scheduling interval in downlink. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, this parameter should be round to the nearest integer (of 10 sub-frames) towards zero, e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	numberOfConfSPS-Processes

Parameter: Number of Configured SPS Processes, see TS36.321 [6].

	n1Pucch-AN-Persistent

Parameter: 
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	semiPersistSchedIntervalUL

Semi-persistent scheduling interval in uplink. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, this parameter should be round to the nearest integer  (of 10 sub-frames) towards zero, e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	implicitReleaseAfter

Number of empty transmissions before implicit release, see TS 36.321, 5.11.2. Value e2 corresponds to 2 transmissions, e3 corresponds to 3 transmissions.

	p0-NominalPUSCH-Persistent

Parameter: P0,NOMINAL_PUSCH (0). See TS 36.213, 5.1.1.1, unit dBm step 1. This field is applicable for persistent scheduling, only. If choice ‘enable’ is used and p0-Persistent is absent, apply the (default) value of p0-NominalPUSCH for p0-NominalPUSCH-Persistent.

	p0-UePUSCH-Persistent

Parameter: P0,UE; PUSCH (0). See TS 36.213, 5.1.1.1, unit dB. This field is applicable for persistent scheduling, only. If choice ‘enable’ is used and p0-Persistent is absent, apply the (default) value of p0-UePUSCH for p0-UePUSCH-Persistent.


–
TDD-Configuration

The IE TDD-Configuration is used to specify the TDD specific physical channel configuration.
TDD-Configuration information element
-- ASN1START

TDD-Configuration ::=



SEQUENCE {


subframeAssignment




ENUMERATED {












sa0, sa1, sa2, sa3, sa4, sa5, sa6},


specialSubframePatterns



ENUMERATED {












ssp0, ssp1, ssp2, ssp3, ssp4,ssp5, ssp6, ssp7,












ssp8}

}

-- ASN1STOP

	TDD-Configuration field descriptions

	subframeAssignment

Indicates DL/UL subframe configuration where sa0 point to Configuration 0, sa1 to Configuration 1 etc. as specified in the 36.211, table 4.2.2.

	specialSubframePatterns

Indicates Configuration as in Ref 36.211, table 4.2.1 where ssp0 point to Configuration 0, ssp1 to Configuration 1 etc


–
TimeAlignmentTimer
The IE TimeAlignmentTimer is used to control how long the UE is considered uplink time aligned.

TimeAlignmentTimer information element
-- ASN1START

TimeAlignmentTimer ::=




ENUMERATED {













sf500, sf750, sf1280, sf1920, sf2560, sf5120,













sf10240, infinity}
-- ASN1STOP

	timeAlignmentTimer

Parameter: Time Alignment Timer, see TS 36.321 [6]. Value in number of sub-frames. Value sf500 corresponds to 500 sub-frames, sf750 corresponds to 750 sub-frames and so on.


–
TPC-Index
The IE TPC-Index is used to indicate the index of N or M dependent on the used DCI format, i.e. DCI format 3 or DCI format 3A. 
TPC-Index information element
-- ASN1START

TPC-Index ::=






CHOICE {


indexOfFormat3






INTEGER (1..15),


indexOfFormat3A






INTEGER (1..31)

}

-- ASN1STOP

	TPC-Index field descriptions

	indexOfFormat3

Index of N when DCI format 3 is used. See TS 36.212 [22, 5.3.3.1.6] 

	IndexOfFormat3A

Index of M when DCI format 3A is used. See TS 36.212 [22, 5.3.3.1.7]


–
TPC-PDCCH-Configuration

The IE TPC-PDCCH-Configuration is used to specify the RNTIs and indexes for PUCCH and PUSCH power control according to TS 36.212 [22]. The power control function can either be disabled or enabled with the IE.

TPC-PDCCH-Configuration information element
-- ASN1START

TPC-PDCCH-Configuration::=




CHOICE {


disable



NULL,


enable



SEQUENCE { 



tpc-RNTI






BIT STRING (SIZE (16)), 



tpc-Index






TPC-Index


}

}

-- ASN1STOP

	TPC-PDCCH-Config field descriptions

	tpc-RNTI

RNTI for power control using DCI format 3/3A, see TS 36.212 [22].

	tpc-Index

Index of N or M, see TS 36.212 [22, 5.3.3.1.6 and 5.3.3.1.7], where N or M is dependent on the used DCI format. 


–
UL-ReferenceSignalsPUSCH
The IE UL-ReferenceSignalsPUSCH is used to specify parameters needed for the transmission on PUSCH (or PUCCH).
UL-ReferenceSignalsPUSCH information element
-- ASN1START

UL-ReferenceSignalsPUSCH ::=

SEQUENCE {


groupHoppingEnabled




BOOLEAN,


groupAssignmentPUSCH



INTEGER (0..29),


sequenceHoppingEnabled



BOOLEAN,


cyclicShift






INTEGER (0..7)
}

-- ASN1STOP

	UL-ReferenceSignalsPUSCH field descriptions

	groupHoppingEnabled

Parameter: Group-hopping-enabled, see TS 36.211 [21, 5.5.1.3].

	groupAssignmentPUSCH

Parameter: (SS See TS 36.211 [21, 5.5.1.3].

	sequenceHoppingEnabled

Parameter: Sequence-hopping-enabled, see TS 36.211 [21, 5.5.1.4].

	cyclicShift

Parameters: cyclicShift.
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 See TS 36.211 [21, Table 5.5.2.1.1-2].


–
UplinkPowerControl
The IE UplinkPowerControlCommon and IE UplinkPowerControlDedicated are used to specify parameters for uplink power control in the system information and in the dedicated signalling, respectively.

UplinkPowerControl information elements
-- ASN1START

UplinkPowerControlCommon ::=

SEQUENCE {


p0-NominalPUSCH





INTEGER (-126..24),


alpha







ENUMERATED {al0, al04, al05, al06, al07, al08, al09, al1},


p0-NominalPUCCH





INTEGER (-127..-96),


deltaFList-PUCCH




DeltaFList-PUCCH,


deltaPreambleMsg3




INTEGER (-1..6)

}

UplinkPowerControlDedicated ::=

SEQUENCE {


p0-UePUSCH







INTEGER (-8..7),


deltaMCS-Enabled





ENUMERATED {en0, en1},


accumulationEnabled





BOOLEAN,


p0-uePUCCH







INTEGER (-8..7),


pSRS-Offset







INTEGER (0..15)

}

DeltaFList-PUCCH ::=




SEQUENCE {


deltaF-PUCCH-Format1



ENUMERATED {deltaF-2, deltaF0, deltaF2, spare1},


deltaF-PUCCH-Format1b



ENUMERATED {deltaF1, deltaF3, deltaF5, spare1},


deltaF-PUCCH-Format2



ENUMERATED {deltaF-2, deltaF0, deltaF1, deltaF2},


deltaF-PUCCH-Format2a



ENUMERATED {deltaF-2, deltaF0, deltaF2, spare1},


deltaF-PUCCH-Format2b



ENUMERATED {deltaF-2, deltaF0, deltaF2, spare1}

}
-- ASN1STOP

	UplinkPowerControl field descriptions

	p0-NominalPUSCH

Parameter: P0,NOMINAL_PUSCH See TS 36.213, 5.1.1.1, unit dBm step 1. This field is applicable for non-persistent scheduling, only

	alpha

Parameter: α See TS 36.213, 5.1.1.1 where al0 corresponds to 0, al04 corresponds to value 0.4, al05 to 0.5, al06 to 0.6, al07 to 0.7, al08 to 0.8, al09 to 0.9 and al1 corresponds to 1

	p0-NominalPUCCH

Parameter: P0, NOMINAL; PUCCH See TS 36.213, 5.1.2.1, unit dBm

	deltaF-PUCCH-FormatX

Parameter: 
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 for the PUCCH formats 1, 1b, 2, 2a and 2b. See TS 36.213 [23, 5.1.2] where

deltaF-2 corresponds to -2 dB, deltaF0 corresponds to 0 dB and so on

	p0-UePUSCH

Parameter: P0,UE; PUSCH See TS 36.213, 5.1.1.1, unit dB. This field is applicable for non-persistent scheduling, only

	deltaPreambleMsg3

Parameter: 
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 see TS 36.213 [23, 5.1.1.1]. Actual value = IE value * 2 [dB].

	deltaMCS-Enabled

Parameter: Ks See TS 36.213, 5.1.1.1. en0 corresponds to value 0 corresponding to state “disabled”. en1 corresponds to value 1.25 corresponding to “enabled”

	accumulationEnabled

Parameter: Accumulation-enabled, see TS 36.213 [23, 5.1.1.1]. TRUE corresponds to “enabled” whereas FALSE corresponds to “disabled”

	p0-UePUCCH

Parameter: P0,UE; PUCCH See TS 36.213, 5.1.2.1.

	pSRS-Offset

Parameter: PSRS_OFFSET See TS 36.213, 5.1.3.1. For Ks=1.25, the actual parameter value is pSRS-Offset value – 3. For Ks=0, the actual parameter value is -10.5 + 1.5*pSRS-Offset value.


9.2.4
Default physical channel configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDSCH-ConfigDedicated

>p-a
	dB0
	
	

	PUCCH-ConfigDedicated

> tddAckNackFeedbackMode

>ackNackRepetition
	bundling

disable
	Only valid for TDD mode
	

	PUSCH-ConfigDedicated

>deltaOffset-ACK-Index

> deltaOffset-RI-Index

> deltaOffset-CQI-Index
	10

12

15
	
	

	UplinkPowerControlDedicated

>p0-UePUSCH

> deltaMCS-Enabled

> accumulationEnabled

> p0-UePUCCH

> pSRS-Offset
	0

en0 (disabled)

TRUE

0

7
	
	

	CQI-Reporting

> CQI-ReportingPeriodic
	disable
	
	

	tpc-pdcch-ConfigPUCCH
	disable
	
	

	tpc-pdcch-ConfigPUSCH
	disable
	
	

	SoundingRsUl-ConfigDedicated
	disable
	
	

	AntennaInformationDedicated

>transmissionMode

>codebookSubsetRestriction

>ue-TransmitAntennaSelection
	tm1, tm2

N/A

disable
	For 1 antenna, single antenna transmission mode 1 is used as default.

For 2 and 4 antennas transmission mode 2, corresponding to transmit diversity, is used as default.
	

	SchedulingRequest-Configuration
	disable
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