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5.5.3
Performing measurements

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the measurement gap configuration is active; or

2>
the UE does not require measurement gaps to perform the concerned measurement:
3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP is lower than this value:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;
2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measurement is configured which the UE should attempt to perform during idle periods:

2>
if for one of the measurements purpose within the reportConfig is set to ‘reportCGI’ and

2>
if timer T321 is running:

3>
determine the global cell identity of the cell included in the associated measObject by acquiring the relevant system information from the concerned cell;
3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

4>
acquire the additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;
3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

4>
try to acquire the LAC, the RAC and the additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;
3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

4>
try to acquire the RAC in the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘typeHRPD’:
4>
try to acquire the Sector ID in the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘type1XRTT’:
4>
try to acquire the BASE ID, SID and NID in the concerned cell.






3GPP


