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RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectionInformation



RedirectionInformation



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired, 












other,spare2, spare1 }

RedirectionInformation ::=


CHOICE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


interRAT-target





CHOICE {



geran







GERAN-CarrierFreqList,



utra-FDD






UTRA-DL-CarrierFreq,



utra-TDD






UTRA-DL-CarrierFreq,



cdma2000-HRPD





CDMA2000-CarrierInfo,



cdma2000-1xRTT





CDMA2000-CarrierInfo,



...


}

}

IdleModeMobilityControlInfo ::=

SEQUENCE {


interFreqPriorityList



InterFreqPriorityList


OPTIONAL,

-- Need ON


geran-FreqPriorityList



GERAN-FreqPriorityList


OPTIONAL,

-- Need ON


utra-FDD-FreqPriorityList


UTRA-FDD-FreqPriorityList

OPTIONAL,

-- Need ON


utra-TDD-FreqPriorityList


UTRA-TDD-FreqPriorityList

OPTIONAL,

-- Need ON

hrpd-BandClassPriorityList


HRPD-BandClassPriorityList


OPTIONAL,
-- Need ON


oneXRTT-BandClassPriorityList

OneXRTT-BandClassPriorityList

OPTIONAL,
-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare}






OPTIONAL,
-- Need OD


...

}

InterFreqPriorityList ::=


SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


cellReselectionPriority



INTEGER (0..7)

}

GERAN-FreqPriorityList ::=


SEQUENCE (SIZE (1..maxGNFG)) OF SEQUENCE {


geran-BCCH-FrequencyGroup


GERAN-CarrierFreqList,


geran-CellReselectionPriority

INTEGER (0..7)

}

UTRA-FDD-FreqPriorityList ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)

}

UTRA-TDD-FreqPriorityList ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)

}
HRPD-BandClassPriorityList ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF SEQUENCE {


hrpd-bandClass





CDMA2000-Bandclass,


hrpd-CellReselectionPriority

INTEGER (0..7)

}

OneXRTT-BandClassPriorityList ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF SEQUENCE {


oneXRTT-bandClass




CDMA2000-Bandclass,


oneXRTT-CellReselectionPriority

INTEGER (0..7)

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection.

	redirectionInformation

The redirectionInformation is used to redirect the UE to another E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4].

	GERAN-CarrierFreqList 

Indicates the band indicator and the frequency of one or multiple cells. 

	UTRA-DL-CarrierFreq 

Indicates frequency of the cell. 

	CDMA2000-CarrierInfo

Indicates frequency and band class of the cell. 

	x-CarrierFreq or x-BandClass

The carrier frequency (UTRAN and E-UTRAN) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	cellReselectionPriority

Absolute priority of the associated carrier frequency (0 means: lowest priority).

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	geran-BCCH-FrequencyGroup

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.
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