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9.1.1.1
HANDOVER REQUEST

This message is sent by the source eNB to the target eNB to request the preparation of resources for a handover.

Direction: source eNB (  target eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the source eNB


	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Target Cell ID
	M
	
	ECGI 

9.2.14
	
	YES
	reject

	GUMMEI
	M
	
	9.2.16
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	> MME UE S1AP ID
	M
	
	INTEGER (0..232 -1)
	MME UE S1AP ID allocated at the MME


	–
	–

	> UE Security Capabilities
	M
	
	9.2.29
	
	–
	–

	>AS Security Information
	M
	
	9.2.30
	
	–
	–

	> UE Aggregate Maximum Bit Rate
	M
	
	9.2.12
	
	–
	–

	> Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	–
	–

	>E-RABs To Be Setup List
	
	1
	
	
	–
	–

	>>E-RABs To Be Setup Item
	
	1 to <maxnoof Bearers>
	
	
	EACH
	ignore

	>>> E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>> E-RAB Level QoS Parameters
	M
	
	9.2.9
	Inlcudes necessary QoS parameters 
	–
	–

	>>> DL Forwarding 
	O
	
	9.2.5
	
	–
	–

	>>> UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs
	–
	–

	> RRC Context
	M
	
	OCTET STRING
	to transfer UE RAN context, see subclause 10.2.3 in [9]. 
	–
	–

	>Handover Restriction List
	O
	
	9.2.3
	
	–
	–

	>Location Reporting Information  
	O
	
	9.2.21
	Includes the necessary parameters for location reporting
	–
	–

	UE History Information
	M
	
	9.2.xx
	Same definition as in [4]. 
	YES
	ignore

	Trace Activation
	O
	
	9.2.2
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.33
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


----------------------------------

Skip unchanged text

----------------------------------
9.2
Information Element definitions

----------------------------------

Skip unchanged text

----------------------------------
9.2.33
SRVCC Operation Possible
The IE indicates that both the UE and the MME are SRVCC-capable. E-UTRAN behaviour on reception of this is specified in [20].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SRVCC Operation Possible
	M
	
	ENUMERATED(Possible, …)
	


9.2.xx
UE History Information
The UE History Information IE contains information about cells that a UE has been served by in active state prior to the target cell. The overall mechanism is described in [15].
Note
The definition of this IE is aligned with the definition of the UE History Information IE in [4].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Last Visited Cell List
	
	1 to maxnoofCells
	
	Most recent information is added to the top of this list
	–
	–

	>Last Visited Cell Information
	M
	
	9.2.yy
	
	–
	–


	Range bound
	Explanation

	maxnoofCells
	Maximum number of last visited cell information records that can be reported in the IE. Value is 16.


9.2.yy
Last Visited Cell Information

The Last Visited Cell Information may contain E-UTRAN or UTRAN cell specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Choice Last Visited Cell Information
	M
	
	
	
	-
	-

	>Last Visited E-UTRAN Cell Information
	M
	
	9.2.zz
	
	-
	-

	>Last Visited UTRAN Cell Information
	M
	
	OCTET STRING
	Defined in [xx]
	-
	-

	>Last Visited GERAN Cell Information
	M
	
	9.2.ww
	
	
	


9.2.zz
Last Visited E-UTRAN Cell Information

The Last Visited E-UTRAN Cell Information contains information about a cell that is to be used for RRM purposes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	ECGI

9.2.14
	
	-
	-

	Cell Type
	M
	
	9.2.tt
	
	-
	-

	Time UE stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell in seconds. If the UE stays in a cell more than 4095s, this IE is set to 4095
	-
	-


9.2.ww
Last Visited GERAN Cell Information

The Last Visited Cell Information for GERAN is currently undefined.

Note:
If in later Releases this is defined, the choice type may be extended with the actual GERAN specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Choice Last Visited GERAN Cell Information
	M
	
	
	
	-
	-

	>Undefined
	M
	
	NULL
	
	-
	-


9.2.tt
Cell Type

The cell type provides the cell coverage area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Cell Size
	M
	
	ENUMERATED (verysmall, small, medium, large, …)
	
	-
	-


9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-InterfacesToTrace-Item,


id-E-RAB-Item,


maxnoofBearers,
maxCellineNB,

maxEARFCN,

maxInterfaces,

maxnoofBPLMNs,


maxnoofCells,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,

maxnoofPRBs,


maxNrOfErrors,

maxPools

FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolExtensionContainer{},

ProtocolIE-Single-Container{},

X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES
FROM X2AP-Containers;

Lots of unchanged parts in 9.3.5 not shown

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}
Cell-Size ::= ENUMERATED {verysmall, small, medium, large, ... }
CellType ::= SEQUENCE {


cell-Size





Cell-Size,


iE-Extensions




ProtocolExtensionContainer { { CellType-ExtIEs}}
OPTIONAL,


...

}

CellType-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
COUNTvalue ::= SEQUENCE {


pDCP-SN




PDCP-SN,


hFN





HFN,


iE-Extensions


ProtocolExtensionContainer { { COUNTvalue-ExtIEs} } OPTIONAL,


...

}

Lots of unchanged parts in 9.3.5 not shown

-- J

-- K
KeySetIdentifier ::= BIT STRING (SIZE(3))
Key-eNB  ::= BIT STRING (SIZE(256))
-- L
LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LastVisitedCell-Item ::= CHOICE {


e-UTRAN-Cell




LastVisitedEUTRANCellInformation,


uTRAN-Cell





LastVisitedUTRANCellInformation,


gERAN-Cell





LastVisitedGERANCellInformation,


...

}
LastVisitedEUTRANCellInformation ::= SEQUENCE {


global-Cell-ID




ECGI,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell,


iE-Extensions




ProtocolExtensionContainer { { LastVisitedEUTRANCellInformation-ExtIEs} } OPTIONAL,


...

}
LastVisitedEUTRANCellInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...
}
LastVisitedUTRANCellInformation
::= OCTET STRING

LastVisitedGERANCellInformation ::= CHOICE {


undefined





NULL,


...

}
LocationReportingInformation ::= SEQUENCE {


eventType

EventType,


reportArea

ReportArea,


iE-Extensions

ProtocolExtensionContainer { {LocationReportingInformation-ExtIEs} } OPTIONAL,

...

}
LocationReportingInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::={


...

}
Lots of unchanged parts in 9.3.5 not shown

TimeToWait ::= ENUMERATED {


v1s, 


v2s, 


v5s, 


v10s, 


v20s, 


v60s, 


...
}

Time-UE-StayedInCell ::= INTEGER (0..4095)

TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTrace



InterfacesToTrace,


iE-Extensions




ProtocolExtensionContainer { {TraceActivation-ExtIEs} } OPTIONAL,


...

}

TraceActivation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth 

::= ENUMERATED { 


minimum,


medium,


maximum,

vendorMinimum,


vendorMedium,


vendorMaximum,

...

}
TraceInterface

::= ENUMERATED { 


s1,


x2, 


uu,

...

}
TraceReference




::= OCTET STRING (SIZE (8))
Transmission-Bandwidth ::= ENUMERATED {



bw6,

 
bw15,


bw25,

 
bw50,


bw75,


bw100,


...

}
TransportLayerAddress


::= BIT STRING (SIZE(1..160, ...))
TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}
-- U

UE-HistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCells)) OF LastVisitedCell-Item


UE-S1AP-ID




::= INTEGER (0.. 4294967295)

UE-X2AP-ID




::= INTEGER (0..4095) -- Value FFS
Lots of unchanged parts in 9.3.5 not shown

-- V

-- W

-- X

-- Y

-- Z

END
9.3.7
Constant definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease








ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusUpdateInitiation







ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535


maxInterfaces







INTEGER ::= 16



maxCellineNB







INTEGER ::= 256



maxnoofBearers







INTEGER ::= 256


maxNrOfErrors







INTEGER ::= 256



maxnoofPDCP-SN







INTEGER ::= 16

-- FFS Value to be checked
maxnoofEPLMNs







INTEGER ::= 15



maxnoofEPLMNsPlusOne





INTEGER ::= 16



maxnoofForbLACs







INTEGER ::= 4096



maxnoofForbTACs






    INTEGER ::= 4096


maxnoofBPLMNs







INTEGER ::= 6
maxnoofNeighbours






INTEGER ::= 512
maxnoofPRBs








INTEGER ::= 110



maxPools








INTEGER ::= 16

-- FFS Value to be checked
maxnoofCells







INTEGER ::= 16
Lots of unchanged parts in 9.3.7 not shown
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