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(

	According to the test case prose a HSDPA CAT10 UE must use a transport block size of 27952 using 16 QAM modulation and 15 HSDPA codes. With the current 6 HARQ processes configured this results in 172800/6 = 28800 soft channel bits per HARQ process. This gives a very high coding rate of 0.97 so in practice the transmitted signal is an uncoded signal. Re-transmission does not provide gains since the HARQ memory is filled up already after 1 transmission and the secondary scrambled DPCH causes non-othogonal interference which does not average out in subsequent re-transmissions.
There are a number of solutions which would solve the issue

1. Move the DPCH from the secondary scrambled code to primary scrambling code number 2 if SF64 is used. This is applicable to most CAT10 RAB test cases and a similar change was agreed in R5-090467 for 64QAM. Unfortunately the same cannot be applied in test cases 14.6.4 and 14.6.4a since DL SF32 is being used for DPCH so there is no room to put the DPCH to a primary scrambling code as there is no available code space to ensure orthogonal codes when there are 15 HSDPA codes allocated
2. Change the num of HARQ processes from 6 to 5 in these CAT10 tests. This gives 172800/5 = 34560 soft channel bits. Therefore the UE can benefit from the gains provided by redundancy due to the lower coding rate

3. Remove the parallel 64 kbps (using SF32) and 15 code cases as being not realistic configuration in live networks due to limitations to apply primary scrambling code for all DL channels

Although option 3 is the preferred option, option 2 requires the simplest change whilst adhering to the original test case purpose so this is the solution adopted
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14.6.4
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

14.6.4.1
Conformance requirement

See 14.6.1.1.

14.6.4.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.5.4.

14.6.4.3
Method of test

Note
The reference to UE Categories refers to the UE capability as signalled in the Rel-5 IE “HS-DSCH physical layer category” (1 to 12). All UEs supporting HS-DSCH should signal a category between 1 and 12 for this IE even if the UE physical capability category is above 12. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.
Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5):

	
	RB5

(Conv.

64 kbps)

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


The generic test procedure in 14.1.3.5 is run for each sub-test.

Uplink TFS:

	
	TFI
	RB5

(Conv.

64 kbps,

20 ms TTI)
	RB6

(I/B 

384 kbps, 10 ms TTI)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	2x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	4x336
	N/A

	
	TF4, bits
	N/A
	8x336
	N/A

	
	TF5, bits
	N/A
	12x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0,TF0,TF0)

	UL_TFC1
	(TF1,TF0,TF0)

	UL_TFC2
	(TF0,TF1,TF0)

	UL_TFC3
	(TF1,TF1,TF0)

	UL_TFC4
	(TF0,TF2,TF0)

	UL_TFC5
	(TF1,TF2,TF0)

	UL_TFC6
	(TF0,TF3,TF0)

	UL_TFC7
	(TF1,TF3,TF0)

	UL_TFC8
	(TF0,TF4,TF0)

	UL_TFC9
	(TF1,TF4,TF0)

	UL_TFC10
	(TF0,TF5,TF0)

	UL_TFC11
	(TF1,TF5,TF0)

	UL_TFC12
	(TF0,TF0,TF1)

	UL_TFC13
	(TF1,TF0,TF1)

	UL_TFC14
	(TF0,TF1,TF1)

	UL_TFC15
	(TF1,TF1,TF1)

	UL_TFC16
	(TF0,TF2,TF1)

	UL_TFC17
	(TF1,TF2,TF1)

	UL_TFC18
	(TF0,TF3,TF1)

	UL_TFC19
	(TF1,TF3,TF1)

	UL_TFC20
	(TF0,TF4,TF1)

	UL_TFC21
	(TF1,TF4,TF1)

	UL_TFC22
	(TF0,TF5,TF1)

	UL_TFC23
	(TF1,TF5,TF1)


Downlink TFS:

	
	TFI
	RB5

(Conv.

64 kbps,

20 ms TTI)
	DCCH



	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	2x640
	1x148


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF0, TF1)

	DL_TFC3
	(TF1, TF1)


Sub-tests:

The principle used to select sub-tests has been to cover all uplink and downlink TFS for the Conversational CS and Interactive Background PS radio bearer. As the Interactive Background UL:384 kbps radio bearer (RB6) has the highest number of transport formats (5 for TTI=10 ms and excluding TF0) then 5 sub-tests have been defined. The selected UL TFCI to achieve test coverage of TF1 to TF5 for RB6 and for TF1 for RB5 are: UL_TFC3 for TF1, UL_TFC5 for TF2, UL_TFC7 for TF3, UL_TFC9 for TF4 and UL_TFC11 for TF5.

	Sub-tes
	UE Category
	Number of HARQ processes
	RLC Receiving window size

(note 1)
	RLC Trans-mission window size (note 1)
	MAC-d PDU size (bits)
	Downlink TFCS Under test
	Uplink TFCS Under test
	Implicitly tested
	Restricted UL TFCIs

(note 2)
	UL RLC SDU size (bits)

(note 3)
	Test data size (bits)

(note 4)

	1
	1
	2
	512
	256
	336
	DL_TFC1
	UL_TFC3
	DL_TFC0,

DL_TFC2,

UL_TFC0,

UL_TFC12
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3,

UL_TFC12,

UL_TFC15
	RB5: 640

RB6: 312
	RB5: 2x640

RB6: See note 4

	
	2
	2
	512
	256
	
	
	
	
	
	
	

	
	3
	3
	512
	256
	
	
	
	
	
	
	

	
	4
	3
	512
	256
	
	
	
	
	
	
	

	
	5
	6
	512
	256
	
	
	
	
	
	
	

	
	6
	6
	512
	256
	
	
	
	
	
	
	

	
	7
	6
	1536
	512
	
	
	
	
	
	
	

	
	8
	6
	1536
	512
	
	
	
	
	
	
	

	
	9
	6
	2047
	512
	
	
	
	
	
	
	

	
	10
	5
	2047
	512
	
	
	
	
	
	
	

	
	11
	3
	512
	256
	
	
	
	
	
	
	

	
	12
	6
	512
	256
	
	
	
	
	
	
	

	2
	1
	2
	256
	256
	656
	DL_TFC1
	UL_TFC5
	DL_TFC0,

DL_TFC2,

UL_TFC0, UL_TFC12
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC5,

UL_TFC12,

UL_TFC17
	RB5: 640

RB6: 632
	RB5: 2x640

RB6: See note 4

	
	2
	2
	256
	256
	
	
	
	
	
	
	

	
	3
	3
	256
	256
	
	
	
	
	
	
	

	
	4
	3
	256
	256
	
	
	
	
	
	
	

	
	5
	6
	256
	256
	
	
	
	
	
	
	

	
	6
	6
	256
	256
	
	
	
	
	
	
	

	
	7
	6
	512
	512
	
	
	
	
	
	
	

	
	8
	6
	512
	512
	
	
	
	
	
	
	

	
	9
	6
	1024
	512
	
	
	
	
	
	
	

	
	10
	5
	1024
	1024
	
	
	
	
	
	
	

	
	11
	3
	256
	256
	
	
	
	
	
	
	

	
	12
	6
	256
	256
	
	
	
	
	
	
	

	3
	1
	8
	512
	256
	336
	DL_TFC1
	UL_TFC7
	DL_TFC0,

DL_TFC2,

UL_TFC0, UL_TFC12
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC7,

UL_TFC12,

UL_TFC19
	RB5: 640

RB6: 1272
	RB5: 2x640

RB6: See note 4

	
	2
	8
	512
	256
	
	
	
	
	
	
	

	
	3
	8
	512
	256
	
	
	
	
	
	
	

	
	4
	8
	512
	256
	
	
	
	
	
	
	

	
	5
	8
	512
	256
	
	
	
	
	
	
	

	
	6
	8
	512
	256
	
	
	
	
	
	
	

	
	7
	8
	1536
	512
	
	
	
	
	
	
	

	
	8
	8
	1536
	512
	
	
	
	
	
	
	

	
	9
	8
	2047
	512
	
	
	
	
	
	
	

	
	10
	5
	2047
	1024
	
	
	
	
	
	
	

	
	11
	8
	512
	256
	
	
	
	
	
	
	

	
	12
	8
	512
	256
	
	
	
	
	
	
	

	4
	1
	8
	256
	256
	656
	DL_TFC1
	UL_TFC9
	DL_TFC0,

DL_TFC2,

UL_TFC0, UL_TFC12
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC9,

UL_TFC12,

UL_TFC21
	RB5: 640

RB6: 2552
	RB5: 2x640

RB6: See note 4

	
	2
	8
	256
	256
	
	
	
	
	
	
	

	
	3
	8
	256
	256
	
	
	
	
	
	
	

	
	4
	8
	256
	256
	
	
	
	
	
	
	

	
	5
	8
	256
	256
	
	
	
	
	
	
	

	
	6
	8
	256
	256
	
	
	
	
	
	
	

	
	7
	8
	512
	512
	
	
	
	
	
	
	

	
	8
	8
	512
	512
	
	
	
	
	
	
	

	
	9
	8
	1024
	512
	
	
	
	
	
	
	

	
	10
	5
	1024
	1024
	
	
	
	
	
	
	

	
	11
	8
	256
	256
	
	
	
	
	
	
	

	
	12
	8
	256
	256
	
	
	
	
	
	
	

	5
	1
	8
	256
	256
	656
	DL_TFC1
	UL_TFC11
	DL_TFC0,

DL_TFC2,

UL_TFC0, UL_TFC12
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC11,

UL_TFC12,

UL_TFC23
	RB5: 640

RB6: 3832
	RB5: 2x640

RB6: See note 4

	
	2
	8
	256
	256
	
	
	
	
	
	
	

	
	3
	8
	256
	256
	
	
	
	
	
	
	

	
	4
	8
	256
	256
	
	
	
	
	
	
	

	
	5
	8
	256
	256
	
	
	
	
	
	
	

	
	6
	8
	256
	256
	
	
	
	
	
	
	

	
	7
	8
	512
	512
	
	
	
	
	
	
	

	
	8
	8
	512
	512
	
	
	
	
	
	
	

	
	9
	8
	1024
	512
	
	
	
	
	
	
	

	
	10
	5
	1024
	1024
	
	
	
	
	
	
	

	
	11
	8
	256
	256
	
	
	
	
	
	
	

	
	12
	8
	256
	256
	
	
	
	
	
	
	

	NOTE 1: 
The SS shall configure the RLC transmission and receiver window size depending on the UE category. The values are set to cope with the number of SDUs used in the sub-test and within the UE capabilities for the actual UE category under test. 

NOTE 2: 
UL_TFC0, UL_TFC1,  UL_TFC2, and UL_TFC12 are part of minimum set of TFCIs.

NOTE 3:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.
RB6: The UL RLC SDU size is set to N*UL RLC payload size minus 8 bits (size of 7 bit length indicator and expansion bit) , where N is the number of transport blocks for the UL transport format under test. This will make the UE to return one RLC SDU per UL TTI. 

NOTE 4: 
The test data size for RB6 is dependent on the actual TFRC test point, see the generic test procedure in 14.1.3.5.


14.6.4.4 
Test requirements

See 14.1.3.5 for definition of the referenced step numbers.

1.
At step 12 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At steps 17 to 20 the UE transmitted transport format shall be within the set of restricted TFCIs as specified for the actual sub-test.

3.
At step 18 and for each TFRC test point:

If the downlink RLC SDU size is less than the configured UL RLC SDU for the actual sub-test then the UE shall return 4 RLC SDUs where the first bits of each SDU has the same content as the RLC SDUs sent by the SS in downlink. Otherwise the UE shall return 4 RLC SDUs where each SDU has the same content as the first bits of the RLC SDUs sent by the SS in downlink. 

NOTE
The generic test procedure as specified in 14.1.3.5.2 sends 4 SDUs of size (NPDUs * MAC-d PDU payload size) / 4 minus 8 bits (size of 7 bit length indicator and expansion bit). For the case when the downlink SDU size is less than the configured UL SDU size then all data is returned otherwise the returned data is truncated.

14.6.4a
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

14.6.4a.1
Conformance requirement

See 14.6.1.1.

14.6.4a.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.5.4a.

14.6.4a.3
Method of test

Note
The reference to UE Categories refers to the UE capability as signalled in the Rel-5 IE “HS-DSCH physical layer category” (1 to 12). All UEs supporting HS-DSCH should signal a category between 1 and 12 for this IE even if the UE physical capability category is above 12. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.
Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5):

	
	RB5

(Conv.

64 kbps)

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


The generic test procedure in 14.1.3.5 is run for each sub-test.

Uplink TFS:

	
	TFI
	RB5

(Conv.

64 kbps,

20ms TTI)
	RB6

(I/B

64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	2x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	3x336
	N/A

	
	TF4, bits
	N/A
	4x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0)

	UL_TFC2
	(TF0, TF1, TF0)

	UL_TFC3
	(TF1, TF1, TF0)

	UL_TFC4
	(TF0, TF2, TF0)

	UL_TFC5
	(TF1, TF2, TF0)

	UL_TFC6
	(TF0, TF3, TF0)

	UL_TFC7
	(TF1, TF3, TF0)

	UL_TFC8
	(TF0, TF4, TF0)

	UL_TFC9
	(TF1, TF4, TF0)

	UL_TFC10
	(TF0, TF0, TF1)

	UL_TFC11
	(TF1, TF0, TF1)

	UL_TFC12
	(TF0, TF1, TF1)

	UL_TFC13
	(TF1, TF1, TF1)

	UL_TFC14
	(TF0, TF2, TF1)

	UL_TFC15
	(TF1, TF2, TF1)

	UL_TFC16
	(TF0, TF3, TF1)

	UL_TFC17
	(TF1, TF3, TF1)

	UL_TFC18
	(TF0, TF4, TF1)

	UL_TFC19
	(TF1, TF4, TF1)


Downlink TFS:

	
	TFI
	RB5

(Conv.

64 kbps,

20ms TTI)
	DCCH



	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	2x640
	1x148


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF0, TF1)

	DL_TFC3
	(TF1, TF1)


Sub-tests:

The principle used to select sub-tests has been to cover all uplink and downlink TFS for the Conversational CS and Interactive Background PS radio bearer. As the Interactive Background UL:64 kbps radio bearer (RB6) has the highest number of transport formats (4 excluding TF0) then 4 sub-tests have been defined. The selected UL TFCI to achieve test coverage of TF1 to TF4 for RB6 and for TF1 for RB5 are: UL_TFC3 for TF1, UL_TFC5 for TF2, UL_TFC7 for TF3 and  UL_TFC9 for TF4. 

Sub-tests:

The principle used to select sub-tests has been to cover all uplink and downlink TFS for the Conversational CS and Interactive Background PS radio bearer. As the Interactive Background UL:64 kbps radio bearer (RB6) has the highest number of transport formats (4 excluding TF0) then 4 sub-tests have been defined. The selected UL TFCI to achieve test coverage of TF1 to TF4 for RB6 and for TF1 for RB5 are: UL_TFC3 for TF1, UL_TFC5 for TF2, UL_TFC7 for TF3 and  UL_TFC9 for TF4.

	Sub-tes
	UE Category
	Number of HARQ processes
	RLC Receiving window size

(note 1)
	RLC Trans-mission window size (note 1)
	MAC-d PDU size (bits)
	Downlink TFCS Under test
	Uplink TFCS Under test
	Implicitly tested
	Restricted UL TFCIs

(note 2)
	UL RLC SDU size (bits)

(note 3)
	Test data size (bits)

(note 4)

	1
	1
	2
	512
	128
	336
	DL_TFC1
	UL_TFC3
	DL_TFC0,

DL_TFC2,

UL_TFC0,

UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3,

UL_TFC10,

UL_TFC13
	RB5: 640

RB6: 312
	RB5: 2x640

RB6: See note 4

	
	2
	2
	512
	128
	
	
	
	
	
	
	

	
	3
	3
	512
	128
	
	
	
	
	
	
	

	
	4
	3
	512
	128
	
	
	
	
	
	
	

	
	5
	6
	512
	256
	
	
	
	
	
	
	

	
	6
	6
	512
	256
	
	
	
	
	
	
	

	
	7
	6
	1536
	512
	
	
	
	
	
	
	

	
	8
	6
	1536
	512
	
	
	
	
	
	
	

	
	9
	6
	2047
	512
	
	
	
	
	
	
	

	
	10
	5
	2047
	512
	
	
	
	
	
	
	

	
	11
	3
	1024
	128
	
	
	
	
	
	
	

	
	12
	6
	1024
	128
	
	
	
	
	
	
	

	2
	1
	2
	256
	128
	656
	DL_TFC1
	UL_TFC5
	DL_TFC0,

DL_TFC2,

UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC5,

UL_TFC10,

UL_TFC15
	RB5: 640

RB6: 632
	RB5: 2x640

RB6: See note 4

	
	2
	2
	256
	128
	
	
	
	
	
	
	

	
	3
	3
	256
	128
	
	
	
	
	
	
	

	
	4
	3
	256
	128
	
	
	
	
	
	
	

	
	5
	6
	256
	256
	
	
	
	
	
	
	

	
	6
	6
	256
	256
	
	
	
	
	
	
	

	
	7
	6
	512
	512
	
	
	
	
	
	
	

	
	8
	6
	512
	512
	
	
	
	
	
	
	

	
	9
	6
	1024
	512
	
	
	
	
	
	
	

	
	10
	5
	1024
	1024
	
	
	
	
	
	
	

	
	11
	3
	512
	128
	
	
	
	
	
	
	

	
	12
	6
	512
	128
	
	
	
	
	
	
	

	3
	1
	8
	512
	256
	336
	DL_TFC1
	UL_TFC7
	DL_TFC0,

DL_TFC2,

UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC7,

UL_TFC10,

UL_TFC17
	RB5: 640

RB6: 952
	RB5: 2x640

RB6: See note 4

	
	2
	8
	512
	256
	
	
	
	
	
	
	

	
	3
	8
	512
	256
	
	
	
	
	
	
	

	
	4
	8
	512
	256
	
	
	
	
	
	
	

	
	5
	8
	512
	256
	
	
	
	
	
	
	

	
	6
	8
	512
	256
	
	
	
	
	
	
	

	
	7
	8
	1536
	512
	
	
	
	
	
	
	

	
	8
	8
	1536
	512
	
	
	
	
	
	
	

	
	9
	8
	2047
	512
	
	
	
	
	
	
	

	
	10
	5
	2047
	1024
	
	
	
	
	
	
	

	
	11
	8
	1024
	128
	
	
	
	
	
	
	

	
	12
	8
	1024
	128
	
	
	
	
	
	
	

	4
	1
	8
	256
	256
	656
	DL_TFC1
	UL_TFC9
	DL_TFC0,

DL_TFC2,

UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC9,

UL_TFC10,

UL_TFC19
	RB5: 640

RB6: 1272
	RB5: 2x640

RB6: See note 4

	
	2
	8
	256
	256
	
	
	
	
	
	
	

	
	3
	8
	256
	256
	
	
	
	
	
	
	

	
	4
	8
	256
	256
	
	
	
	
	
	
	

	
	5
	8
	256
	256
	
	
	
	
	
	
	

	
	6
	8
	256
	256
	
	
	
	
	
	
	

	
	7
	8
	512
	512
	
	
	
	
	
	
	

	
	8
	8
	512
	512
	
	
	
	
	
	
	

	
	9
	8
	1024
	512
	
	
	
	
	
	
	

	
	10
	5
	1024
	1024
	
	
	
	
	
	
	

	
	11
	8
	512
	128
	
	
	
	
	
	
	

	
	12
	8
	512
	128
	
	
	
	
	
	
	

	NOTE 1:
The SS shall configure the RLC transmission and receiver window size depending on the UE category. The values are set to cope with the number of SDUs used in the sub-test and within the UE capabilities for the actual UE category under test.

NOTE 2:
UL_TFC0, UL_TFC1,  UL_TFC2, and UL_TFC10 are part of minimum set of TFCIs.

NOTE 3:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.
RB6: The UL RLC SDU size is set to N*UL RLC payload size minus 8 bits (size of 7 bit length indicator and expansion bit) , where N is the number of transport blocks for the UL transport format under test. This will make the UE to return one RLC SDU per UL TTI.

NOTE 4:
The test data size for RB6 is dependent on the actual TFRC test point, see the generic test procedure in 14.1.3.5.


14.6.4a.4 
Test requirements

See 14.1.3.5 for definition of the referenced step numbers.

1.
At step 12 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At steps 17 to 20 the UE transmitted transport format shall be within the set of restricted TFCIs as specified for the actual sub-test.

3.
At step 18 and for each TFRC test point:

If the downlink RLC SDU size is less than the configured UL RLC SDU for the actual sub-test then the UE shall return 4 RLC SDUs where the first bits of each SDU has the same content as the RLC SDUs sent by the SS in downlink. Otherwise the UE shall return 4 RLC SDUs where each SDU has the same content as the first bits of the RLC SDUs sent by the SS in downlink. 

 NOTE
The generic test procedure as specified in 14.1.3.5.2 sends 4 SDUs of size (NPDUs * MAC-d PDU payload size) / 4 minus 8 bits (size of 7 bit length indicator and expansion bit). For the case when the downlink SDU size is less than the configured UL SDU size then all data is returned otherwise the returned data is truncated.
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