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<Start of new section>
6.2.3.5
Inter-RAT Cell Reselection / from E-UTRA RRC_IDLE to UTRA_Idle
6.2.3.5.1
Test Purpose (TP)

 (1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the neighbour cell which belongs to the higher priority UTRAN frequency }

    then { UE reselects the UTRA cell }

            }

6.2.3.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 5.2.4.5.

[TS 36.304, clause 5.2.4.5]

Criteria 1: the SnonServingCell,x of a cell on evaluated frequency is greater than Threshx, high during a time interval TreselectionRAT;
Cell reselection to a cell on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:

-
A cell of a higher priority E-UTRAN frequency or inter-RAT frequency fulfils criteria 1; and
· more than 1 second has elapsed since the UE camped on the current serving cell.
…
For GERAN, UTRAN, and E-UTRAN, SnonServingCell,x is the Srxlev-value of an evaluated cell. ...
…
6.2.3.5.3
Test description

6.2.3.5.3.1
Pre-test conditions

System Simulator:

-
2 cells, one E-UTRA and one UTRA cell: 

-
Cell 1 E-UTRA serving cell 

-
Cell 5 suitable neighbour UTRA cell
-
The parameters settings and power levels for Cell 1 and Cell 5 are selected according to [18], [5] so that camping on Cell 1 is guaranteed (utra priority is higher than serving and S nonServingCell, Cell5 < Thresh Cell 5,low).

UE:

None.
Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].

6.2.3.5.3.2
Test procedure sequence

Table 6.2.3.5.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 6.2.3.5.3.2-1: Time instances of cell power level and parameter changes 
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	The power levels are such that camping on Cell 1 is guaranteed.

	
	CPICH_Ec
	dBm/3.84 MHz
	-
	[-89]
	S nonServingCell, Cell5 < Thresh Cell 5,low

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	

	
	CPICH_Ec
	dBm/3.84 MHz
	-
	[-65]
	S nonServingCell, Cell5 > Thresh Cell 5,high


Table 6.2.3.5.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 and Cell 5 levels according to the row "T1" in table 6.2.3.5.3.2-1.
	-
	-
	-
	-

	2
	Check: Is there any random access requests from the UE on Cell 5?
	-
	-
	1
	P


6.2.3.5.3.3
Specific message contents

Table 6.2.3.5.3.3-1: Conditions for specific message contents
in Tables 6.2.3.5.3.3-2, 6.2.3.5.3.3-3 and 6.2.3.5.3.3-4 
	Condition  descriptions

	Cell 1

This condition applies to system information transmitted on Cell 1.

	Cell 5
This condition applies to system information transmitted on Cell 5.


Table 6.2.3.5.3.3-2: SystemInformationBlockType1 for Cell 1 (preamble and all steps, Table 6.2.3.5.3.2-2) 
	Derivation Path: 36.508 table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  schedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 4 in TS 36.508 section 4.4.3.1
	SIB2, SIB3 and SIB6 are transmitted
	

	}
	
	
	


Table 6.2.3.5.3.3-3: SystemInformationBlockType6 for Cell 1 (preamble and all steps, Table 6.2.3.5.3.2-2) 
	Derivation Path: 36.508 table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	1 entry
	
	UTRA-FDD

	    cellReselectionPriority
	5
	Higher priority than E-UTRA
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	1 entry
	
	UTRA-TDD

	    cellReselectionPriority
	5
	Higher priority than E-UTRA
	

	  }
	
	
	

	}
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