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· 8.3.2.9
Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of 1xRTT cells)
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<End of first modified section>

<End of second modified section>

4
Recommended Test Case Applicability
<Text Skipped>

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT


<Text skipped>
	6.1.2.15
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.2.3
	Inter-RAT Cell selection / from E-UTRA RRC_IDLE to HRPD Idle, when the serving cell becomes non-suitable (SServingCell<0)
	Rel-8
	Cxx
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.7
	Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to HRPD Idle – When HRPD cell is higher reselection priority than E-UTRA
	Rel-8
	Cxx
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.2.3.8
	Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to HRPD Idle – When HRPD is lower reselection priority than E-UTRA
	Rel-8
	Cxx
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	LAYER 2
	
	
	
	
	

	7.1.1.1
	CCCH mapped to UL SCH/ DL-SCH / Invalid LCID (Logical Channel ID)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<Text skipped>

	8.1.3.6
	RRC Connection Release: redirection from E-UTRAN to UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.9
	RRC Connection Release: redirection from E-UTRAN to CDMA2000-HRPD
	Rel-8
	Cxx
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.1.3.10
	RRC Connection Release: redirection from E-UTRAN to CDMA2000-1xRTT
	Rel-8
	Cyy
	UEs supporting E-UTRA and 1xRTT
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.2.1.1
	RRC Connection Reconfiguration / Radio Bearer Establishment for transition from RRC_Idle to RRC_CONNECTED: Success (Default bearer, early bearer establishment)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<Text skipped>

	8.3.2.4
	Measurement configuration control and reporting / inter RAT measurements: Periodic reporting (measurement of UTRAN cells)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.2.7
	Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of HRPD cells)
	Rel-8
	Cxx
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eFDD
	

	8.3.2.8
	Measurement configuration control and reporting / inter RAT measurements: periodic reporting (measurement of HRPD cells)
	Rel-8
	Cxx
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	

	
	
	
	
	
	pc_eFDD
	

	8.3.2.9
	Measurement configuration control and reporting / inter RAT measurements: event B2 (measurement of 1xRTT cells)
	Rel-8
	Cyy
	UEs supporting E-UTRA and 1xRTT
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8.3.3.1
	Measurement configuration control and reporting / SON / ANR: CGI reporting of E-UTRAN cell
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<Text skipped>
Table 4-1a: Applicability of tests Conditions

	C01
IF [8]A.1/1 OR [8]A.1/2 THEN R ELSE N/A

	C02
IF ([8]A.1/1 OR [8]A.1/2 OR [8]A.1/5) AND [8]A.3/1 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF (NOT A.4.2.1.1-1/1) THEN R ELSE N/A

	Cxx
IF A.4.1-1/x THEN R ELSE N/A

	Cyy
IF A.4.1-1/y THEN R ELSE N/A


<End of second modified section>
<Start of third modified section>
Annex A (normative):
ICS proforma for E-UTRA/EPC Generation User Equipment
Notwithstanding the provisions of the copyright clause related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

<Text skipped>

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	pc_eFDD
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	pc_eTDD
	

	x
	HRPD
	C.S0024-A
	Rel-8
	pc_HRPD
	

	y
	1xRTT
	C.S0002-A
	Rel-8
	pc_1xRTT
	


<End of third modified section>
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