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8.2.1.1.4
Test description

8.2.1.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Tables 8.2.1.1.3-2, 8.2.1.1.3-4, 8.2.1.1.3-6 and 8.2.1.1.3-8 as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1, 8.2.1.1.3-1, 8.2.1.1.3-3, 8.2.1.1.3-5 and 8.2.1.1.3-7 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.2.1.1.4.3.

8.2.1.1.4.2
Test procedure

1. Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 8.2.1.1.5-1, 8.2.1.1.5-2, 8.2.1.1.5-3 and 8.2.1.1.5-4 as appropriate. 

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

3. Repeat steps from 1 to 2 for each subtest in Tables 8.2.1.1.5-1, 8.2.1.1.5-2, 8.2.1.1.5-3 and 8.2.1.1.5-4 as appropriate.

{Unchanged sections clipped here}
8.2.1.2.4
Test description

8.2.1.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.2.3-2 as defined in TS 36.508 [7] clause 4.3.1.1.

1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2 or Figure A.11 for antenna configuration 4x2.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1 and 8.2.1.2.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2..

4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.2.1.2.4.3.

8.2.1.2.4.2
Test procedure

1. Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.2.5-1 as appropriate. 

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

3. Repeat steps from 1 to 2 for each test interval in Table 8.2.1.2.5-1 as appropriate..

{Unchanged sections clipped here}
8.2.1.3.4
Test description

8.2.1.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.3.3-1, as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 in clause FFS of this document]for antenna configuration 2x2 or Figure A.11 for antenna configuration 4x2.

2. The parameter settings for the cell are set up according to 8.2.1-1 and 8.2.1.3.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.2.1.3.4.3.

8.2.1.3.4.2
Test procedure

1. Set the parameters of the reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.2.1.3.5-1 as appropriate. 

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

3. Repeat steps from 1 to 2 for each test interval in Table 8.2.1.3.5-1 as appropriate.

{Unchanged sections clipped here}
8.2.1.4.4
Test description

8.2.1.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Tables 8.2.1.4.3-2 and 8.2.1.4.3-4 as defined in TS 36.508 [7] clause 4.3.1.1.

1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2 or Figure A.11 for antenna configuration 4x2.

2. The parameter settings for the cell are set up according to Tables 8.2.1-1, 8.2.1.4.3-1 and 8.2.1.4.3.-3 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.2.1.4.4.3.

8.2.1.4.4.2
Test procedure

1. Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.4.5-1 and 8.2.1.4.5-2 as appropriate.

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

3. Repeat steps from 1 to 2 for each test interval in Tables 8.2.1.4.5-1 and 8.2.1.4.5-2 as appropriate.

{Unchanged sections clipped here}
8.2.2.1.4
Test description

8.2.2.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range , as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Tables 8.2.2.1.3-2, 8.2.2.1.3-4, 8.2.2.1.3-6 and 8.2.2.1.3-8 as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2. The parameter settings for the cell are set up according to Tables 8.2.2-1, 8.2.2.1.3-1, 8.2.2.1.3-3, 8.2.2.1.3-5 and 8.2.2.1.3-7 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 clause FFS and receiving payload data from the SS. Message contents are defined in clause 8.2.2.1.4.3.

8.2.2.1.4.2
Test procedure

1. Set the parameters of the reference channel, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 8.2.2.1.5-1, 8.2.2.1.5-2 and 8.2.2.1.5-3 and 8.2.2.1.5-4 as appropriate.

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each subtest interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

3. Repeat steps from 1 to 2 for each subtest in Tables 8.2.2.1.5-1, 8.2.2.1.5-2 and 8.2.2.1.5-3 and 8.2.2.1.5-4 as appropriate.

{Unchanged sections clipped here}
8.2.2.2.4
Test description

8.2.2.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Table 8.2.2.2.3-2 as defined in TS 36.508 [7] clause 4.3.1.2
1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2 or Figure A.11 for antenna configuration 4x2.

2. The parameter settings for the cell are set up according to Tables 8.2.2-1 and 8.2.2.2.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 clause FFS and receiving payload data from the SS. Message contents are defined in clause 8.2.2.2.4.3.

8.2.2.2.4.2
Test procedure

1. Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table 8.2.2.2.5-1 as appropriate. 

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

3. Repeat steps from 1 to 2 for each test interval in Table 8.2.2.2.5-1 as appropriate.

{Unchanged sections clipped here}
8.2.2.3.4
Test description

8.2.2.3.4.1
Initial conditions

Test Environment: Normal,  as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Table 8.2.2.3.3-1 as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS,the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 in clause FFS of this document]for antenna configuration 2x2 or Figure A.11 for antenna configuration 4x2.

2. The parameter settings for the cell are set up according to Tables 8.2.2-1 and 8.2.2.3.3-1 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.2.2.3.4.3.

8.2.2.3.4.2
Test procedure

1. Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table 8.2.2.3.5-1 as appropriate. 

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

3. Repeat steps from 1 to 2 for each test interval in Table 8.2.2.3.5-1 as appropriate. 

{Unchanged sections clipped here}
8.2.2.4.4
Test description

8.2.2.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Tables 8.2.2.4.3-2 and 8.2.2.4.3-4 as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS, the faders and AWGN noise sources  to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2 or Figure A.11 for antenna configuration 4x2.

2. The parameter settings for the cell are set up according to Tables 8.2.2-1, 8.2.2.4.3-1 and 8.2.2.4.3-3 as appropriate.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.2.2.4.4.3.

8.2.2.4.4.2
Test procedure

1. Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.2.4.5-1 and 8.2.2.4.5-2 as appropriate.

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

3. Repeat steps from 1 to 2 for each test interval in Tables 8.2.2.4.5-1 and 8.2.2.4.5-2 as appropriate.

{Unchanged sections clipped here}
8.3.2.1.4
Test description

8.3.2.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Bandwidths to be tested: [10MHz: as specified in clause FFS of this document]

1. Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.9.

2. The parameter settings for the cell are set up according to [clause FFS in reference FFS].

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.3.2.1.4.3.

8.3.2.1.4.2
Test procedure

1. Set the parameters of the reference channel, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables [FFS] as appropriate. 

2. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3. 
3. Repeat steps from 1 to 2 for each test interval in Tables [FFS] as appropriate.

{Unchanged sections clipped here}
8.4.1.1.4
Test description

8.4.1.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1. 

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS to the UE antenna connector (s) as shown in Figure [FFS in clause FFS of this document].

2. The parameter settings for the cell are set up according to Table 8.4.1.1.3-1.

3. The downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.4.1.4.3.

8.4.1.1.4.2
Test procedure

[FFS]

{Unchanged sections clipped here}
8.4.2.1.4
Test description

8.4.2.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range , as defined in TS 36.508 [7] clause 4.3.1.1.
Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS to the UE antenna connector (s) as shown in Figure [FFS in clause FFS of this document].

2. The parameter settings for the cell are set up according to 8.4.2.1.3-1.

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.4.2.4.3.

8.4.2.1.4.2
Test procedure

[FFS]

{Unchanged sections clipped here}
8.5.1.1.4
Test description

8.5.1.1.4.1
Initial conditions

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1. Connect the SS to the UE antenna connector (s) as shown in Figure [FFS in clause FFS of this document].

2. The parameter settings for the cell are set up according to [clause FFS in reference FFS].

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 8.5.1.4.3.

8.5.1.1.4.2
Test procedure

[FFS]

{Unchanged sections clipped here}
8.5.2.1.4
Test description

8.5.2.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1
Frequencies to be tested: Mid Range , as defined in TS 36.508 [7] clause 4.3.1.1
Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1. Connect the SS to the UE antenna connector (s) as shown in Figure [FFS in clause FFS of this document].

2. The parameter settings for the cell are set up according to [clause FFS in reference FFS].

3. Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4. Propagation conditions are set according to Annex B clause B.0.
5. Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 clause FFS and receiving payload data from the SS. Message contents are defined in clause 8.5.1.4.3.

8.5.2.1.4.2
Test procedure

[FFS]

{Unchanged sections clipped here}
9.2.1.4

Test description

9.2.1.4.1
Initial conditions
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS to the UE antenna connector (s) as shown in Figure [FFS in clause FFS of this document].

2.
The parameter settings for the cell are set up according to Table 9.2.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B clause B.0.
5.
Ensure the UE is in State 4 according to TS 36.508 [Ref FFS] clause FFS and receiving payload data from the SS. Message contents are defined in clause 9.2.1.4.3.

9.2.1.4.2
Test procedure
[FFS]
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