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(

	In principle agreed CRs from RAN2#65bis
****************************

With the current wording in 36.304v8.5.0 in chapter 5.2.4.4 the UE is supposed to bar a frequency on Location Area reject when the LAI is contained in the “list of forbidden LA for roaming”.

The following scenario is not clearly covered in the specification:

For the case where the UE was previously rejected on a cell of F2 while normally being camped on F1 the UE shall run the 300s timer, but it is unclear if the UE discards the restriction of the frequency when being redirected by E-UTRAN to F2. It might happen that the UE will not perform a cell selection on the redirected frequency due to the running frequency barring.

Impact analysis

Impacted functionality:

Frequency barring by UE if highest ranked cell is not suitable. The change only impacts the corrected functionality.


Inter-operability: 

n/a
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	An additional clearance requirement is added in case the E-UTRAN redirects a UE to a frequency for which the 300s frequency barring timer is running.

	
	

	Consequences if 
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not approved:
	If the timer is not cleared on redirection by the E-UTRAN network it might happen that the UE will not perform a cell selection on the redirected frequency and thus not follow the redirection instruction by E-UTRAN.
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	Note: A similar CR is issued for UMTS 25.304.


START OF MODIFICATION

5.2.4.4

Highest ranked cells with cell reservations, access restrictions or unsuitable for normal camping

For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.4.6, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.

If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1, the UE shall not consider these as candidates for cell reselection. This limitation shall be removed when the highest ranked cell changes.
If the highest ranked cell is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE has to perform an any cell selection procedure any limitation shall be removed. If the UE is redirected under E-UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
If the highest ranked cell is an inter-RAT cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell as a candidate for reselection for a maximum of 300s. In case of UTRA further requirements are defined in the [8]. If the UE has to perform an any cell selection procedure any limitation shall be removed. If the UE is redirected under E-UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
If the highest ranked cell is a CSG cell which is not suitable due to the CSG ID not being present in the allowed CSG list of the UE, the UE shall not consider this cell as candidate for cell reselection but shall continue considering other cells on the same frequency for cell reselection.

END OF MODIFICATION
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