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8.2.2.2
Transmit diversity performance

The requirements are specified in Table 8.2.2.2-2, with the addition of the parameters in Table 8.2.2.2-1 and the downlink physical channel setup according to table [in Annex C.3.2]. The purpose is to verify the performance of transmit diversity (SFBC) with 2 and 4 transmitter antennas.
Table 8.2.2.2-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Test [7.1-7-3] 

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)
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at antenna port
	dBm/15kHz
	-98

	Note 1:
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Table 8.2.2.2-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	[7.1]
	10 MHz

16QAM 1/2
	[R.11 TDD]
	EVA5
	2x2 Medium
	70
	6.8
	

	[7.2]
	10 MHz

QPSK 1/3
	[R.10 TDD]
	HST
	2x2 Low
	70
	-2.3
	

	[7.3]
	1.4 MHz QPSK 1/3
	[R.12 TDD]
	EPA5
	4x2 Medium
	70
	-0.2
	


8.2.2.3
Open-loop spatial multiplexing performance

The requirements are specified in Table 8.2.2.3-2, with the addition of the parameters in Table 8.2.2.3-1 and the downlink physical channel setup according to table [in Annex C.3.2]. The purpose is to verify the performance of large delay CDD with 2 and 4 transmitter antennas.
Table 8.2.2.3-1: Test Parameters for Large Delay CDD (FRC)

	Parameter
	Unit
	Test [6.1]
	Test [6.2]
	

	Downlink power allocation
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	dB
	-3
	-6
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	dB
	-3 (Note 1)
	-6 (Note 1)
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	Note 1:
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Table 8.2.2.3-2: Minimum performance Large Delay CDD (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	[6.1]
	10 MHz

16QAM 1/2
	[R.11 TDD]
	EVA70
	2x2 Low
	70
	13.1
	

	[6.2]
	10 MHz

16QAM 1/2
	[R.14 TDD]
	EVA70
	4x2 Low
	70
	14.2 
	


8.2.2.4


Closed-loop spatial multiplexing performance

8.2.2.4.1
Minimum Requirement Single-Layer Spatial Multiplexing

The requirements are specified in Table 8.2.2.4.1-2, with the addition of the parameters in Table 8.2.2.4.1-1 and the downlink physical channel setup according to table [in Annex C.3.2]. The purpose of these tests is to verify the closed loop rank-one performance with wideband and frequency selective precoding.
Table 8.2.2.4.1-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC)
	Parameter
	Unit
	Test [4.1]
	Test [4.2]
	Test [4.3]

	Downlink power allocation
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	dB
	-3
	-3
	-6
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-6 (Note 1)
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at antenna port
	dBm/15kHz
	-98
	-98
	-98

	Precoding granularity
	PRB
	6
	50
	6

	PMI delay (Note 2)
	ms
	6
	6
	6

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)



Table 8.2.2.4.1-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	[4.1]
	10 MHz

QPSK 1/3
	[R.10 TDD]
	EVA5
	2x2 Low
	70
	-3.1
	

	[4.2]
	10 MHz

QPSK 1/3
	[R.10 TDD]
	EPA5
	2x2 High
	70
	-3.3
	

	[4.3]
	10 MHz QPSK 1/3
	[R.13 TDD]
	EVA5
	4x2 Low
	70
	-3.7
	


8.2.2.4.2
Minimum Requirement Multi-Layer Spatial Multiplexing

The requirements are specified in Table 8.2.2.4.2-2, with the addition of the parameters in Table 8.2.2.4.2-1 and the downlink physical channel setup according to table [in Annex C.3.2]. The purpose of these tests is to verify the closed loop rank-two performance with wideband and frequency selective precoding.
Table 8.2.2.4.2-1: Test Parameters for Multi-Layer Spatial Multiplexing (FRC)
	Parameter
	Unit
	Test [5.1]
	Test [5.2]
	Test [5.3]

	Downlink power allocation
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	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-6 (Note 1)
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at antenna port
	dBm/15kHz
	-98
	-98
	-98

	Precoding granularity
	PRB
	50
	50
	6

	PMI delay (Note 2)
	ms
	6
	6
	6

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


Table 8.2.2.4.2-2: Minimum performance Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	[5.1]
	10 MHz

16QAM 1/2
	[R.11 TDD]
	EVA5
	2x2 Low
	70
	12.8
	

	[5.2]
	10 MHz

16QAM 1/2
	[R.11 TDD]
	ETU70
	2x2 Low
	70
	13.9
	

	[5.3]
	10 MHz 16QAM 1/2
	[R.14 TDD]
	EVA5
	4x2 Low
	70
	10.7
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