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Agenda item 8.1.4
CRs for 36.101: LTE UE correction on miscellaneous requirements 

These CRs are available in package RP-090543
	Tdoc
	Rel
	'Title'
	Source
	Spec
	Cr number
	Cat

	R4-091638
	Rel-8
	Requirements for frequency-selective fading test. (Technically Endorsed CR in R4-50bis - R4-091505)
	Ericsson
	36.101
	183
	F

	R4-091861
	Rel-8
	CQI requirements under AWGN conditions
	Ericsson
	36.101
	199
	F

	R4-091961
	Rel-8
	Adaptation of UL-RMC-s for supporting more UE categories
	Rohde&Schwarz
	36.101
	188r1
	F

	R4-092041
	Rel-8
	Correction of the LTE UE downlink reference measurement channels
	Rohde&Schwarz, Nokia, Qualcomm
	36.101
	193r1
	F

	R4-092103
	Rel-8
	Requirements for frequency non-selective fading tests. (Technically Endorsed CR in R4-50bis - R4-091506)
	Ericsson
	36.101
	184r1
	F

	R4-092104
	Rel-8
	Requirements for PMI reporting. (Technically Endorsed CR in R4-50bis - R4-091510)
	Ericsson
	36.101
	185r1
	F

	R4-092107
	Rel-8
	Correction to DL RMC-s for Maximum input level for supporting more UE-Categories
	Rohde&Schwarz
	36.101
	221r1
	F

	R4-091918
	Rel-8
	Addition of 15 MHz and 20 MHz bandwidths into band 38
	Motorola, CMCC, Orange
	36.101
	216
	F
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