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RP-090637: R3 CR Pack of LTE interfaces CRs #2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090637
	R3-091409
	Clarification of UE Capability Info Indication
	36.413
	0507
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091405
	Clarify eNB may send Release msg rather than RRC Reject msg on receiving OVERLOAD Start msg
	36.413
	0482
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091403
	Clarify reporting of duplicate E-RABs in E-RAB RESPONSE
	36.413
	0480
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091436
	Correction of RAN#43 CR implementation
	36.413
	0512
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091144
	Correction of security parameters
	36.413
	0468
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091435
	Editorial Updates
	36.413
	0504
	2
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091456
	Emergency call Indicator during CS Fallback
	36.413
	0463
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091419
	Explicitly allow TRACE START to be the first VE-associated message received at the eNB
	36.413
	0510
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091498
	Mandatory UE History Information IE in HANDOVER REQUIRED For Inter-RAT HO from E-UTRAN to UMTS
	36.413
	0500
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8


