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Overview of RAN2 CRs for RAN #45 (Seville):
	spec
	REL-4
	REL-5
	REL-6
	REL-7
	REL-8
	REL-9
	CRs
	specs

	25.302
	-
	-
	-
	1
	1
	- **
	2
	2

	25.304
	-
	-
	-
	1
	2
	- **
	3
	2

	25.306
	-
	-
	-
	3
	4
	3
	10
	3

	25.307
	1
	1
	1
	1
	1
	1
	6
	6

	25.308
	-
	-
	-
	-
	2
	3
	5
	2

	25.319
	-
	-
	-
	-
	1
	2
	3
	2

	25.321
	-
	-
	-
	3
	10 (+1)
	1
	14 (+1)
	3

	25.322
	-
	-
	-
	-
	2
	- **
	2
	1

	25.331
	-
	-
	3
	16 (+5)
	46 (+6)
	4
	69 (+11)
	4

	25.367
	-
	-
	-
	-
	1
	2
	3
	2

	25.993
	-
	-
	-
	-
	1
	- **
	1
	1

	36.300
	-
	-
	-
	-
	7
	21
	28
	2

	36.304
	-
	-
	-
	-
	3
	3
	6
	2

	36.306
	-
	-
	-
	-
	1
	- **
	1
	1

	36.321
	-
	-
	-
	-
	4
	2
	6
	2

	36.322
	-
	-
	-
	-
	1
	- **
	1
	1

	36.331
	-
	-
	-
	-
	14
	7
	21
	2

	UTRA
	1
	1
	4
	25 (+5)
	71 (+7)
	16
	118 (+12)
	28

	LTE
	0
	0
	0
	0
	30
	33
	63
	10

	total
	1
	1
	4
	25 (+5)
	101 (+7)
	49
	181 (+12)
	38


**: REL-9 spec will not be introduced after RAN #45

( ): company contributions (as far as aware of)
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Only RAN2 CRs submitted to RAN, all Categories & Releases
7.3.3 Approval of CRs to Rel-99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs
RP-090900
TEI6 cat.F CRs and corresponding cat.A CRs
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095122
	Clarification on Inter-frequency RACH reporting quantity for TDD
	ZTE
	25.331
	3791
	-
	F
	REL-6
	6.22.0
	6.23.0
	TEI6

	R2-095123
	Clarification on Inter-frequency RACH reporting quantity for TDD
	ZTE
	25.331
	3802
	-
	A
	REL-7
	7.13.0
	7.14.0
	TEI6

	R2-095124
	Clarification on Inter-frequency RACH reporting quantity for TDD
	ZTE
	25.331
	3803
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI6

	R2-095386
	RLC Size - SizeInfoType2 correction
	Research In Motion UK Limited
	25.331
	3799
	-
	F
	REL-6
	6.22.0
	6.23.0
	TEI6

	R2-095387
	RLC Size - SizeInfoType2 correction
	Research In Motion UK Limited
	25.331
	3816
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI6

	R2-095388
	RLC Size - SizeInfoType2 correction
	Research In Motion UK Limited
	25.331
	3817
	-
	A
	REL-7
	7.13.0
	7.14.0
	TEI6

	R2-095047
	E-AGCH channel and E_RNTI variable corrections
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3805
	-
	F
	REL-6
	6.22.0
	6.23.0
	TEI6

	R2-095048
	E-AGCH channel and E_RNTI variable corrections
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3806
	-
	A
	REL-7
	7.13.0
	7.14.0
	TEI6

	R2-095049
	E-AGCH channel and E_RNTI variable corrections
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3807
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI6


RP-090901
TEI7 cat.F CRs and corresponding cat.A CRs as well as cat.C CRs
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095068
	Applicability of EHPLMN to 'reserved for operator use' barring
	Infineon Technologies
	25.304
	0214
	-
	F
	REL-7
	7.7.0
	7.8.0
	TEI7

	R2-095069
	Applicability of EHPLMN to 'reserved for operator use' barring
	Infineon Technologies
	25.304
	0215
	-
	A
	REL-8
	8.6.0
	8.7.0
	TEI7

	R2-095290
	Correction to MAC-c/sh/m details
	LG Electronics Inc.
	25.321
	0555
	1
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095291
	Correction to MAC-c/sh/m details
	LG Electronics Inc.
	25.321
	0556
	1
	A
	REL-8
	8.6.0
	8.7.0
	TEI7

	R2-095066
	Missing RRC messages in RRC procedure performance values section
	Alcatel-Lucent
	25.331
	3703
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-094970
	Missing RRC messages in RRC procedure performance values section
	Alcatel-Lucent
	25.331
	3704
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095250
	Clarification of multi-frequency info for 1.28Mcps TDD
	CATT
	25.331
	3748
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095131
	Clarification of multi-frequency info for 1.28Mcps TDD
	CATT
	25.331
	3749
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095379
	Enhancing the Category Handling in UMTS
	Qualcomm Europe, Ericsson, Huawei, ST Ericsson, Samsung
	25.306
	0244
	-
	C
	REL-7
	7.9.0
	7.10.0
	TEI7

	R2-095385
	Enhancing the Category Handling in UMTS
	Qualcomm Europe, Ericsson, Huawei, ST Ericsson, Samsung
	25.306
	0246
	-
	C
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095293
	Enhancing the Category Handling in UMTS
	Qualcomm Europe, Ericsson, Huawei, ST Ericsson, Samsung
	25.331
	3812
	-
	C
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095294
	Enhancing the Category Handling in UMTS
	Qualcomm Europe, Ericsson, Huawei, ST Ericsson, Samsung
	25.331
	3813
	-
	C
	REL-8
	8.7.0
	8.8.0
	TEI7


RP-090902
TEI7 CRs on making some features optional
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095064
	Making feature “Using special value of HE field to indicate end of an SDU for RLC AM” optional,  and octet aligned HS-DSCH transport block table optional for non-64QAM UEs
	Ericsson, ST-Ericsson, Qualcomm Europe
	25.306
	0243
	-
	F
	REL-7
	7.9.0
	7.10.0
	TEI7

	R2-095065
	Making features “Using special value of HE field to indicate end of an SDU for RLC AM” optional, “Removing the constraint that the same HS-SCCH should be used in contiguous TTIs” and octet aligned HS-DSCH transport block table optional for non-64QAM UEs
	Ericsson, ST-Ericsson, Qualcomm Europe
	25.306
	0232
	-
	F
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095062
	Making feature “Using special value of HE field to indicate end of an SDU for RLC AM” optional and octet aligned HS-DSCH transport block table optional for non-64QAM UEs
	Ericsson, ST-Ericsson, Qualcomm Europe
	25.331
	3724
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095259
	Making features “Using special value of HE field to indicate end of an SDU for RLC AM” optional, octet aligned HS-DSCH transport block table optional for non-64QAM UEs and “Removing the constraint that the same HS-SCCH should be used in contiguous TTIs” optional
	Ericsson, ST-Ericsson, Qualcomm Europe
	25.331
	3728
	1
	F
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095078
	25.321 Feature to be made optional in release 7: SI trigger when grant <> 0
	Qualcomm Europe
	25.321
	0545
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095079
	25.321 Feature to be made optional in release 7: SI trigger when grant <> 0 - Rel-8 shadow
	Qualcomm Europe
	25.321
	0546
	-
	A
	REL-8
	8.6.0
	8.7.0
	TEI7

	R2-095251
	25.331 Features to be made optional in release 7: F-DPCH, Wait Time to CUC, Using special value of HE field to indicate end of an SDU for RLC AM
	Qualcomm Europe
	25.331
	3758
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7, RANimp-RABSE-CodeOptFDD

	R2-095252
	25.331 Features to be made optional in release 7: F-DPCH, Wait Time to CUC, Using special value of HE field to indicate end of an SDU for RLC AM - Rel-8 shadow
	Qualcomm Europe
	25.331
	3759
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI7, RANimp-RABSE-CodeOptFDD

	R2-095174
	Making feature “Two DRX schemes in URA_PCH and CELL_PCH” optional
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3763
	1
	F
	REL-7
	7.13.0
	7.14.0
	TEI7

	R2-095260
	Making feature “Two DRX schemes in URA_PCH and CELL_PCH” optional
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3764
	1
	A
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095357
	Making the bit of feature "UEA2/UIA2" reformulated
	NTT DOCOMO
	25.331
	3814
	-
	A
	REL-8
	8.7.0
	8.8.0
	TEI7

	R2-095375
	Making the bit of feature "UEA2/UIA2" reformulated
	NTT DOCOMO
	25.331
	3815
	-
	F
	REL-7
	7.13.0
	7.14.0
	TEI7


note: Company contributions available in RP-090898 to replace R2-095174 and RP-090899 to replace R2-095260.
RP-090903
REL-7 cat.F and corresponding cat.A CRs for 1.28 Mcps TDD Enhanced Uplink: Layer 2 and 3 Protocol Aspects
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095125
	Modication of E-DCH configuration elements for LCR TDD
	New Postcom
	25.321
	0542
	1
	F
	REL-7
	7.13.0
	7.14.0
	LCRTDD-EDCH-L23

	R2-095126
	Modication of E-DCH configuration elements for LCR TDD
	New Postcom
	25.321
	0543
	1
	A
	REL-8
	8.6.0
	8.7.0
	LCRTDD-EDCH-L23

	R2-095127
	Clarification on the Power Resource Related Information of 1.28Mcps TDD
	ZTE
	25.331
	3777
	-
	F
	REL-7
	7.13.0
	7.14.0
	LCRTDD-EDCH-L23

	R2-095128
	Clarification on the Power Resource Related Information of 1.28Mcps TDD
	ZTE
	25.331
	3778
	-
	A
	REL-8
	8.7.0
	8.8.0
	LCRTDD-EDCH-L23

	R2-095129
	Clarification on the configuration of T-SI-NST for 1.28Mcps TDD
	ZTE
	25.331
	3779
	-
	F
	REL-7
	7.13.0
	7.14.0
	LCRTDD-EDCH-L23

	R2-095130
	Clarification on the configuration of T-SI-NST for 1.28Mcps TDD
	ZTE
	25.331
	3780
	-
	A
	REL-8
	8.7.0
	8.8.0
	LCRTDD-EDCH-L23


RP-090904
REL-7 cat.F and corresponding cat.A CRs for MIMO - Layer 2,3 aspects
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095056
	Introduction of Rel-7 HSDPA MIMO for FDD
	Infineon Technologies
	25.302
	0187
	-
	F
	REL-7
	7.6.0
	7.7.0
	MIMO-L23

	R2-095057
	Introduction of Rel-7 HSDPA MIMO for FDD
	Infineon Technologies
	25.302
	0188
	-
	A
	REL-8
	8.3.0
	8.4.0
	MIMO-L23

	R2-095058
	Correction to the description of MIMO parameters
	Huawei
	25.331
	3753
	-
	F
	REL-7
	7.13.0
	7.14.0
	MIMO-L23

	R2-095269
	Correction to the description of MIMO parameters
	Huawei
	25.331
	3754
	-
	A
	REL-8
	8.7.0
	8.8.0
	MIMO-L23


note: Company contributions on same WI (but not related to the CRs above) in RP-090838 - RP-090843.
RP-090905
REL-7 cat.F and corresponding cat.A CR for Continuous connectivity for packet data users
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095053
	Correction to HS-SCCH less operation (Rel-7)
	ASUSTeK
	25.331
	3707
	-
	F
	REL-7
	7.13.0
	7.14.0
	RANimp-CPC

	R2-095054
	Correction to HS-SCCH less operation (Rel-8)
	ASUSTeK
	25.331
	3708
	-
	A
	REL-8
	8.7.0
	8.8.0
	RANimp-CPC


RP-090908
REL-7 cat.F and corresponding cat.A CRs for E-DCH TTI restriction for 16QAM
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095270
	E-DCH TTI restriction for 16QAM
	Infineon Technologies
	25.306
	0227
	1
	F
	REL-7
	7.9.0
	7.10.0
	RANimp-16QamUplink

	R2-095271
	E-DCH TTI restriction for 16QAM
	Infineon Technologies
	25.306
	0228
	1
	A
	REL-8
	8.7.0
	8.8.0
	RANimp-16QamUplink

	R2-095272
	E-DCH TTI restriction for 16QAM
	Infineon Technologies
	25.331
	3716
	1
	F
	REL-7
	7.13.0
	7.14.0
	RANimp-16QamUplink

	R2-095273
	E-DCH TTI restriction for 16QAM
	Infineon Technologies
	25.331
	3717
	1
	A
	REL-8
	8.7.0
	8.8.0
	RANimp-16QamUplink


7.3.4.1 CR for LTE: 3G Long Term Evolution: Radio Interface Layer 2 and 3 Protocol Aspects
RP-090906
REL-8 LTE CRs and corresponding REL-9 cat.A CRs
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095014
	Correction for  the value range of threshold other system in case E-UTRA measurement Alt1
	NTT DOCOMO
	25.331
	3700
	1
	F
	REL-8
	8.7.0
	8.8.0
	LTE-L23

	R2-095090
	Inconsistency between ASN.1 and Tabular format of E-UTRA target info
	Panasonic
	25.331
	3701
	-
	F
	REL-8
	8.7.0
	8.8.0
	LTE-L23

	R2-095178
	Clarification on signalling connection initialisation upon HO to UTRAN
	HTC Corporation
	25.331
	3702
	3
	F
	REL-8
	8.7.0
	8.8.0
	LTE-L23

	R2-095358
	Clarification on key mapping and storing after successful handover from EUTRAN
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3762
	1
	F
	REL-8
	8.7.0
	8.8.0
	LTE-L23

	R2-094152
	Correction regarding SRVCC
	Samsung
	36.300
	0105
	-
	F
	REL-8
	8.9.0
	8.10.0
	LTE-L23

	R2-095200
	Correction regarding SRVCC
	Samsung
	36.300
	0106
	1
	A
	REL-9
	9.0.0
	9.1.0
	LTE-L23

	R2-094154
	Clarification on UE behaviour in case of L2 buffer overflow
	Alcatel-Lucent
	36.300
	0107
	-
	F
	REL-8
	8.9.0
	8.10.0
	LTE-L23

	R2-094155
	Clarification on UE behaviour in case of L2 buffer overflow
	Alcatel-Lucent
	36.300
	0108
	-
	A
	REL-9
	9.0.0
	9.1.0
	LTE-L23

	R2-094156
	Removal of MBMS
	LG Electronics Inc.
	36.300
	0109
	-
	F
	REL-8
	8.9.0
	8.10.0
	LTE-L23

	R2-095206
	Corrections to ECGI Specification
	Huawei
	36.300
	0125
	-
	F
	REL-8
	8.9.0
	8.10.0
	LTE-L23

	R2-095207
	Corrections to ECGI Specification
	Huawei
	36.300
	0129
	-
	A
	REL-9
	9.0.0
	9.1.0
	LTE-L23

	R2-094165
	Clarification on cell status and cell reservations
	Nokia Corporation, Nokia Siemens Networks
	36.304
	0085
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095310
	Correction on Cell reserved for operators use
	Nokia Corporation
	36.304
	0089
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095013
	clarifications for manual CSG ID selection
	Huawei
	36.304
	0094
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23 (HNB)

	R2-095155
	Unit for "Total layer 2 buffer size"
	NTT DOCOMO, Alcatel-Lucent, Ericsson, ST-Ericsson, Nokia Siemens Networks
	36.306
	0023
	-
	F
	REL-8
	8.4.0
	8.5.0
	LTE-L23

	R2-094167
	Correction to NDI semantics
	Ericsson, ST-Ericsson
	36.321
	0379
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095152
	Minor corrections to 36.321
	ASUSTeK
	36.321
	0380
	1
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095156
	UE behaviour when MBSFN subframe and a configured downlink assignment collide
	Samsung, Huawei
	36.321
	0381
	2
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095154
	Correction to HARQ process ID for DL SPS retransmissions
	Ericsson, ST-Ericsson
	36.321
	0399
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-094170
	Possible misinterpretation on incrementing RETX_COUNT
	Nokia Corporation, Nokia Siemens
	36.322
	0084
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-094171
	Proposed update of the feature grouping
	Nokia Corporation, Nokia Siemens Networks, DOCOMO, Panasonic
	36.331
	0200
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-094172
	Clarification on measurement object configuration for serving frequency
	NTT DOCOMO, Panasonic, Samsung, Alcatel-Lucent
	36.331
	0201
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-094173
	Correction regarding SRVCC
	Samsung
	36.331
	0202
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-094174
	Indication of DRB Release during HO
	CATT
	36.331
	0203
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095210
	Correction regarding application of dedicated resource configuration upon handover
	Samsung
	36.331
	0204
	1
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-094176
	REL-9 protocol extensions in RRC
	Samsung
	36.331
	0205
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-094177
	In-order delivery of NAS PDUs at RRC connection reconfiguration
	Ericsson, ST-Ericsson
	36.331
	0206
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-094178
	Correction on Threshold of Measurement Event
	CATT
	36.331
	0207
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095211
	Clarification on dedicated resource of RA procedure
	ASUSTeK
	36.331
	0210
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095323
	Cell barring when MasterInformationBlock or SystemInformationBlock1 is missing
	Nokia Corporation, Nokia Siemens Networks
	36.331
	0213
	1
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095216
	Clarification on supported handover types in feature grouping
	Alcatel-Lucent
	36.331
	0224
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095322
	Handling of unsupported / non-comprehended frequency band and emission requirement
	Qualcomm Europe
	36.331
	0250
	1
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23

	R2-095217
	RB combinations in feature group indicator 20
	Motorola, Deutsche Telekom, Nokia Siemens Networks
	36.331
	0251
	-
	F
	REL-8
	8.6.0
	8.7.0
	LTE-L23


7.3.4.2 Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-090907
REL-8 CR to make E-DPCCH power boosting optional
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095080
	25.331 Features to be made optional in release 8: E-DPCCH power boosting
	Qualcomm Europe
	25.331
	3760
	-
	F
	REL-8
	8.7.0
	8.8.0
	EDCH-L23


RP-090909
TEI8 cat.F CRs
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095146
	Correction to Serving_Grant determination in case UE received a Non-serving Relative Grant “DOWN”
	Nokia Corporation, Nokia Siemens Networks
	25.321
	0547
	-
	F
	REL-8
	8.6.0
	8.7.0
	TEI8

	R2-095084
	Clarification to LI setting after Timer_Discard expiry when alternative e-bit is used
	Nokia Corporation, Nokia Siemens Networks
	25.322
	0368
	-
	F
	REL-8
	8.5.0
	8.6.0
	TEI8

	R2-095276
	Clarification for UE behaviour on RLC unrecoverable error when UE has not received L2 Ack for a  Reconfig Complete msg
	Qualcomm Europe
	25.331
	3742
	-
	F
	REL-8
	8.7.0
	8.8.0
	TEI8

	R2-095180
	25.331 on Addition of LCR TDD R8 extend capability info in Inter-RAT Handover info
	TD Tech
	25.331
	3792
	1
	F
	REL-8
	8.7.0
	8.8.0
	TEI8

	R2-095067
	Missing RRC messages in RRC procedure performance values section
	Alcatel-Lucent
	25.331
	3800
	-
	F
	REL-8
	8.7.0
	8.8.0
	TEI8


RP-090910
REL-8 and REL-9 cat.A CRs for Enhanced CELL_FACH state in 1.28 Mcps TDD
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095135
	Clarification on UE category of enhanced CELL_FACH for 1.28Mcps TDD
	CATT
	25.306
	0233
	1
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-EnhState1.28TDD

	R2-095136
	Clarification on UE category of enhanced CELL_FACH for 1.28Mcps TDD
	CATT
	25.321
	0541
	1
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-EnhState1.28TDD

	R2-095176
	Clarification on E-RUCCH related operation in enhanced CELL_FACH state for 1.28 Mcps TDD
	CATT
	25.319
	0040
	1
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-EnhState1.28TDD

	R2-095275
	Clarification on E-RUCCH related operation in enhanced CELL_FACH state for 1.28 Mcps TDD
	CATT
	25.319
	0044
	1
	A
	REL-9
	9.0.0
	9.1.0
	RANimp-EnhState1.28TDD

	R2-095175
	Clarification on common E-DCH MAC flow configuration in enhanced CELL_FACH for 1.28 Mcps TDD
	CATT
	25.331
	3743
	1
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-EnhState1.28TDD

	R2-095133
	Correction to periodical cell update for 1.28 Mcps TDD
	CATT
	25.331
	3745
	1
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-EnhState1.28TDD

	R2-095137
	Clarification on UE category of enhanced CELL_FACH for 1.28Mcps TDD
	CATT
	25.331
	3747
	1
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-EnhState1.28TDD

	R2-095138
	Clarification on fach measurement occasion for 1.28Mcps TDD
	ZTE
	25.331
	3781
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-EnhState1.28TDD


note: Company contribution RP-090937 is adding REL-8 25.321 CR to the two 25.319 CRs above.
RP-090911
REL-8 and REL-9 cat.A CRs for Support of UTRA HNB
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095012
	clarifications for manual CSG ID selection
	Huawei
	25.304
	0220
	-
	F
	REL-8
	8.6.0
	8.7.0
	HNB-supp

	R2-095094
	Corrections related to CSG
	NEC
	25.331
	3710
	-
	F
	REL-8
	8.7.0
	8.8.0
	HNB-supp

	R2-095095
	Correction to manual CSG ID selection_25.367CR(R8)
	Huawei
	25.367
	0007
	-
	F
	REL-8
	8.1.0
	8.2.0
	HNB-supp

	R2-095096
	Correction to manual CSG ID selection_25.367CR(R9)
	Huawei
	25.367
	0008
	-
	A
	REL-9
	9.0.0
	9.1.0
	HNB-supp


RP-090912
REL-8 CRs on Dual-Cell HSDPA operation on adjacent carriers
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095075
	Corrections to handling of secondary cell HS-DSCH information in DC-HSDPA
	Infineon Technologies
	25.331
	3705
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-DCHSDPA

	R2-095148
	Dual Cell HSDPA: clarification of setting of variable SECONDARY_CELL_HS_DSCH_RECEPTION
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3719
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-DCHSDPA

	R2-095277
	Clarification of H-ARQ Info for DC-HSDPA
	Qualcomm Europe
	25.331
	3735
	1
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-DCHSDPA

	R2-095241
	Correction in the use of H-RNTI for the secondary cell of Dual Cell HSDPA operation
	Qualcomm Europe
	25.331
	3736
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-DCHSDPA


RP-090913
REL-8 CRs for Enhanced Uplink for CELL_FACH State in FDD
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095086
	Corrections to Enhanced Uplink procedure in CELL_FACH state and Idle mode for FDD
	Infineon Technologies
	25.321
	0527
	-
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-UplinkEnhState

	R2-095087
	Enhanced Uplink in CELL_FACH and Idle mode: ACK/NACK for BCCH and max. CCH resource allocation start time.
	Nokia Corporation, Nokia Siemens Networks
	25.321
	0530
	-
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-UplinkEnhState

	R2-095289
	Corrections to Enhanced Uplink in CELL_FACH state and Idle mode
	LG Electronics Inc.
	25.321
	0551
	1
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-UplinkEnhState

	R2-095147
	Scheduling method in CELL_FACH state
	LG Electronics Inc.
	25.321
	0557
	-
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-UplinkEnhState

	R2-095088
	Inconsistency with ASN.1 for TVM for Enhanced UL for CELL_FACH
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3722
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-UplinkEnhState


RP-090914
REL-8 and REL-9 cat.A CRs for HS-DSCH Serving Cell Change Enhancements
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095092
	Missing message in sequence diagram for Inter-Node B serving HS-DSCH cell change with target cell pre-configuration
	Alcatel-Lucent
	25.308
	0067
	-
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-HSDSCH

	R2-095093
	Missing message in sequence diagram for Inter-Node B serving HS-DSCH cell change with target cell pre-configuration
	Alcatel-Lucent
	25.308
	0068
	-
	A
	REL-9
	9.0.0
	9.1.0
	RANimp-HSDSCH

	R2-095381
	Correction to the reception of a Target cell HS-SCCH order
	ASUSTeK
	25.331
	3709
	1
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-HSDSCH


RP-090915
REL-8 CRs on Security threat with duplicate detection for ETWS
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095016
	Security threat with duplicate detection for ETWS
	Ericsson, ST-Ericsson
	25.331
	3750
	-
	F
	REL-8
	8.7.0
	8.8.0
	ETWS

	R2-095017
	Security threat with duplicate detection for ETWS
	Ericsson, ST-Ericsson
	36.331
	0218
	-
	F
	REL-8
	8.6.0
	8.7.0
	ETWS


RP-090916
REL-7 and REL-8 CRs on CS Voice Service over HSPA
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095082
	Actions upon CS over HSPA is configured in 'RB information to setup' IE
	Infineon Technologies
	25.331
	3713
	-
	F
	REL-8
	8.7.0
	8.8.0
	RInImp8-CsHspa

	R2-095083
	Validation of PDCP configuration in case of CS voice over HSPA
	Infineon Technologies
	25.331
	3715
	-
	F
	REL-8
	8.7.0
	8.8.0
	RInImp8-CsHspa

	R2-095081
	Correction to response message of Cell Update Confirm message in case of Voice Type Transition i.e. “CS over HSPA” to “CS over DCH” or vice-versa
	Qualcomm Europe
	25.331
	3738
	-
	F
	REL-8
	8.7.0
	8.8.0
	RInImp8-CsHspa

	R2-095297
	CS voice over HSPA UE capability in RRC CONNECTION REQUEST
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3770
	-
	F
	REL-7
	7.13.0
	7.14.0
	RInImp8-CsHspa

	R2-095298
	CS voice over HSPA UE capability in RRC CONNECTION REQUEST
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3769
	-
	F
	REL-8
	8.7.0
	8.8.0
	RInImp8-CsHspa

	R2-095085
	CS over HSPA RAB combinations adding
	Nokia Siemens Networks, Nokia Corporation
	25.993
	0114
	-
	F
	REL-8
	8.2.0
	8.3.0
	RInImp8-CsHspa


note:

Company contribution available in RP-090897 to replace R2-095297.


This is a REL-7 CR to a REL-8 WI (in order to allow UEs to indicate that they support this feature already in REL-7).
RP-090917
REL-8 CRs on Improved L2 for uplink
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095072
	Clarification of Iub bearer indication
	Nokia Corporation, Nokia Siemens networks
	25.321
	0529
	-
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-UplinkL2dataRates

	R2-095140
	Clarification on minimum PDU size
	Nokia Corporation, Nokia Siemens Networks
	25.322
	0366
	-
	F
	REL-8
	8.5.0
	8.6.0
	RANimp-UplinkL2dataRates

	R2-095073
	Clarification that a configuration with simultaneous RB mapping options for mac-is/i and mac-es/e is invalid
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3718
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-UplinkL2dataRates

	R2-095074
	Ambiguity on the RLC PDU type of SRB
	Huawei
	25.331
	3755
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-UplinkL2dataRates

	R2-095076
	Clarification that DDI is not used with mac-i/is configuration
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3765
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-UplinkL2dataRates

	R2-095077
	Clarification on Scheduling Information transmission
	InterDigital
	25.331
	3785
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-UplinkL2dataRates


RP-090918
REL-8 CR on Correction regarding SRVCC for HSPA VoIP to WCDMA/GSM CS continuity
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095091
	Correction regarding SRVCC
	Samsung
	25.331
	3761
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-HSPAVoIP


7.4.4.1 CR for LTE: 3G Long Term Evolution: eUTRAN interfaces
RP-090919
REL-8 and cat.A REL-9 CRs for TS 36.300 for LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095361
	Addition of missing Resource Status Reporting procedures (contact: Ericsson)
	RAN3
	36.300
	0131
	-
	F
	REL-8
	8.9.0
	8.10.0
	LTE-interfaces

	R2-095362
	Addition of missing Resource Status Reporting procedures (contact: Ericsson)
	RAN3
	36.300
	0132
	-
	A
	REL-9
	9.0.0
	9.1.0
	LTE-interfaces

	R2-095366
	Handling of Radio Link Failure and S1 UE Context Release Request (contact: Alcatel-Lucent, Ericsson)
	RAN3
	36.300
	0135
	-
	F
	REL-8
	8.9.0
	8.10.0
	LTE-interfaces

	R2-095372
	Handling of Radio Link Failure and S1 UE Context Release Request (contact: Alcatel-Lucent, Ericsson)
	RAN3
	36.300
	0141
	-
	A
	REL-9
	9.0.0
	9.1.0
	LTE-interfaces

	R2-095370
	Introduction of informative text on Initial Context Setup failure (contact: Motorola)
	RAN3
	36.300
	0139
	-
	F
	REL-8
	8.9.0
	8.10.0
	LTE-interfaces

	R2-095373
	Introduction of informative text on Initial Context Setup failure (contact: Motorola)
	RAN3
	36.300
	0142
	-
	A
	REL-9
	9.0.0
	9.1.0
	LTE-interfaces


8.1 Continuous Connectivity for packet data users for 1.28Mcps TDD
RP-090920
RAN2 REL-8 CRs for Continuous Connectivity for packet data users for 1.28Mcps TDD
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095143
	25.308, F, Correction on HS-DSCH semi-persistent scheduling transmission in 1.28Mcps TDD
	TD Tech
	25.308
	0075
	-
	F
	REL-8
	8.6.0
	8.7.0
	RANimp-LCRCPC

	R2-095141
	Corrections to the CONTROL_CHANNEL_DRX_STATUS of 1.28Mcps TDD
	ZTE
	25.331
	3776
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-LCRCPC

	R2-095142
	Clarification on the number of RxTx Pattern of SPS operation for 1.28Mcps TDD
	ZTE
	25.331
	3788
	-
	F
	REL-8
	8.7.0
	8.8.0
	RANimp-LCRCPC


9.1.4 Extended UMTS/LTE 800
RP-090921
RAN2 Release independant and REL-9 CRs for Extended UMTS/LTE 800 MHz
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095264
	Introduction of Band XIX
	NTT DOCOMO
	25.306
	0224
	1
	B
	REL-9
	8.7.0
	9.0.0
	RInImp9-UMTSLTE800

	R2-095265
	Introduction of Band XIX
	NTT DOCOMO
	25.307
	0088
	1
	B
	REL-9
	8.3.0
	9.0.0
	RInImp9-UMTSLTE800

	R2-095106
	Introduction of Band XIX
	NTT DOCOMO
	25.307
	0089
	-
	B
	REL-8
	8.3.0
	8.4.0
	RInImp9-UMTSLTE800

	R2-095107
	Introduction of Band XIX
	NTT DOCOMO
	25.307
	0090
	-
	B
	REL-7
	7.5.0
	7.6.0
	RInImp9-UMTSLTE800

	R2-095108
	Introduction of Band XIX
	NTT DOCOMO
	25.307
	0091
	-
	B
	REL-6
	6.9.0
	6.10.0
	RInImp9-UMTSLTE800

	R2-095109
	Introduction of Band XIX
	NTT DOCOMO
	25.307
	0092
	-
	B
	REL-5
	5.12.0
	5.13.0
	RInImp9-UMTSLTE800

	R2-095110
	Introduction of Band XIX
	NTT DOCOMO
	25.307
	0093
	-
	B
	REL-4
	4.13.0
	4.14.0
	RInImp9-UMTSLTE800

	R2-095263
	Introduction of Band XIX
	NTT DOCOMO
	25.331
	3685
	1
	B
	REL-9
	8.7.0
	9.0.0
	RInImp9-UMTSLTE800


9.2.2 Dual-Cell HSUPA
RP-090922
RAN2 REL-9 CR for Dual-Cell HSUPA
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095363
	Clarification of Iub/Iur handling for DC HSUPA (contact: Ericsson)
	RAN3
	25.319
	0046
	-
	B
	REL-9
	9.0.0
	9.1.0
	RANimp-DC_HSUPA


9.2.3 Support for different bands for Dual-Cell HSDPA
RP-090923
RAN2 REL-9 CRs for Support for different bands for Dual-Cell HSDPA
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095118
	Introduction of Dual Band HSDPA in 25.308
	Nokia corporation, Nokia Siemens networks
	25.308
	0071
	-
	B
	REL-9
	9.0.0
	9.1.0
	RANimp-MultiBand_DC_HSDPA

	R2-095287
	Introduction of Dual Band HSDPA in 25.331
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3727
	2
	B
	REL-9
	8.7.0
	9.0.0
	RANimp-MultiBand_DC_HSDPA


9.2.4 Combination of DC-HSDPA with MIMO
RP-090924
RAN2 REL-9 CRs for Combination of DC-HSDPA with MIMO
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095099
	Introduction of Dual Cell operation with MIMO
	Ericsson, Huawei, Qualcomm Europe, ST-Ericsson
	25.306
	0231
	-
	B
	REL-9
	8.7.0
	9.0.0
	RANimp-DC_MIMO

	R2-095278
	25.308 Stage 2 CR Introduction of DC-HSDPA and MIMO
	Qualcomm Europe
	25.308
	0074
	1
	B
	REL-9
	9.0.0
	9.1.0
	RANimp-DC_MIMO

	R2-095268
	Introduction of Dual Cell operation with MIMO
	Ericsson, ST-Ericsson
	25.321
	0533
	1
	B
	REL-9
	8.6.0
	9.0.0
	RANimp-DC_MIMO

	R2-095102
	25.331 Stage 3 CR Introduction of DC-HSDPA and MIMO
	Qualcomm Europe
	25.331
	3774
	1
	B
	REL-9
	8.7.0
	9.0.0
	RANimp-DC_MIMO


9.2.6 TxAA extension for non-MIMO UEs
RP-090925
RAN2 REL-9 CRs for TxAA extension for non-MIMO UEs
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095119
	Introduction of TxAA extension for non-MIMO UEs
	Nokia Corporation, Nokia Siemens Networks
	25.306
	0230
	-
	B
	REL-9
	8.7.0
	9.0.0
	RANimp-TxAA_nonMIMO

	R2-095382
	Introduction of single stream MIMO (TxAA fallback mode)
	Nokia Corporation, Nokia Siemens Networks
	25.331
	3726
	1
	B
	REL-9
	8.7.0
	9.0.0
	RANimp-TxAA_nonMIMO


9.3.1 Support for IMS Emergency Calls over LTE
RP-090926
RAN2 REL-9 CRs for Support for IMS Emergency Calls over LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-094949
	IMS Emergency Call
	Alcatel-Lucent
	36.300
	0112
	1
	B
	REL-9
	9.0.0
	9.1.0
	IMS_EMER_LTE

	R2-095224
	IMS emergency call when UE camps on acceptable cell
	Alcatel-Lucent
	36.304
	0091
	1
	B
	REL-9
	8.6.0
	9.0.0
	IMS_EMER_LTE

	R2-095221
	Null integrity protection algorithm
	Alcatel-Lucent
	36.331
	0222
	-
	B
	REL-9
	8.6.0
	9.0.0
	IMS_EMER_LTE

	R2-095220
	Emergency Support Indicator in BCCH
	Alcatel-Lucent
	36.331
	0223
	-
	B
	REL-9
	8.6.0
	9.0.0
	IMS_EMER_LTE


9.4.1 Positioning Support for LTE
RP-090927
RAN2 REL-9 CRs for Positioning Support for LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-094160
	Introduction of position cause for dedicated PRACH allocation
	CATT
	36.300
	0113
	-
	B
	REL-9
	9.0.0
	9.1.0
	LCS_LTE


9.5.1 MBMS support in LTE
RP-090928
RAN2 REL-9 CRs for MBMS support in LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095326
	MBMS agreements RAN2#66bis and RAN2#67
	Huawei
	36.300
	0117
	2
	B
	REL-9
	9.0.0
	9.1.0
	MBMS_LTE

	R2-095378
	Dynamic service multiplexing (contact: Alcatel-Lucent Shanghai Bell, Alcatel-Lucent)
	RAN3
	36.300
	0137
	1
	B
	REL-9
	9.0.0
	9.1.0
	MBMS_LTE

	R2-095369
	MBMS SYNC configuration (contact: Alcatel-Lucent Shanghai Bell, Alcatel-Lucent, CMCC)
	RAN3
	36.300
	0138
	-
	B
	REL-9
	9.0.0
	9.1.0
	MBMS_LTE


9.6.3 Vocoder rate adaptation for LTE
RP-090929
RAN2 REL-9 CR on Vocoder rate adaptation for LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-094161
	Adding Support for Explicit Congestion Notification
	Ericsson, ST-Ericsson, AT&T, Huawei, NSN
	36.300
	0114
	-
	B
	REL-9
	9.0.0
	9.1.0
	LTEimp-Vocoder


9.7.3 Home NB and Home eNB enhancements – RAN2 aspects
RP-090930
REL-9 CRs for Home NB and Home eNB enhancements - RAN2 aspects
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095356
	CR capturing HNB inbound mobility agreements
	Qualcomm Europe, InterDigital
	25.367
	0005
	4
	B
	REL-9
	9.0.0
	9.1.0
	EHNB-RAN2

	R2-095342
	Agreements on inbound mobility to CSG
	Motorola
	36.300
	0115
	2
	B
	REL-9
	9.0.0
	9.1.0
	EHNB-RAN2


9.7.4 Home NB and Home eNB enhancements – RAN3 aspects
RP-090931
REL-9 CRs for Home NB and Home eNB enhancements - RAN3 aspects
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095364
	HeNB Access Mode Sginalling (contact: NSN, Nokia)
	RAN3
	36.300
	0133
	-
	B
	REL-9
	9.0.0
	9.1.0
	EHNB-RAN3

	R2-095365
	QoS principles in Hybrid access cell (contact: Ericsson)
	RAN3
	36.300
	0134
	-
	B
	REL-9
	9.0.0
	9.1.0
	EHNB-RAN3

	R2-095374
	Support for paging optimization with CSG membership changes (contact: Qualcomm)
	RAN3
	36.300
	0143
	-
	B
	REL-9
	9.0.0
	9.1.0
	EHNB-RAN3


9.8 Self-Organizing  Network [SON]
RP-090932
RAN2 REL-9 CRs for Self-Organizing Networks (SON)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095360
	Support for Mobility Robustness Optimization SON Function (contact: Qualcomm)
	RAN3
	36.300
	0130
	-
	B
	REL-9
	9.0.0
	9.1.0
	SON

	R2-095371
	Adding Mobility Load Balancing (MLB) use case to the SON section (contact: Nokia Siemens Networks)
	RAN3
	36.300
	0140
	-
	B
	REL-9
	9.0.0
	9.1.0
	SON


9.9 Public Warning System (PWS) –RAN aspects
RP-090933
RAN2 REL-9 CRs for Public Warning System (PWS) - RAN aspects
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-095367
	Introduction of PWS (which includes ETWS and CMAS) delivery function (contact: Alcatel-Lucent)
	RAN3
	36.300
	0136
	-
	B
	REL-9
	9.0.0
	9.1.0
	PWS-RAN

	R2-095229
	Reception of CMAS notifications in limited service state
	Ericsson, ST-Ericsson
	36.304
	0096
	-
	B
	REL-9
	8.6.0
	9.0.0
	PWS-RAN

	R2-095228
	Introduction of CMAS
	Qualcomm Europe, Nokia Siemens Networks, Nokia Corporation
	36.331
	0252
	-
	B
	REL-9
	8.6.0
	9.0.0
	PWS-RAN


9.10 Technical Enhancements and Improvements [TEI9]
RP-090934
RAN2 TEI9 CRs related to LTE-L23
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	current spec version
	new spec version
	SI/WI

	R2-094163
	Alignment to the stage3 specification
	Huawei
	36.300
	0116
	-
	F
	REL-9
	9.0.0
	9.1.0
	LTE-L23, TEI9

	R2-095205
	CR to 36.300 for Stage 2 alignment of Enhanced CSFB to 1xRTT
	Nokia Siemens Networks, Huawei, KDDI, NEC, Qualcomm Europe
	36.300
	0123
	-
	B
	REL-9
	9.0.0
	9.1.0
	LTE-L23, TEI9

	R2-095302
	Some clarifications on TS 36.304
	CATT
	36.304
	0086
	1
	F
	REL-9
	8.6.0
	9.0.0
	LTE-L23, TEI9

	R2-095380
	Improvement of cancellation of SR
	Ericsson, ST-Ericsson, Nokia, Nokia Siemens Networks, Qualcomm Europe, LG Electronics Inc., InterDigital, NTT DOCOMO Inc., HT mMobile, Huawei, Panasonic, Motorola, HTC Corporation
	36.321
	0390
	3
	C
	REL-9
	8.6.0
	9.0.0
	LTE-L23, TEI9

	R2-095319
	Periodic CQI/PMI/RI masking
	Nokia Siemens Networks, InterDigital, Nokia Corporation, Samsung
	36.321
	0396
	-
	B
	REL-9
	8.6.0
	9.0.0
	LTE-L23, TEI9

	R2-095324
	Introduction of Per-QCI radio link failure timers (option 1)
	Ericsson, ST-Ericsson, AT&T, Alcatel-Lucent  Huawei, NSN
	36.331
	0220
	1
	B
	REL-9
	8.6.0
	9.0.0
	LTE-L23, TEI9

	R2-095333
	CR to 36.331 for Enhanced CSFB to 1xRTT with concurrent PS handover
	Nokia Siemens Networks, Huawei, KDDI, Kyocera, Motorola, NEC, Qualcomm Europe, Hitachi
	36.331
	0230
	2
	B
	REL-9
	8.6.0
	9.0.0
	LTE-L23, TEI9

	R2-095215
	REL-9 on Miscellaneous editorial corrections
	Samsung
	36.331
	0243
	-
	D
	REL-9
	8.6.0
	9.0.0
	LTE-L23, TEI9

	R2-095321
	Periodic CQI/PMI/RI masking
	Nokia Siemens Networks, InterDigital, Nokia Corporation, Samsung
	36.331
	0247
	-
	B
	REL-9
	8.6.0
	9.0.0
	LTE-L23, TEI9
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