Page 1



3GPP TSG RAN WG5 Meeting #44

R5-094646
Shenzhen, China, 24th -28th  August 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	34.108
	CR
	0763
	(

rev
	-
	(

Current version:
	8.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to Default Message contents of Radio Bearer Setup for A22 

	
	

	Source to WG:
(

	Anritsu Ltd 

	Source to TSG:
(

	R5 

	
	

	Work item code:
(

	TEI7_Test
	
	Date: (

	14/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	As per existing A13,A14,A15 and A16 configurations the RB Identity 25 when mapped to E_DCH has a DDI value of 5 and for RB27 the DDI value is 7. In A22 configuration RB25 and RB27 are both assigned a DDI value of 6 which is incorrect as each logical channel has a unique DDI value assigned

	
	

	Summary of change:
(

	Changed the DDI value for RB25 to 5 and RB27 to 7 as shown below

	
	

	Consequences if 
(

not approved:
	Prose is incorrect

	
	

	Clauses affected:
(

	9.1.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	No TTCN impact


<< START of Modified section >>

Contents of RADIO BEARER SETUP message: AM or UM

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	 
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22
	
	Rel-7

	
	, A23, A24
	
	Rel-7

Rel-8

	RRC transaction identifier
	 
	Arbitrarily selects an integer between 0 and 3
	 

	Integrity check info
	 
	 
	 

	        - message authentication code
	 
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	 

	        - RRC message sequence number
	 
	SS provides the value of this IE, from its internal counter.
	 

	Integrity protection mode info
	 
	Not Present
	 

	Ciphering mode info
	 
	Not Present
	 

	Activation time
	A1, A2, A3, A11
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	 

	
	, A9
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22, A24
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	Activation time
	A4, A5, A6, A7, A8
	Not Present
	 

	
	A10
	
	Rel-5

	New U-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22, A24
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	New C-RNTI
	A1, A2, A3, A4, A7, A8, A11
	Not Present
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22, A24
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	New C-RNTI
	A5, A6
	'1010 1010 1010 1010'
	 

	New DSCH-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	Rel-5

	New H-RNTI
	A9, A10
	'1010 1010 1010 1010'
	Rel-5

	
	A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22, A24
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	New Primary E-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A11
	Not Present
	Rel-6

	
	, A17, A17a, A18, A24
	
	Rel-7

	New Primary E-RNTI
	A12, A13, A14, A15, A16
	'1010 1010 1010 1010'
	Rel-6

	
	A19, A20, A21, A22
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	New Secondary E-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A11, A12, A13, A14, A15, A16
	Not Present
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22, A24
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	RRC State indicator
	A1, A2, A3, A4, A7, A8, A11
	CELL_DCH
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	RRC State indicator
	A5, A6,
	CELL_FACH
	 

	
	A24
	
	Rel-7

	UTRAN DRX cycle length coefficient
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	 

	
	, A9, A10
	
	Rel-5

	
	, A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22, A24
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	CN information info
	 
	Not Present
	 

	URA identity
	 
	Not Present
	 

	RNC support for change of UE capability
	
	Not Present
	Rel-7

	CHOICE Specification mode
	
	Complete specification
	Rel-6

	 - Signalling RB information to setup
	 
	Not Present
	 

	   - RAB information for setup
	A1, A7
	 
	 

	        - RAB info
	 
	 
	 

	         - RAB identity
	 
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	CS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT314
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	10
	 

	         - PDCP info
	 
	Not Present
	 

	         - CHOICE RLC info type
	 
	RLC info
	 

	          - CHOICE Uplink RLC mode
	 
	TM RLC
	 

	           - Transmission RLC discard
	 
	Not Present
	 

	           - Segmentation indication
	 
	FALSE
	 

	          - CHOICE Downlink RLC mode
	 
	TM RLC
	 

	           - Segmentation indication
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	 
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	7
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	          - Number of downlink RLC logical channels
	 
	1
	 

	           - Downlink transport channel type
	 
	DCH
	 

	           - DL DCH Transport channel identity
	 
	6
	 

	           - DL DSCH Transport channel identity
	 
	Not Present
	

	           - Logical channel identity
	 
	Not Present
	 

	   - RAB information for setup
	A2, A8
	 
	 

	        - RAB info
	 
	 
	 

	         - RAB identity
	 
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	CS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT314
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	10
	 

	         - PDCP info
	 
	Not Present
	 

	         - CHOICE RLC info type
	 
	RLC info
	 

	          - CHOICE Uplink RLC mode
	 
	TM RLC
	 

	           - Transmission RLC discard
	 
	Not Present
	 

	           - Segmentation indication
	 
	FALSE
	 

	          - CHOICE Downlink RLC mode
	 
	TM RLC
	 

	           - Segmentation indication
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	 
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	6
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	          - Number of downlink RLC logical channels
	 
	1
	 

	           - Downlink transport channel type
	 
	DCH
	 

	           - DL DCH Transport channel identity
	 
	6
	 

	           - DL DSCH Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	Not Present
	 

	         - RB identity
	 
	11
	 

	         - PDCP info
	 
	Not Present
	 

	         - CHOICE RLC info type
	 
	RLC info
	 

	          - CHOICE Uplink RLC mode
	 
	TM RLC
	 

	           - Transmission RLC discard
	 
	Not Present
	 

	           - Segmentation indication
	 
	FALSE
	 

	          - CHOICE Downlink RLC mode
	 
	TM RLC
	 

	           - Segmentation indication
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	 
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	2
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	6
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	          - Number of downlink RLC logical channels
	 
	1
	 

	           - Downlink transport channel type
	 
	DCH
	 

	           - DL DCH Transport channel identity
	 
	7
	 

	           - DL DSCH Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	Not Present
	 

	         - RB identity
	 
	12
	 

	         - PDCP info
	 
	Not Present
	 

	         - CHOICE RLC info type
	 
	RLC info
	 

	          - CHOICE Uplink RLC mode
	 
	TM RLC
	 

	           - Transmission RLC discard
	 
	Not Present
	 

	           - Segmentation indication
	 
	FALSE
	 

	          - CHOICE Downlink RLC mode
	 
	TM RLC
	 

	           - Segmentation indication
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	 
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	3
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	6
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	          - Number of downlink RLC logical channels
	 
	1
	 

	           - Downlink transport channel type
	 
	DCH
	 

	           - DL DCH Transport channel identity
	 
	8
	 

	           - DL DSCH Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	Not Present
	 

	   - RAB information for setup
	A3, A4, A5, A6
	 
	 

	        - RAB info
	 
	(AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	20
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	200
	 

	            - Timer_poll
	 
	200
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	Rel-5

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	128
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	200
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	2 RBMuxOptions
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	DCH
	 

	            - DL DCH Transport channel identity
	 
	6
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	RACH
	 

	           - UL Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	7
	 

	           - CHOICE RLC size list
	 
	Explicit list
	 

	             - RLC size index 
	 
	Reference to clause 6 Parameter Set
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	FACH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	7
	 

	   - RAB information for setup
	A9
	 
	Rel-5

	        - RAB info
	 
	(high-speed AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	25
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info 
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	100
	 

	            - Timer_poll
	 
	100
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	 
	Reference to clause 6 Parameter Set
	 

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	768
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	100
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	          - One sided RLC re-establishment
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	3 RBMuxOptions
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	DCH
	 

	            - DL DCH Transport channel identity
	 
	6
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	          - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	HS-DSCH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	0
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	RACH
	 

	           - UL Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	7
	 

	           - CHOICE RLC size list
	 
	Explicit list
	 

	             - RLC size index 
	 
	Reference to clause 6 Parameter Set
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	FACH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	7
	 

	   - RAB information for setup
	A10
	 
	Rel-5

	        - RAB info
	 
	(high-speed AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	25
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info 
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	100
	 

	            - Timer_poll
	 
	100
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	 
	Reference to clause 6 Parameter Set
	 

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	768
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	100
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	          - One sided RLC re-establishment
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	1 RBMuxOption
	 

	          - RLC logical channel mapping indicator
	 
	Not present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	HS-DSCH
	 

	            - DL DCH Transport channel identity
	 
	Not present
	 

	            - DL DSCH Transport channel identity
	 
	Not present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	0
	 

	            - Logical channel identity
	 
	Not Present
	 

	   - RAB information for setup
	A11
	 
	 

	        - RAB info
	 
	(AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	20
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	200
	 

	            - Timer_poll
	 
	200
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	Rel-5

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	128
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	200
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	2 RBMuxOptions
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	4
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	DCH
	 

	            - DL DCH Transport channel identity
	 
	9
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	RACH
	 

	           - UL Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	7
	 

	           - CHOICE RLC size list
	 
	Explicit list
	 

	             - RLC size index 
	 
	Reference to clause 6 Parameter Set
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	FACH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	7
	 

	   - RAB information for setup
	A12
	
	Rel-6

	
	A19
	
	Rel-7

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	3 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	6
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	Not Present
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	5
	

	             - RLC PDU size list
	
	1 RLC PDU size
	

	               - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	          - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	0
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	RACH
	

	           - UL Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	7
	

	           - CHOICE RLC size list
	
	Explicit list
	

	             - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	FACH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	   - RAB information for setup
	A13, A14, A15, A16
	
	Rel-6

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	5
	

	             - RLC PDU size list
	
	1 RLC PDU size
	

	               - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	0
	

	            - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A15
	
	Rel-6

	        - RAB info
	
	(second high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	17
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	8
	

	           - E-DCH MAC-d flow identity
	
	3
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	6
	

	             - RLC PDU size list
	
	1 RLC PDU size
	

	               - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	2
	

	            - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A16
	
	Rel-6

	        - RAB info
	
	(Conversational UM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT314
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	27
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	UM RLC
	

	           - Transmission RLC discard
	
	Not present
	

	          - CHOICE Downlink RLC mode
	
	UM RLC
	

	           - DL UM RLC LI size
	
	7
	

	           - DL Reception Window Size
	
	32
	

	          - One sided RLC re-establishment
	
	FALSE
	

	          - Alternative E-bit interpretation
	
	Not present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	9
	

	           - E-DCH MAC-d flow identity
	
	4
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	7
	

	             - RLC PDU size list
	
	12 RLC PDU sizes
	

	               - RLC PDU size
	
	96 bits
	

	               - RLC PDU size
	
	112 bits
	

	               - RLC PDU size
	
	144 bits
	

	               - RLC PDU size
	
	160 bits
	

	               - RLC PDU size
	
	176 bits
	

	               - RLC PDU size
	
	192 bits
	

	               - RLC PDU size
	
	208 bits
	

	               - RLC PDU size
	
	224 bits
	

	               - RLC PDU size
	
	288 bits
	

	               - RLC PDU size
	
	296 bits
	

	               - RLC PDU size
	
	312 bits
	

	               - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	3
	

	            - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A17, A17a
	
	Rel-7

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - Length indicator size
	
	This IE is present and set to “7” if Downlink RLC PDU Size is set to “Flexible”
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	          - Alternative E-bit interpretation
	
	Not present
	

	          - Use special value of HE field
	
	TRUE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	0
	

	            - Logical channel identity
	
	7
	

	   - RAB information for setup
	A18
	
	Rel-7

	        - RAB info
	
	(high-speed UM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	UM RLC
	

	           - Transmission RLC discard
	
	Not present
	

	          - CHOICE Downlink RLC mode
	
	UM RLC
	

	           - DL UM RLC LI size
	
	7
	

	           - DL Reception Window Size
	
	Not present
	

	         - One sided RLC re-establishment
	
	FALSE
	

	         - Alternative E-bit interpretation
	
	TRUE
	

	         - Use special value of HE field
	
	Not present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	0
	

	            - Logical channel identity
	
	7
	

	   - RAB information for setup
	,A20, A21
	
	Rel-7

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	5
	

	             - RLC PDU size list
	
	1 RLC PDU size
	

	               - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-hs
	

	              - DL HS-DSCH MAC-d flow identity
	
	0
	

	              - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A21
	
	Rel-7

	        - RAB info
	
	(Conversational UM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT314
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	27
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	UM RLC
	

	           - Transmission RLC discard
	
	Not present
	

	          - CHOICE Downlink RLC mode
	
	UM RLC
	

	           - DL UM RLC LI size
	
	7
	

	           - DL Reception Window Size
	
	32
	

	          - One sided RLC re-establishment
	
	FALSE
	

	          - Alternative E-bit interpretation
	
	Not present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	9
	

	           - E-DCH MAC-d flow identity
	
	4
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	7
	

	             - RLC PDU size list
	
	12 RLC PDU sizes
	

	               - RLC PDU size
	
	96 bits
	

	               - RLC PDU size
	
	112 bits
	

	               - RLC PDU size
	
	144 bits
	

	               - RLC PDU size
	
	160 bits
	

	               - RLC PDU size
	
	176 bits
	

	               - RLC PDU size
	
	192 bits
	

	               - RLC PDU size
	
	208 bits
	

	               - RLC PDU size
	
	224 bits
	

	               - RLC PDU size
	
	288 bits
	

	               - RLC PDU size
	
	296 bits
	

	               - RLC PDU size
	
	312 bits
	

	               - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-hs
	

	               - DL HS-DSCH MAC-d flow identity
	
	3
	

	               - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A22
	
	Rel-7

	        - RAB info
	
	(second high-speed UM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0110B
The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	27
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	UM RLC
	

	           - Transmission RLC discard
	
	Not present
	

	          - CHOICE Downlink RLC mode
	
	UM RLC
	

	           - DL UM RLC LI size
	
	15
	

	           - DL Reception Window Size
	
	Not present
	

	         - One sided RLC re-establishment
	
	FALSE
	

	         - Alternative E-bit interpretation
	
	TRUE
	

	         - Use special value of HE field
	
	Not present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	9
	

	           - E-DCH MAC-d flow identity
	
	4
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	7 
	

	             - RLC PDU size list
	
	See clause 6.10
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	3
	

	            - Logical channel identity
	
	9
	

	   - RAB information for setup
	A22
	
	Rel-7

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B
The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - Length indicator size
	
	This IE is present and set to “7” if Downlink RLC PDU Size is set to “Flexible”
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	          - Alternative E-bit interpretation
	
	Not present
	

	          - Use special value of HE field
	
	TRUE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	5 
	

	             - RLC PDU size list
	
	1 RLC PDU size
	

	               - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	0
	

	            - Logical channel identity
	
	7
	

	   - RAB information for setup
	A23
	
	Rel-7

Rel-8

	        - RAB info
	
	(high-speed UM DTCH for CS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	CS domain
	

	         - NAS Synchronization Indicator
	
	‘1010’ if WB-AMR is tested, otherwise ‘0110’
	

	         - Re-establishment timer
	
	useT314
	

	        - CS-HSPA information
	
	
	

	           - UL AMR rate
	
	Not Present 
	

	           - Max CS delay
	
	160
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	26
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	present
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	UM RLC
	

	           - Transmission RLC discard
	
	Not present
	

	          - CHOICE Downlink RLC mode
	
	UM RLC
	

	           - DL UM RLC LI size
	
	7
	

	           - DL Reception Window Size
	
	Not present
	

	         - One sided RLC re-establishment
	
	FALSE
	

	         - Alternative E-bit interpretation
	
	Not Present
	

	         - Use special value of HE field
	
	Not present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	             - DDI
	
	6
	

	             - RLC PDU size list
	
	Reference to clause 6.10 Parameter Set
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.10
	

	             - Largest UL RLC PDU size
	
	See clause 6.10
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	0
	

	            - Logical channel identity
	
	7
	

	   - RAB information for setup
	A24
	
	

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - Length indicator size
	
	7
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	          - Alternative E-bit interpretation
	
	Not present
	

	          - Use special value of HE field
	
	TRUE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	RACH
	

	           - UL Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	7
	

	           - CHOICE RLC size list
	
	Explicit list
	

	             - RLC size index 
	 
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	0
	

	            - Logical channel identity
	
	Not Present
	

	RB information to reconfigure list
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	A9, A10
	
	Rel-5

	
	A12, A13, A14, A15, A16
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A22
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8

	RB information to be affected
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present 
	 

	
	, A9, A10
	
	Rel-5

	
	A12
	
	Rel-6

	
	, A17, A17a, A18, A19, A20, A21, A24
	
	Rel-7

	
	, A23
	
	Rel-7

Rel-8


<< End of Modified section >>
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