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<Start of modified section>
9.1.2
Default Message Contents for Signalling (TDD)

Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8
	
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15
	
	Rel-7

	…
…
	
	
	

	E-DCH Info
	A11, A12, A13, A14, A15
	
	Rel-7

	….
	
	
	

	….
	
	
	

	      - Non-scheduled transmission grant info
	A12, A13, A14, A15
	
	

	        - CHOICE TDD Option
	
	1.28 Mcps TDD
	

	          - NE-UCCH
	
	1
	

	          - NE-HICH
	
	4
	

	          - Timeslot Resource Related InformationI
	
	00100
	

	          - Power Resource Related Information
	
	1
	

	          - Activation Time
	
	0
	

	          - Subframe number
	
	0
	

	          - Repetition period and length
	
	
	

	            - Repetition period
	
	2
	

	            - Repetition Length
	
	1
	

	          - Code Resource Information
	
	8/1
	

	          - E-HICH Information
	
	
	

	            - Timeslot number
	
	6
	

	            - Channelisation code
	
	16/6
	

	            - Midamble Allocation mode
	
	Default midamble
	

	            - Midamble configuration
	
	16
	

	            - Signature Sequence Group Index
	
	0
	

	CHOICE Mode
	A1, A2, A3, A4, A5, A6, A7, A8
	TDD
	

	
	, A9, A10
	
	Rel-5

	…
	
	
	

	Downlink information per radio link list
	A6
	Not Present
	


<End of modified section>
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