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Introduction

Total Number of CRs agreed for this WI: 38. TSs being affected:

· 34.108 - 
  6 CR(s)

· 34.121-1 - 
  3 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.122 - 
  0 CR(s)

· 34.123-1 - 
22 CR(s)

· 34.123-2 - 
  2 CR(s)

· 34.123-3 - 
  2 CR(s)

· 34.229-1 - 
  2 CR(s)

· 34.229-2 - 
  1 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-094070
	34.123-3
	2673
	-
	F
	Rel-8
	8.2.0
	Documentation of LCR TDD ASP changes
	TEI7_Test

	R5-094239
	34.121-1
	1167
	-
	F
	Rel-8
	8.7.0
	Corrections to Test Case 9.3.1A
	TEI7_Test

	R5-094240
	34.121-1
	1168
	-
	F
	Rel-8
	8.7.0
	Correction to FRC H-Set 8 Definition
	TEI7_Test

	R5-094241
	34.121-1
	1169
	-
	F
	Rel-8
	8.7.0
	Correction to Table E.5.5A
	TEI7_Test

	R5-094307
	34.123-1
	2510
	-
	F
	Rel-8
	8.7.0
	Removal of Steering of Roaming Testcase 6.1.1.11
	TEI7_Test

	R5-094308
	34.123-2
	0428
	-
	F
	Rel-8
	8.7.0
	Removal of testcase 6.1.1.11 from the Applicability table
	TEI7_Test

	R5-094352
	34.229-1
	0208
	-
	F
	Rel-8
	8.2.0
	Update test cases 16.1, 16.2, 16.3 and 16.4 with multiple SDP check
	TEI7_Test

	R5-094353
	34.229-1
	0209
	-
	F
	Rel-8
	8.2.0
	Update annex C.13 and C.16 with multiple SDP check
	TEI7_Test

	R5-094354
	34.229-2
	0054
	-
	F
	Rel-8
	8.2.0
	Update table A.318 SDP types
	TEI7_Test

	R5-094464
	34.108
	0759
	-
	F
	Rel-8
	8.7.0
	Update to Channelisation code allocation for E-DCH and 64QAM
	TEI7_Test

	R5-094467
	34.108
	0760
	-
	F
	Rel-8
	8.7.0
	Addition of Radio Bearer Setup Conditions for establishing radio bearers mapped onto E-DCH/HS-DSCH (MAC-ehs) for 64QAM and non 64QAM configurations
	TEI7_Test

	R5-094495
	34.123-2
	0433
	-
	F
	Rel-8
	8.7.0
	Applicability of RRC 64QAM test cases
	TEI7_Test

	R5-094574
	34.123-1
	2526
	-
	F
	Rel-8
	8.7.0
	Correction to the CPC testcase 8.2.3.37
	TEI7_Test

	R5-094583
	34.123-1
	2527
	-
	F
	Rel-8
	8.7.0
	Correction to GCF WI 70 CPC test case 8.2.6.58
	TEI7_Test

	R5-094594
	34.123-1
	2530
	-
	F
	Rel-8
	8.7.0
	6.1.2.1b Cell Reselection for inter-band operation(TDD a-f band)
	TEI7_Test

	R5-094604
	34.123-1
	2533
	-
	F
	Rel-8
	8.7.0
	Correction to GCF WI 101 RRC testcases 8.1.7.3, 8.1.7.3b, 8.1.7.3c, 8.1.7.3d, 8.1.7.4, 8.2.2.43b
	TEI7_Test

	R5-094605
	34.123-1
	2534
	-
	F
	Rel-8
	8.7.0
	Correction to WI 70 GCF CPC RRC test case 8.3.4.11
	TEI7_Test

	R5-094646
	34.108
	0763
	-
	F
	Rel-8
	8.7.0
	Correction to Default Message contents of Radio Bearer Setup for A22
	TEI7_Test

	R5-095000
	34.123-1
	2543
	-
	F
	Rel-8
	8.7.0
	Consecutive transmission in case of MAC Inactivity Threshold  1
	TEI7_Test

	R5-095011
	34.123-1
	2544
	-
	F
	Rel-8
	8.7.0
	Addition of inter-band test method for the LCR TDD UE that supports both band A and band F in the TC 8.2.1.27b
	TEI7_Test

	R5-095012
	34.123-1
	2545
	-
	F
	Rel-8
	8.7.0
	Addition of inter-band operation test method for the LCR TDD UE that supoorts both band A and band F in TC 8.2.2.46
	TEI7_Test

	R5-095013
	34.108
	0775
	-
	F
	Rel-8
	8.7.0
	addition of the Standard TDD reference test frequencies
	TEI7_Test

	R5-095014
	34.108
	0776
	-
	F
	Rel-8
	8.7.0
	correction of RADIO BEARER SETUP message default content
	TEI7_Test

	R5-095039
	34.123-1
	2554
	-
	F
	Rel-8
	8.7.0
	Correction of Generic test procedure for MAC-ehs transport block size selection testing
	TEI7_Test

	R5-095042
	34.123-1
	2555
	-
	F
	Rel-8
	8.7.0
	Correction to GCF WI-068 Improved L2 RRC  test case 8.2.2.57
	TEI7_Test

	R5-095043
	34.123-1
	2556
	-
	F
	Rel-8
	8.7.0
	New RRC test case: Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (activation and de-activation of 64QAM)
	TEI7_Test

	R5-095044
	34.123-1
	2557
	-
	F
	Rel-8
	8.7.0
	New RRC test case: Physical Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (activation and de-activation of 64QAM)
	TEI7_Test

	R5-095045
	34.123-1
	2558
	-
	F
	Rel-8
	8.7.0
	New RRC test case: Active set update in soft handover: Radio Link addition/removal and serving HS-DSCH / E-DCH cell change, with activation/deactivation of 64QAM
	TEI7_Test

	R5-095046
	34.123-1
	2559
	-
	F
	Rel-8
	8.7.0
	New test case: Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (MIMO activated, physical channel failure and reversion to old channel)
	TEI7_Test

	R5-095047
	34.123-1
	2560
	-
	F
	Rel-8
	8.7.0
	New test case: Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (HHO to another frequency, MIMO enabled)
	TEI7_Test

	R5-095048
	34.123-1
	2561
	-
	F
	Rel-8
	8.7.0
	New test case: Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (activation and deactivation of MIMO )
	TEI7_Test

	R5-095049
	34.123-1
	2562
	-
	F
	Rel-8
	8.7.0
	New Test Case: Physical channel reconfigurations for transition from CELL_DCH to CELL_DCH (activation and de-activation of UL 16QAM): Success
	TEI7_Test

	R5-095050
	34.123-1
	2563
	-
	F
	Rel-8
	8.7.0
	New Test Case: Active set update in soft handover: Radio Link addition/removal (stop and start of UL 16QAM)
	TEI7_Test

	R5-095054
	34.123-1
	2564
	-
	F
	Rel-8
	8.7.0
	Correction to test points for 64QAM and MIMO radio bearer test cases in clause 14.1.3.4b.2
	TEI7_Test

	R5-095055
	34.123-1
	2565
	-
	F
	Rel-8
	8.7.0
	Correction to GCF WI-068 Enhanced L2 RAB Testcase 14.7.6b
	TEI7_Test

	R5-095063
	34.108
	0779
	-
	F
	Rel-8
	8.7.0
	Update of the default RADIO BEARER SETUP message (FDD) for an additional RB combination
	TEI7_Test

	R5-095079
	34.123-1
	2567
	-
	F
	Rel-8
	8.7.0
	Correction to testcases 6.1.1.10, 6.1.1.12, 6.1.1.13, 6.1.1.14, 6.1.1.15
	TEI7_Test

	R5-095190
	34.123-3
	2675
	-
	F
	Rel-8
	8.2.0
	ASP corrections for Enhanced FACH DL
	TEI7_Test
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