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2 Correction to TC 7.1.6.2.2
2.1 lt_CleanAnyRetransmissions

Test case Name
lt_CleanAnyRetransmissions

Reason for change
The check for the happy bit is not required in this test step, since all the checks have been performed previously in the test purpose and now only a clean up of re-transmissions is required.

The change was submitted as part of R5s090063 but was not implemented as part of wk19 ATS release.

Summary of change
Constraint ca_RLC_TR_MACesDATA_IND is used instead of ca_RLC_TR_MACesDATA_IND_Happy

Source of change
New change

Label
WA#

Before:

[image: image1.png]It_CleanAnyRefransmissions

99 [TRUE]
100 Loopd | T 7 RLC_TR_MACESDATA_IND [tov_HARGProcess = RLC_TR_MACeSDA ta_RLC_TR_MACeSDATA IND_Happy (tsc_RB_DTCH  Retiansmission with happyTTi=
TAIND. cff MOD 4] _E_DCH_MAC1,7, 75t _E_DCH_DDI_55.7¢_MACesS  10=>Subframe="7
DU_List2(7) Tah=5
Happy Bit set happy
This PDU is Nacked
101 —»Loop3
102 TM 7 RLC_TR_MACESDATA_IND (tev_NumPDU = tev_NUmPDU - 2, tov_Exp ca_RLC_TR_MACESDATA_IND (1sc_RB_DTCH_E_DCH  Loop Backed data of step 12
ectedTSN_RBI5= (ttv_ExpectedTSN_RB25+1) MOD 64) _MAC1,7, 7t5c_E_DCH_DDI_5{cv_ExpectedTSN_RB25  TTI=10=> SubFrame =7
2.6_MACeSSDU_List2(7) TaN=Next
Happy Bit Not Checked
This PDU is Acked
@sic RSS070103 5ic@
103 —»Loop3
104 2 TIMEOUTt_Dly
105 {tev_NumPDU =01 )| @sic R5s070103 5ic@
106 tev_NumPDU <-01 )| @sic RSS070103 RSSOT0144 5

i@





After:
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