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Introduction

Total Number of CRs agreed for this WI: 13. TSs being affected:

· 34.108 - 
  2 CR(s)

· 34.121-1 - 
  0 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.123-1 - 
  7 CR(s)

· 34.123-2 - 
  3 CR(s)

· 34.123-3 - 
  1 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-094455
	34.108
	0757
	-
	F
	Rel-8
	8.7.0
	Correction to Radio Bearer Configuration for Improved L2 UL Testing
	RANimp-UEConTest_UplinkL2dataRates

	R5-094458
	34.123-2
	0430
	-
	F
	Rel-8
	8.7.0
	Applicability of Improved L2 MAC test case
	RANimp-UEConTest_UplinkL2dataRates

	R5-094539
	34.123-2
	0436
	-
	F
	Rel-8
	8.7.0
	Applicability of new MAC-i/is test cases for TBS selection (7.1.7.4 and 7.1.7.5)
	RANimp-UEConTest_UplinkL2dataRates

	R5-094678
	34.123-1
	2536
	-
	F
	Rel-8
	8.7.0
	Addition of generic test procedure for HS-DSCH and E-DCH radio bearer combinations for Improved L2 UL
	RANimp-UEConTest_UplinkL2dataRates

	R5-094733
	34.123-2
	0437
	-
	F
	Rel-8
	8.7.0
	Applciability of new radio bearer test case 14.7.3a and 14.7.6c for Improved L2 UL
	RANimp-UEConTest_UplinkL2dataRates

	R5-094882
	34.123-1
	2540
	-
	F
	Rel-8
	8.7.0
	Correction to Improved L2 test cases 7.1.7.1 and 7.1.7.2
	RANimp-UEConTest_UplinkL2dataRates

	R5-094883
	34.123-1
	2541
	-
	F
	Rel-8
	8.7.0
	New  Improved L2 UL MAC test case for correct handling of MAC-i/is header fields
	RANimp-UEConTest_UplinkL2dataRates

	R5-095029
	34.123-3
	2674
	-
	F
	Rel-8
	8.7.0
	ASP enhancement for Improved Layer 2 UL and 64QAM+MIMO
	RANimp-UEConTest_UplinkL2dataRates

	R5-095130
	34.108
	0781
	-
	F
	Rel-8
	8.7.0
	Addition of Default Radio Bearer Conditions for Improved L2 UL MAC test cases
	RANimp-UEConTest_UplinkL2dataRates

	R5-095183
	34.123-1
	2569
	-
	F
	Rel-8
	8.7.0
	New MAC-i/is test case for TBS selection and the UL QPSK case (7.1.7.4)
	RANimp-UEConTest_UplinkL2dataRates

	R5-095184
	34.123-1
	2570
	-
	F
	Rel-8
	8.7.0
	New MAC-i/is test case for TBS selection and the UL 16QAM case (7.1.7.5)
	RANimp-UEConTest_UplinkL2dataRates

	R5-095185
	34.123-1
	2571
	-
	F
	Rel-8
	8.7.0
	New radio bearer test case 14.7.3a for Improved L2 UL
	RANimp-UEConTest_UplinkL2dataRates

	R5-095192
	34.123-1
	2572
	-
	F
	Rel-8
	8.7.0
	New radio bearer test case 14.7.6c for Improved L2 UL
	RANimp-UEConTest_UplinkL2dataRates
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