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9
Reporting of Channel State Information

9.1
General

Editor’s note: The following aspects are either missing or not yet determined:

· The different combination of transmission modes and reporting modes applicable to verify the the reporting of CSI are undefined

· Methods for testng CQI reporting under fading still FFS

· Testing of PMI/RI reporting performance still FFS  

· Test parameters and static levels are undefined. 

This section includes requirements for the reporting of channel state information (CSI).
9.2
CQI Reporting under AWGN conditions
The reporting accuracy of the channel quality indicator (CQI) under frequency non-selective conditions is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. The purpose is to verify that the reported CQI values are in accordance with the CQI definition given in [TS 36.211]. 

9.2.1
CQI Reporting under AWGN conditions - PUCCH 1-0 
9.2.1.1
FDD CQI Reporting under AWGN conditions – PUCCH 1-0 
Editor’s note: The following aspects are either missing or not yet determined:

· The Initial Conditions including UE setup are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

9.2.1.1.1

Test purpose

To verify the variance of the wideband CQI reports is within the limits defined and a PDSCH BLER of 10% falls between the transport format based median CQI-1 and median CQI or the transport format based median CQI and median CQI +1.

9.2.1.1.2

Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.2.1.1.3

Minimum conformance requirements
For the parameters specified in Table 9.2.1.1.3-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI –1) shall be less than or equal to 0.1
Table 9.2.1.1.3-1: PUCCH 1-0 static test
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	1

	Downlink power allocation
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	dB
	0
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	[0]
	[6]
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	dB[mW/15kHz]
	-98
	-98
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	dB[mW/15kHz]
	[-98]
	[-92]

	Max number of HARQ transmissions
	
	1

	PUCCH Format
	
	[Format 2]

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	[NP = 5 ms]

	cqi-pmi-ConfigurationIndex
	
	5

	Note 1:
Reference measurement channel according to Table A.4-1



9.2.1.1.4

Test description
9.2.1.1.4.1
Initial conditions
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure [FFS].

2.
The parameter settings for the cell are set up according to Table 9.2.1.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clauses B.0.

5.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 9.2.1.1.4.3.

9.2.1.1.4.2
Test procedure
[FFS]

9.2.1.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

9.2.1.1.5

Test requirement
[FFS]
9.2.1.2
TDD CQI Reporting under AWGN conditions – PUCCH 1-0 
[Text skipped here]
9.2.2
CQI Reporting under AWGN conditions - PUCCH 1-1 
9.2.2.1
FDD CQI Reporting under AWGN conditions – PUCCH 1-1 
Editor’s note: The following aspects are either missing or not yet determined:

· The Initial Conditions including UE setup are undefined

· The Test procedure and test requirements are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

9.2.2.1.1

Test purpose

To verify the variance of the wideband spatial differential CQI between codeword #0 and codeword #1 are within the limits defined and for both codeword #0 and codeword #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1 and the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.

9.2.2.1.2

Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.2.2.1.3

Minimum conformance requirements
The minimum requirements for dual codeword transmission are defined in terms of a reporting spread of the wideband spatial differential CQI between codeword #0 and codeword #1, and their BLER performance using the transport format indicated by the reported CQI median of codeword #0 and codeword #1. The precoding used at the transmitter is a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. The propagation condition assumed for the minimum performance requirement is defined in subclause B.1.
For the parameters specified in table 9.2.2.1.3-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported offset level of the wideband spatial differential CQI for codeword #1 (Table 7.2.2 in [TS 36.213]) shall be used to determine the wideband CQI index for codeword #1 as 


wideband CQI1 = wideband CQI0 – Codeword 1 offset level
The wideband CQI1 shall be within the set {median CQI1 -1, median CQI1 +1} for more than 90% of the time, where the resulting wideband values CQI1 shall be used to determine the median CQI values for codeword #1. For both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1. Furthermore, for both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.
Table 9.2.2.1.3-1: PUCCH 1-1 static test (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	4

	Downlink power allocation
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	dB
	-3
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	dB
	-3

	Propagation condition and antenna configuration
	
	Clause B.1 (2 x 2)

	CodeBookSubsetRestriction bitmap
	
	010000

	SNR
	dB
	[10]
	[16]
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	dB[mW/15kHz]
	-98
	-98
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	dB[mW/15kHz]
	[-88]
	[-82]

	Max number of HARQ transmissions
	
	1

	PUCCH Format
	
	[Format 2]

	PUCCH Report Type
	
	2

	Reporting periodicity 
	ms
	NP = 5

	cqi-pmi-ConfigurationIndex
	
	5

	ri-ConfigurationInd
	
	[966 (MRI = OFF)]

	Note 1:
Reference measurement channel according to Table A.4-1



9.2.2.1.4

Test description
9.2.2.1.4.1
Initial conditions
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure [FFS].

2.
The parameter settings for the cell are set up according to Table 9.2.2.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 9.2.2.1.4.3.

9.2.2.1.4.2
Test procedure
[FFS]

9.2.2.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

9.2.2.1.5

Test requirement
[FFS]
9.2.2.2
TDD CQI Reporting under AWGN conditions – PUCCH 1-1 
[Text skipped here]
9.3
CQI Reporting under fading conditions
9.3.1
Frequency-selective scheduling mode 
The accuracy of sub-band channel quality indicator (CQI) reporting under frequency selective fading conditions is determined by a double-sided percentile of the reported differential CQI offset level 0 per sub-band, and the relative increase of the throughput obtained when transmitting on any one of the sub-bands with the highest reported differential CQI offset level the corresponding transport format compared to the case for which a fixed format is transmitted on any sub-band in set S [36.213]. 
9.3.1.1
Frequency-selective scheduling mode - PUSCH 3-0 
9.3.1.1.1

FDD Frequency-selective scheduling mode – PUSCH 3-0
Editor’s note: The following aspects are either missing or not yet determined:

· 
· Physical channels used are undefined
· The Initial Conditions including UE setup are undefined

· The Test procedure and test requirements are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

9.3.1.1.1.1

Test purpose

To verify that preferred sub-bands can be used for frequently-selective scheduling.   
9.3.1.1.1.2

Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.3.1.1.1.3

Minimum conformance requirements
For the parameters specified in Table 9.3.1.1.1.3-1, [and using the downlink physical channels specified in Annex C,] the minimum requirements are specified in Table 9.3.1.1.1.3-2 and by the following 

a) a sub-band differential CQI offset level of 0 shall be reported at least  % of the time but less than % for each sub-band;
b) the ratio of the throughput obtained when transmitting on any one of the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;
c) [BLER requirement]
[Editors note: use of requirement (c) is TBD]
The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI. The transport block size TBS(wideband CQI median) is that resulting from the code rate which is closest to that indicated by the wideband CQI median and the
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entry in Table 7.1.7.2.1-1 [TS 36.213] that corresponds to the sub-band size.
Table 9.3.1.1.1.3-1 Sub-band test for single antenna transmission (FDD)
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	SNR
	dB
	[9]
	[14]
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	dB[mW/15kHz]
	[-98]
	[-98]
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	dB[mW/15kHz]
	[-89]
	[-84]

	Propagation channel
	
	[Clause B.2.4 with 
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	Correlation
	
	[Full]

	Reporting interval
	ms
	[5]

	CQI delay
	
	8

	Reporting mode
	
	PUSCH 3-0

	Max number of HARQ transmissions
	
	[1]

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)
NOTE2:    Reference measurement channel according to Table A.4-4




Table 9.3.1.1.1.3-2  Minimum requirement (FDD)
	
	Test 1
	Test 2
	

	 [%]
	TBD
	TBD
	

	 [%]
	TBD
	TBD
	

	 
	TBD
	TBD
	


9.3.1.1.1.4

Test description
9.3.1.1.1.4.1
Initial conditions
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure [FFS].

2.
The parameter settings for the cell are set up according to Table 9.3.1.1.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 9.3.1.1.1.4.3.

9.3.1.1.1.4.2
Test procedure
[FFS]

9.3.1.1.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

9.3.1.1.1.5

Test requirement
[FFS]
9.3.1.1.2

TDD Frequency-selective scheduling mode – PUSCH 3-0
[Text skipped here]
9.3.2
Frequency non-selective scheduling mode 
The reporting accuracy of the channel quality indicator (CQI) under frequency non-selective fading conditions is determined by a double-sided percentile of the reported CQI, and the relative increase of the throughput obtained when the transport format transmitted is that indicated by the reported CQI compared to the case for which a fixed transport format configured according to the reported median CQI is transmitted. In addition, the reporting accuracy is determined by a minimum BLER using the transport formats indicated by the reported CQI.
9.3.2.1
Frequency non-selective scheduling mode – PUCCH 1-0 
9.3.2.1.1

FDD Frequency non-selective scheduling mode – PUCCH 1-0
Editor’s note: The following aspects are either missing or not yet determined:

· Measurement channel used is undefined
· Physical channels used are undefined
· The Initial Conditions including UE setup are undefined

· The Test procedure and test requirements are undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances for SNR have not yet been applied

9.3.2.1.1.1

Test purpose

To verify that the UE is tracking the channel variations and selecting the largest transport format possible according to the prevailing channel state for frequently non-selective scheduling
9.3.2.1.1.2

Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward.
9.3.2.1.1.3

Minimum conformance requirements
For the parameters specified in Table 9.3.2.1.1.3-1, [and using the downlink physical channels specified in Annex C,] the minimum requirements are specified in Table 9.3.2.1.1.3-2 and by the following 

a) a CQI index not in the set {median CQI -1, median CQI +1} shall be reported at least  % of the time;
b) the ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index and that obtained when transmitting a fixed transport format configured according to the wideband CQI median shall be ≥ ;
c)  when transmitting the transport format indicated by each reported wideband CQI index, the average BLER for the indicated transport formats shall be greater or equal to TBD

The transport block size TBS(wideband CQI median) is that resulting from the code rate which is closest to that indicated by the wideband CQI median and the
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entry in Table 7.1.7.2.1-1 [36.213] that corresponds to the maximum transmission configuration (Table 5.6-1).
Table 9.3.2.1.1.3-1 Fading test for single antenna (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	SNR
	dB
	6
	12
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	dB[mW/15kHz]
	-98
	-98
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	dB[mW/15kHz]
	-92
	-86

	Propagation channel
	
	EPA5

	Correlation
	
	High

	Reporting mode
	
	PUCCH 1-0

	Reporting periodicity
	ms
	[NP = 2]

	CQI delay
	ms
	8

	PUCCH Format
	
	[Format 2]

	PUCCH Report Type
	
	4

	cqi-pmi-ConfigurationIndex
	
	[1]

	Max number of HARQ transmissions
	
	1

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink SF not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4)
Note 2:
Reference measurement channel according to Table A.4-1



Table 9.3.2.1.1.3-2 Minimum requirement (FDD)

	
	Test 1
	Test 2
	

	 [%]
	[20]
	[20]
	

	 
	TBD
	TBD
	


9.3.2.1.1.4

Test description
9.3.2.1.1.4.1
Initial conditions
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure [FFS].

2.
The parameter settings for the cell are set up according to Table 9.3.2.1.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and receiving payload data from the SS. Message contents are defined in clause 9.3.2.1.1.4.3.

9.3.2.1.1.4.2
Test procedure
[FFS]

9.3.2.1.1.4.3
Message contents

Message contents are according to [clause FFS in reference FFS].

9.3.2.1.1.5

Test requirement
[FFS]
9.3.2.1.2

TDD Frequency non-selective scheduling mode – PUCCH 1-0
[Text skipped here]
A.4
CQI reference measurement channels
This section defines the DL signal applicable to the reporting of channel quality information (Clause 9.2 and 9.3).

The reference channels in Table A.4-1, A.4-2, A.4-4 and A.4-5 comply with the CQI definition specified in Sec. 7.2.3 of TS 36.213 [10].  Table A.4-3 and A.4-6 specify the transport format corresponding to each CQI.  
Table A.4-1: Reference channel for CQI requirements (FDD) full PRB allocation
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	
	
	
	Table A.4-3
	
	

	Target coding rate
	
	
	
	
	Table A.4-3
	
	

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead

Note 3:
The RLC should be configured to Unacknowledged Mode


Table A.4-2: Reference channel for CQI requirements (TDD) full PRB allocation
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	4
	4
	4
	4
	4
	4

	Modulation
	
	
	
	
	Table A.4-3
	
	

	Target coding rate
	
	
	
	
	Table A.4-3
	
	

	Number of HARQ Processes
	Processes
	10
	10
	10
	10
	10
	10

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:
UL-DL configuration 2 is used and only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead

Note 3:
The RLC should be configured to Unacknowledged Mode


Table A.4-3: Transport format corresponding to each CQI index for 50 PRB allocation
	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	12600
	-

	1
	QPSK
	0.0762
	0
	1384
	12600
	0.1117

	2
	QPSK
	0.1172
	0
	1384
	12600
	0.1117

	3
	QPSK
	0.1885
	2
	2216
	12600
	0.1778

	4
	QPSK
	0.3008
	4
	3624
	12600
	0.2895

	5
	QPSK
	0.4385
	6
	5160
	12600
	0.4114

	6
	QPSK
	0.5879
	8
	6968
	12600
	0.5549

	7
	16QAM
	0.3691
	11
	8760
	25200
	0.3486

	8
	16QAM
	0.4785
	13
	11448
	25200
	0.4552

	9
	16QAM
	0.6016
	16
	15264
	25200
	0.6067

	10
	64QAM
	0.4551
	18
	16416
	37800
	0.4349

	11
	64QAM
	0.5537
	21
	21384
	37800
	0.5663

	12
	64QAM
	0.6504
	23
	25456
	37800
	0.6741

	13
	64QAM
	0.7539
	25
	28336
	37800
	0.7503

	14
	64QAM
	0.8525
	27
	31704
	37800
	0.8394

	15
	64QAM
	0.9258
	28
	36696
	37800
	0.9714


Table A.4-4: Reference channel for CQI requirements (FDD) 6 PRB allocation

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	6
	6
	6
	6
	6

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	N/A
	N/A
	N/A
	Table A.4-6
	N/A
	N/A

	Target coding rate
	
	N/A
	N/A
	N/A
	Table A.4-6
	N/A
	N/A

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead

Note 3:
The RLC should be configured to Unacknowledged Mode




Table A.4-5: Reference channel for CQI requirements (TDD) 6 PRB allocation

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	6
	6
	6
	6
	6

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	4
	4
	4
	4
	4
	4

	Modulation
	
	N/A
	N/A
	N/A
	Table A.4-6
	N/A
	N/A

	Target coding rate
	
	N/A
	N/A
	N/A
	Table A.4-6
	N/A
	N/A

	Number of HARQ Processes
	Processes
	10
	10
	10
	10
	10
	10

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:     UL-DL configuration 2 is used and only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead

Note 3:
The RLC should be configured to Unacknowledged Mode




Table A.4-6: Transport format corresponding to each CQI index for 6 PRB allocation
	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	1512
	-

	1
	QPSK
	0.0762
	0
	152
	1512
	0.1005

	2
	QPSK
	0.1172
	0
	152
	1512
	0.1005

	3
	QPSK
	0.1885
	2
	256
	1512
	0.1693

	4
	QPSK
	0.3008
	4
	408
	1512
	0.2698

	5
	QPSK
	0.4385
	6
	600
	1512
	0.3968

	6
	QPSK
	0.5879
	8
	808
	1512
	0.5344

	7
	16QAM
	0.3691
	11
	1032
	3024
	0.3413

	8
	16QAM
	0.4785
	13
	1352
	3024
	0.4471

	9
	16QAM
	0.6016
	16
	1800
	3024
	0.5952

	10
	64QAM
	0.4551
	19
	2152
	4536
	0.4744

	11
	64QAM
	0.5537
	21
	2600
	4536
	0.5732

	12
	64QAM
	0.6504
	23
	2984
	4536
	0.6578

	13
	64QAM
	0.7539
	25
	3496
	4536
	0.7707

	14
	64QAM
	0.8525
	27
	3752
	4536
	0.8272

	15
	64QAM
	0.9258
	28
	4392
	4536
	0.9683


[End of changes]
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