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	Reason for change:
(

	There are splitters in all RX test cases. It is not clarified in the test case whether the signal level is defined before the splitter or after the splitter. For example,” Set the Downlink signal level to the value as defined in Table 7.5.5-3 “. It could be intepreted as the downlink signal level before the splitter.Then the actual level at the atenna port could be 3dB less.
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	 Clarify that the signal levels  in the test cases are defined as at each RX antenna port.
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	Other comments:
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	1st revision from R5-094400,delete of the second sentence because it is partly repeating. And merge the rest to one sentence.


7.1
General

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Any required test functions used for Rx tests are undefined

· It is not yet known whether there is any requirement to transmit DCCH and DTCH data continuously

· It is not yet known whether there is any requirement to transmit specific MAC headers

Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE. For UE(s) with an integral antenna only, a reference antenna(s) with a gain of 0 dBi is assumed for each antenna port(s). UE with an integral antenna(s) may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector, identical interfering signals shall be applied to each receiver antenna port if more than one of these is used (diversity). 

Unless otherwise stated, the test signal levels are defined as at each antenna port,and specified in the respective sections below..
Any specific test conditions are defined in the paragraph for each test. Unless stated otherwise, power control of the Downlink is OFF.
In general, the UE is set into the correct state in the “Initial conditions” part of the test, using normal SS signalling procedures over the air interface under easy radio conditions to ensure reliable message exchange. In the “Test procedure” part of the test, specific radio conditions are applied according to the test requirement and the desired measurement is made or the desired response is tested.

The ACS, blocking, spurious emissions and intermodulation requirements in sections 7.5, 7.6, 7.7 and 7.8 are defined for full band width signals i.e. for signals where all resource blocks are allocated for a specific user.
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