Page 1



3GPP TSG-RAN WG5 Meeting #44
(
 R5-095126
Shenzhen, P.R.China, 24 – 28 August 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	0407
	(

rev
	-
	(

Current version:
	8.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Priority 1 - Update of 9-3-2-1

	
	

	Source to WG:
(

	Samsung

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	25/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	A number of issues of editorial substance have been identified:

- TP does nto reflect fully what is to be tested - missing the test that after being paged with S-TMSI the RRCConnectionRequest contains S-TMSI
- The Core spec requirements do not provide all requirements being tested

- The System Symulator pre-conditions do not use the adopted in other TCs description

- Some steps in the procedure sequence description do not use the adopted in other TCs text

- The inclusion of the steps after the TP verdict is asigned is not needed
- RRCConnectionRequest is in the same step with SERVICE REQUEST message but the foremer happens first - should be in separete steps. Specific contest of RRCConnectionRequest is missing

	
	

	Summary of change:
(

	- TP extended to idnicate that after being paged with S-TMSI the RRCConnectionRequest sent by the UE shall contain the S-TMSI
- Core spec requirements extended to include all requirements being tested

- The System Symulator pre-conditions aligned with other TCs description

- Steps text in the procedure sequence description aligned with other similar TCs text

- Removed the steps after the TP verdict is asigned
- RRCConnectionRequest is put in a separate step. Specific contest of RRCConnectionRequest is added to indicate the S-TIMSI

	
	

	Consequences if 
(

not approved:
	TC Prose may lead to misinterpretations and wrong specification during TTCN development

	
	

	Clauses affected:
(

	9.3.2.1.1, 9.3.2.1.2, 9.3.2.1.3.1, 9.3.2.1.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Revison from R5-094185 - changes highlighted


9.3.2.1
Paging procedure

9.3.2.1.1
Test Purpose (TP)

(1)

with { UE in ECM-IDLE }

ensure that {
  when { the network initiates a paging procedure for EPS services using S-TMSI }

    then { the UE responds to the paging with a SERVICE REQUEST message providing correct S-TMSI in the RRCConnectionRequest }

            }

9.3.2.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clauses 5.6.1.1, 5.6.2.2.1, TS 33.401 clause 7.2.6.2, TS 36.331 clause 5.3.3.3.
[TS 24.301, clause 5.6.2.2.1]

To initiate the procedure the EMM entity in the network requests the lower layer to start paging (see 3GPP TS 36.300 [20], 3GPP TS 36.413 [23]) and starts the timer T3413 for this paging procedure. Upon reception of a paging indication, the UE shall respond to the paging with a SERVICE REQUEST message (see 3GPP TS 23.401 [10] and 3GPP TS 36.413 [23]). If the paging for EPS services was received during an ongoing UE initiated EMM specific procedure or service request procedure, then the UE shall ignore the paging and the UE and the network shall proceed with the EMM specific procedure or the service request procedure.
[TS 24.301, clause 5.6.1.1]

The UE shall invoke the service request procedure when:

a)
the UE in EMM-IDLE mode receives a paging request with CN domain indicator set to "PS" from the network;
[TS 33.401 clause 7.2.6.2]

The procedure the UE uses to transit from ECM-IDLE to ECM-CONNECTED when in EMM-REGISTERED state is initiated by a NAS Service Request message from the UE to the MME. As the UE is in EMM-REGISTERED state, a EPS security context exists in the UE and the MME, and this EPS security context further contains uplink and downlink NAS COUNTs. The NAS Service Request message sent in EMM-REGISTERED shall be integrity protected and contain the uplink NAS sequence number.
[TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:
2>
if upper layers provide an S-TMSI:
3>
set the ue-Identity to the value received from upper layers;
9.3.2.1.3
Test description

9.3.2.1.3.1
Pre-test conditions

System Simulator:

-
Cell A
UE:

-
None.

Preamble:

-
The UE is in Registered, Idle Mode (state 2) according to [18].

9.3.2.1.3.2
Test procedure sequence

Table 9.3.2.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS pages the UE using S-TMSI with CN domain indicator set to "PS"
	-
	-
	-
	-

	2
	Check: Does the UE transmit RRCConnectionRequest message providing correct S-TMSI?
	-
	-
	1
	P

	3
	Check: Does the UE respond with a SERVICE REQUEST message?

	-->
	SERVICE REQUEST
	1
	P

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


9.3.2.1.3.3
Specific message contents

Table 9.3.2.1.3.3-1: RRCConnectionRequest (step 2, Table 9.3.2.1.3.2-1)
	Derivation Path: Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity[1] CHOICE {
	
	
	

	        s-TMSI
	Set to the value of the S-TMSI of the UE
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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