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	Reason for change:
(

	The RRC_CONNECTED state E-UTRAN FDD – GSM measurements specify the following:  
“In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period, when at least 25% of the measurement gaps available for GSM monitoring purposes are used for GSM RSSI purposes the UE shall measure as many GSM carriers as possible during that measurement period using at least 3 samples per GSM carrier.”  
The condition “25% of the measurement gaps available for GSM monitoring purposes are used for GSM RSSI purposes” doesn’t account for the following:  

A) The number of gaps available for GSM monitoring purposes may already be just a fraction of the total available gaps

B) The number of gaps available for GSM monitoring purpose may be divided among multiple GSM frequencies
Therefore the current condition on the available measurement gaps for RSSI purposes doesn’t adequately describe the actually available measurement gaps 
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	Delete the condition on the 25% measurement gap availablity and keep only the following condition 
“In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period, …”
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not approved:
	Overly tight requirements; the UE is assumed to have more measurement opportunities than what is actually available. 
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<< Unchanged sections omitted >>
8.1.2.4.5.1.1
GSM carrier RSSI

This measurement shall be based on measurement gaps allocated for GSM carrier RSSI measurement as described in section 8.1.2.1. A UE supporting GSM measurements shall measure minimum number of 10 GSM carrier RSSI measurement samples (NGSM carrier RSSI) per measurement gap. In RRC_CONNECTED state the measurement period, TMeasurement Period, GSM, for the GSM carrier RSSI measurement is 480 ms.

The UE shall meet the measurement accuracy requirements stated for RXLEV in [8], when the given measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set during the measurement period.
In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period, the UE shall measure as many GSM carriers as possible during that measurement period using at least 3 samples per GSM carrier. The GSM carriers that were not measured during that measurement period shall be measured in the following measurement periods. 

<< Unchanged sections omitted >>
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