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	Reason for change:
(

	To define two reference DRX configurations such as small and Large DRX cycle length as below:
- DRX_S: Used for DRX configuration with small DRX cycle length
- DRX_L: Used for DRX configuration with large DRX cycle length

	
	

	Summary of change:
(

	Two reference DRX configurations belowe are defined:
- DRX_S: Used for DRX configuration with small DRX cycle length
- DRX_L: Used for DRX configuration with large DRX cycle length
The parameters are proposed respectively as specified in TS 36.508.
DRX_S:

- onDurationTimer: psf2
- drx-InactivityTimer: psf100
- drx-RetransmissionTimer: sf16
- longDRX-CycleStartOffset: sf40, 0
- shortDRX: disabled
DRX_L:

- onDurationTimer: psf6
- drx-InactivityTimer: psf1920
- drx-RetransmissionTimer: sf16
- longDRX-CycleStartOffset: sf1280, 0
- shortDRX: disabled
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A.3.3
Reference DRX Configurations
Table A.3.3-1: Reference DRX Configurations
	Parameter
	Value
	Comments

	Reference configuration
	DRX_S
	DRX_L
	As defined in 4.8.2.1.5 in TS 36.508

	onDurationTimer
	psf2
	psf6
	

	drx-InactivityTimer
	psf100
	psf1920
	

	drx-RetransmissionTimer
	sf16
	sf16
	

	longDRX-CycleStartOffset
	sf40, 0
	sf1280, 0
	

	shortDRX
	disabled
	disabled
	

	Note: For further information see section 6.3.2 in 3GPP TS 36.331.
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