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	The behaviour of the eNB and MME following a failure of the Initial Context Setup procedure has been left unspecified.  It is agreed to keep it that way, and instead to highlight potential pitfalls in an informative manner.
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	Informative stage 2 text is added to the section on Initial Context Setup. The text states the possible protocol options for node behaviour following failure of the procedure, and highlights that the eNB must clear hanging resources (which could arise in the case of an “implicit release” MME interworking with an “implicit release” eNB).
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19.2.2.3
Initial Context Setup procedure
The Initial Context Setup procedure establishes the necessary overall initial UE context in the eNB in case of an Idle-to Active transition. The Initial Context Setup procedure is initiated by the MME.
The Initial Context Setup procedure comprises the following steps:

-
The MME initiates the Initial Context Setup procedure by sending INITIAL CONTEXT SETUP REQUEST to the eNB. This message may include general UE Context (e.g. security context, roaming restrictions, UE capability information, UE S1 signalling connection ID, etc.), E-RAB context (Serving GW TEID, QoS information), and may be piggy-backed with the corresponding NAS message.

-
Upon receipt of INITIAL CONTEXT SETUP REQUEST, the eNB setup the context of the associated UE, and perform the necessary RRC signalling towards the UE, e.g. Radio Bearer Setup procedure.
-
The eNB responds with INITIAL CONTEXT SETUP COMPLETE to inform a successful operation, and with INITIAL CONTEXT SETUP FAILURE to inform an unsuccessful operation. 

Note:

In case of failure, eNB and MME behaviours are not mandated. Both implicit release (local release at each node) and explicit release (MME-initiated UE Context Release procedure) may in principle be adopted. The eNB should ensure that no hanging resources remain at the eNB.
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