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Agenda Item
7.4.1

7.4.3
Approval of CRs to Rel-99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs

RP-090780: CRs for WI TEI
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090780
	R3-092034
	Corrections to the common measurement for 1.28Mcps TDD
	25.433
	1641
	1
	F
	7.13.0
	TEI 7
	Rel-7

	RP-090780
	R3-092035
	Corrections to the common measurement for 1.28Mcps TDD
	25.433
	1642
	1
	A
	8.5.0
	TEI 7
	Rel-8


7.4.4.1
CR for LTE: 3G Long Term Evolution: eUTRAN interfaces
RP-090964: CRs for WI LTE-Interfaces, batch 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090964
	R3-091806
	Coexistence of LTE-TDD systems
	36.401
	36
	 
	F
	8.6.0
	LTE-Interfaces
	Rel-8

	RP-090964
	R3-091792
	Specify how to report duplicate E-RAB ID in Tabular and replace MME with EPC in  8.3.1.2
	36.413
	534
	 
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090964
	R3-091796
	Specify how to report dup E-RAB ID in X2AP Tabular
	36.423
	306
	 
	F
	8.6.0
	LTE-Interfaces
	Rel-8

	RP-090964
	R3-092052
	Indirect path used by MME
	36.413
	536
	1
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090964
	R3-091762
	Clean up the Terminology of home eNB in S1AP
	36.413
	531
	 
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090964
	R3-091688
	SRVCC to GERAN/UTRAN
	36.413
	522
	 
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090964
	R3-092075
	E-RABs subject to forwarding
	36.413
	538
	1
	F
	8.6.1
	LTE-Interfaces
	Rel-8


RP-090767: CRs for WI LTE-Interfaces, batch 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090767
	R3-091961
	Interaction between Initial Context Setup/UE Context Modification and Handover Preparation/Redirection procedures during CS Fallback
	36.413
	554
	 
	F
	8.6.1
	LTE-interfaces
	Rel-8

	RP-090767
	R3-092053
	Handling of not supported QCI values
	36.413
	537
	1
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090767
	R3-092054
	Mandatory NAS PDU in E-RAB Release Command
	36.413
	540
	1
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090767
	R3-092140
	Adding the RTD information in UPLINK CDMA2000 TUNNELING
	36.413
	521
	3
	B
	8.6.1
	LTE-Interfaces
	Rel-9

	RP-090767
	R3-092058
	Missing reference and specification for encoding the CDMA2000 pilot list
	36.413
	542
	1
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090767
	R3-092059
	CR on Repetion Period IE
	36.413
	547
	1
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090767
	R3-092060
	Corrections for 36.413
	36.413
	515
	1
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090767
	R3-091956
	Miscellaneous correction to 36.413v8.6.1
	36.413
	551
	 
	F
	8.6.1
	LTE-Interfaces
	Rel-8


RP-090768: CRs for WI LTE-Interfaces, batch 3
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090768
	R3-091960
	ASN1 object identified correction
	36.413
	553
	 
	F
	8.6.1
	LTE-Interfaces
	Rel-8

	RP-090768
	R3-092061
	Removal of duplicated causes
	36.423
	292
	1
	F
	8.6.0
	LTE-Interfaces
	Rel-8

	RP-090768
	R3-091823
	Specification of max number of pools
	36.423
	295
	 
	F
	8.6.0
	LTE-Interfaces
	Rel-8


RP-090781: Technically endorsed CR for LTE-Interfaces
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090781
	R3-092139
	CR for data forwarding indication
	36.413
	524
	1
	F
	8.6.1
	LTE-Interfaces
	Rel-8


7.4.4.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-090769: CRs for Closed WIs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090769
	R3-091624
	Add assigned SCTP PPI values for RUA and HNBAP
	25.467
	41
	 
	F
	8.2.0
	HNB-Arch
	Rel-8

	RP-090769
	R3-092049
	Clean-up of 25.467
	25.467
	42
	1
	F
	8.2.0
	HNB-Arch
	Rel-8

	RP-090769
	R3-092050
	Adding description of HNB de-registration function in stage 2
	25.467
	50
	1
	F
	8.2.0
	HNB-arch
	Rel-8

	RP-090769
	R3-092051
	ASN.1 correction for HNB Location Information IE
	25.469
	31
	2
	F
	8.2.0
	HNB-arch
	Rel-8

	RP-090769
	R3-092136
	Clarification for Power Resource Related Info in TDD non-scheduled grant info
	25.433
	1661
	2
	F
	8.5.0
	LCRTDD-EDCH-L23
	Rel-8

	RP-090769
	R3-092046
	SixtyfourQAM DL Support Indicator
	25.423
	1530
	1
	F
	8.5.0
	RANimp-64QAMDownlink
	Rel-8

	RP-090769
	R3-091905
	Addition of Semantics Description for E-DCH RACH Report Information in Common Measurement Value
	25.433
	1656
	 
	F
	8.5.0
	RANimp-UplinkEnhState
	Rel-8

	RP-090769
	R3-092044
	Corrections related to UE Status Update procedure
	25.433
	1664
	1
	F
	8.5.0
	RANimp-Enhstate
	Rel-8


RP-090770: CRs for TEI 8
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090770
	R3-092104
	Correction for procedural text for MBMS Bearer Service List IE
	25.423
	1534
	 
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092038
	Correction on E-DCH FDD Information abnormal condition in radio link reconfiguration procedure
	25.423
	1515
	1
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092039
	Correction on E-DCH FDD Information abnormal condition in radio link reconfiguration procedure
	25.433
	1643
	1
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092101
	Clarification on E-DCH related resources assignment in Physical Shared Channel Reconfiguration procedure
	25.433
	1644
	1
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092041
	Addition of abnormal condition for HS-DSCH/E-DCH in RL Addition procedure
	25.423
	1517
	1
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092042
	Addition of abnormal condition for HS-DSCH/E-DCH in RL Addition procedure
	25.433
	1645
	1
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092132
	Addition of HS-DSCH TB Size Table Indicator related context at serving HS-DSCH RL change
	25.423
	1516
	2
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092043
	Correction on Cell-ID Measured Results Sets in INFORMATION EXCHANGE INITIATION REQUEST
	25.453
	119
	1
	F
	8.1.0
	TEI 8
	Rel-8

	RP-090770
	R3-092045
	Semantics Description of IB_OC_ID
	25.433
	1657
	1
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-091971
	Correction of ASN.1 Target Cell ID missing
	25.413
	1015
	 
	F
	8.3.0
	TEI 8
	Rel-8

	RP-090770
	R3-092134
	Enhanced HS-SCCH support optional in Rel8
	25.433
	1663
	2
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092177
	Inclusion of UE support indicator extension IE into RL handling
	25.423
	1535
	1
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092178
	Inclusion of UE support indicator extension IE into RL handling
	25.433
	1666
	1
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092013
	Addition of casue SixtyfourQAM DL and MIMO Combined not available in ASN.1
	25.433
	1665
	 
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-092014
	Addition of cause SixtyfourQAM DL and MIMO Combined not supported in RL reconfiguration procedure
	25.423
	1533
	 
	F
	8.5.0
	TEI 8
	Rel-8

	RP-090770
	R3-091975
	Enhanced HS-SCCH support optional in Rel8
	25.423
	1532
	
	F
	8.5.0
	TEI 8
	Rel-8


8.1
Continuous Connectivity for packet data users for 1.28Mcps TDD [RANimp-LCRCPC]
RP-090771: CRs for RANimp-LCRCPC
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090771
	R3-091563
	Correction of ASN.1 for CPC for 1.28Mcps TDD
	25.433
	1635
	 
	F
	8.5.0
	RANimp-LCRCPC
	Rel-8

	RP-090771
	R3-091627
	Correction of ASN.1 for CPC for 1.28Mcps TDD
	25.423
	1511
	 
	F
	8.5.0
	RANimp-LCRCPC
	Rel-8


9.2.3
Support for different bands for Dual-Cell HSDPA [RANimp-MultiBand_DC_HSDPA]
RP-090772: CRs for dual-band dual-cell HSDPA
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090772
	R3-092171
	Introduction of Dual-Band HSDPA
	25.433
	1659
	2
	B
	8.5.0
	RANimp-MultiBand_DC_HSDPA
	Rel-9

	RP-090772
	R3-092172
	Introduction of Dual-Band HSDPA
	25.423
	1529
	2
	B
	8.5.0
	RANimp-MultiBand_DC_HSDPA
	Rel-9


9.2.4
Combination of DC-HSDPA with MIMO [RANimp-DC_MIMO]
RP-090773: CRs for DC-HSDPA with MIMO
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090773
	R3-092156
	Introduction of MIMO for DC-HSDPA
	25.433
	1667
	1
	B
	8.5.0
	RANimp-DC_MIMO
	Rel-9

	RP-090773
	R3-092157
	Introduction of MIMO for DC-HSDPA
	25.423
	1536
	1
	B
	8.5.0
	RANimp-DC_MIMO
	Rel-9


9.2.6
TxAA extension for non-MIMO UEs [RANimp-TxAA_nonMIMO]
RP-090774: CRs for TxAA extension for non-MIMO UEs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090774
	R3-092158
	Introduction of TxAA extension for non-MIMO UEs
	25.433
	1658
	2
	B
	8.5.0
	RANimp-TxAA_nonMIMO
	Rel-9

	RP-090774
	R3-092093
	Introduction of TxAA extension for non-MIMO UEs
	25.423
	1528
	1
	B
	8.5.0
	RANimp-TxAA_nonMIMO
	Rel-9


9.3.1
Support for IMS Emergency Calls over LTE [IMS_EMER_LTE]
RP-090787: CRs for WI IMS_EMER_LTE
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090787
	R3-092082
	Emergency Call handling in limited service mode
	36.413
	543
	1
	B
	8.6.1
	IMS_EMER_LTE
	Rel-9

	RP-090787
	R3-092083
	Handling of Emergency Calls in Limited Service Mode
	36.423
	296
	1
	B
	8.6.0
	IMS_EMER_LTE
	Rel-9

	RP-090787
	R3-092084
	Emergency calls mobility handling
	36.413
	544
	1
	B
	8.6.1
	IMS_EMER_LTE
	Rel-9

	RP-090787
	R3-092085
	Emergency calls mobility handling
	36.423
	297
	1
	B
	8.6.0
	IMS_EMER_LTE
	Rel-9


9.7.4
Home NB and Home eNB enhancements – RAN3 aspects [EHNB-RAN3]
RP-090775: CRs for HNB RAN3 aspects
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090775
	R3-092173
	Support for paging optimization with CSG membership changes
	25.467
	44
	3
	F
	8.2.0
	EHNB-RAN3
	Rel-9

	RP-090775
	R3-092174
	Support for paging optimization with CSG membership changes
	25.413
	1008
	3
	F
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-090775
	R3-092170
	Support for paging optimization with CSG membership changes
	36.413
	513
	2
	F
	8.6.1
	EHNB-RAN3
	Rel-9

	RP-090775
	R3-092086
	Enhancements to handle HNB to HNB mobility
	25.467
	48
	1
	B
	8.2.0
	EHNB-RAN3
	Rel-9

	RP-090775
	R3-092067
	Access Mode and Membership notification for UEs accessing CSG-Hybrid cells
	25.467
	49
	1
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-090775
	R3-092151
	Support for Hybrid access mode in HNBs
	25.413
	1012
	2
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-090775
	R3-092113
	HNB Celll Access Mode in HNBAP
	25.469
	30
	1
	B
	8.2.0
	EHNB-RAN3
	Rel-9

	RP-090775
	R3-092152
	Inclusion of Access Mode and Subscription Status for UE prioritisation in LTE hybrid cells
	36.413
	550
	2
	B
	8.6.1
	EHNB-RAN3
	Rel-9


9.8
Self-Organizing Network [SON]

RP-090788: TR 36.902 v.2.0.0 for approval

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090788
	R3-092175
	Latest version of TR 36.902 v.2.0.0
	36.902
	
	
	
	1.2.0
	SON
	Rel-9


9.9
Public Warning System (PWS) –RAN aspects [PWS-RAN, New WI]
RP-090776: CRs for PWS-RAN aspects
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090776
	R3-092108
	S1AP Write-Replace Warning procedure for PWS/CMAS
	36.413
	549
	1
	B
	8.6.1
	PWS-RAN
	Rel-9

	RP-090776
	R3-092109
	S1AP Kill procedure for cancellation of PWS warning messages
	36.413
	548
	1
	B
	8.6.1
	PWS-RAN
	Rel-9


9.10
Technical Enhancements and Improvements [TEI9]
RP-090777: CRs for TEI 9
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-090777
	R3-092162
	Introduction of UE-AMBR Concept in UMTS
	25.413
	1009
	2
	B
	8.3.0
	TEI 9
	Rel-9

	RP-090777
	R3-092163
	Introduction of UE-AMBR Concept in UMTS
	25.423
	1521
	2
	B
	8.5.0
	TEI 9
	Rel-9

	RP-090777
	R3-092164
	Introduction of UE-AMBR Concept in UMTS
	25.433
	1648
	2
	B
	8.5.0
	TEI 9
	Rel-9
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