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1
Overview

It is assumed that HNB and HeNB work has the same priority and that a common set of functions are provided for both. The following represents the RAN view of priorities which should guide the RAN2 and RAN3 work on H(e)NB

	Function
	Priority
	Relevant WG 

	1. Support of Hybrid access mode including manual and autonomous CSG selection, idle mode mobility, access control
	High
	RAN2, RAN3

	2. Support of Inbound mobililty
	
	

	2.1 Intra Frequency HO to CSG or Hybrid Cell
	High
	RAN2

	2.2 Inter Frequency HO to CSG Cell or Hybrid Cell
	High
	RAN2

	2.3 UTRAN and E-UTRAN aspects for basic support of intra-RAT HO to CSG or Hybrid Cell
	High
	RAN3

	2.4 Inter RAT HO to HNB or HeNB cell
	TBD
	RAN2, RAN3

	2.5 Incoming HO to CSG or Hybrid cell support for legacy UE 

(Note from Alex: this was at least put on low priority, as removed after discussions on RP-090349 (with hyperlink))
	TBD
	RAN2, RAN3

	2.5 Optimization for CSG to CSG mobility e.g.  X2 support between HNBs, HO procedure termination at GW (in case of LTE)
	Low
	RAN2, RAN3

	3 Idle mode aspect 
	
	

	3.1 Non allowed CSG handling (e.g. LTE IFRI)
	High
	RAN4, RAN2

	4 Further Network aspects
	
	

	4.1 UL Muxing
	High
	RAN3

	4.2 ETWS/PWS
	TBD
	RAN3


2
Discussion/Decision

RAN is requested to discuss and agree the above priorities and to communicate them to RAN2 and RAN3.
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