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Justification *

Within the course of increasing terminal penetration and fixed-mobile convergence, an upcoming demand for LTE Home eNodeBs is observed to provide attractive services and data rates in home environments.

E-UTRAN was developed and defined under the assumption of coordinated network deployment whereas home eNodeBs are typically associated with uncoordinated and large scale deployment.

Aim of this work item is to amend the E-UTRAN eNodeB related RF specifications and base the work on the experience gathered in the RAN4 specific part of TR 25.820 to support the Home eNodeBs application.  No changes to the UE RF specifications are foreseen.

The scope of this work item is limited to the E-UTRA FDD mode.

The interference analysis can be expected to be similar to that conducted for UTRA so the conclusions from that work would be expected to broadly apply to E-UTRA as well.
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Objective *

Objective 1

The existing E-UTRA BS class does not fully address the RF requirements of the HeNB application.  Correspondingly, Objective 1 is to specify the RF requirements for the Home eNodeB in TS 36.104, where the work done for the HNB can be taken as a basis.

Furthermore, the test specification TS 36.141 would need to be updated accordingly.

It is foreseen that the HeNB-specific additions to TS 36.104 / 36.141 can be accommodated in a manner similar to that accomplished for the UTRA HNB.

Objective 2

TR 25.820 showed that for the CSG HNB there are occasions where overall system performance may be enhanced by controlling the HNB output power dependent on the strength of signal from the macro cell layer and from other HNB.  Control of CSG HNB output power mitigates interference to the macro layer and other CSG HNB.  Correspondingly, it is expected that similar observations may be made for the HeNB.  Objective 2 is to ensure that operators have the ability to achieve control of HeNB power; in particular, the work should cover but not be limited by the following, 

· The operator has the means to obtain measurements of the strength of signals and the identity (to allow macro neighbour cell list building) from the macro cell layer and from other HeNBs. Measurements may be made by the HeNB or may make use of existing measurements defined for the UE; no new UE measurements will be defined.  

· The operator has the means to set the maximum output power of the HeNB, this is expected to introduce changes to TS 36.104.  

· The operator has guidance on how to control HeNB power and expected performance levels in the relevant scenarios.  There are additional factors that may be controlled in E-UTRA in comparison with UTRA, such as variable bandwidth and allocation of radio sub-carriers; work will be conducted to investigate if similar mechanisms may be used for controlling HeNB resource allocation versus the macro cell layer and versus other HeNBs.  Additionally, mechanisms may be applied to control HeNB coverage in the case of open access HeNB.
A TR in the 900 series will be created in order to capture this guidance.
5
Service Aspects

6
MMI-Aspects

7
Charging Aspects

8
Security Aspects

9
Impacts *

	Affects:
	UICC apps
	ME
	AN
	CN
	Others

	Yes
	
	
	X
	
	

	No
	X
	X
	
	X
	X

	Don't know
	
	
	
	
	


10
Expected Output and Time scale *

	New specifications *

[If Study Item, one TR is anticipated]

	Spec No.
	Title
	Prime rsp. WG
	2ndary rsp. WG(s)
	Presented for information at plenary#
	Approved at plenary#
	Comments

	36.921
	Evolved Universal Terrestrial Radio Access (E-UTRA); FDD Home eNodeB (HeNB) Radio Frequency (RF) requirements analysis  
	R4
	
	RAN#46
	RAN#47
	

	
	
	
	
	
	
	

	Affected existing specifications *

[None in the case of Study Items]

	Spec No.
	CR
	Subject
	Approved at plenary#
	Comments

	36.104
	
	Radio performance
	RAN#47
	

	36.141
	
	BTS conformance
	RAN#47
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


11

Work item rapporteur(s) *

Ying Cai, Motorola 
12

Work item leadership *

RAN4
13

Supporting Individual Members *

	Supporting IM name

	Motorola

	T-Mobile International

	picoChip

	Qualcomm Europe

	NEC


�Consider the title of the work item carefully, and keep the text reasonably brief.  Avoid titles already in use, including in previous Releases.  Do not mention the intended Release in the title, since timescales may change and move the item to a later Release. Once assigned, avoid changing the title in any substantive way, even if this means the title no longer embraces the full scope of the intended work, as the contents of that work becomes clearer with the passage of time.


�This code will appear in the work plan and is to be used on Change Requests relating to this work item; see�"A word on WI codes/acronyms" at http://www.3gpp.org/Management/WorkPlan.htm . The code proposed by the originator of the work item may be changed at approval time by the TSG if the original proposal is deemed inappropriate.


�Leave this blank for new work items. For revisions, insert the unique_id value allocated by the Work Plan Coordinator; see �http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm .


�Put an X in one or more of the boxes.


�Put an X in one of the boxes in the table below. A work item must be classed as one and one only of the listed categories.  For more guidance, see 3GPP TR 21.900 §6.0.2.


�WIs are identified by their�	title: see guidance above �	unique_id: a numeric value which, once allocated, never changes�	alphabetic (or alphanumeric) code (acronym): for guidance, see "A word on WI codes/acronyms" at http://www.3gpp.org/Management/WorkPlan.htm .


�Identify any work, possibly in a previous Release, which gave rise the current Feature.


�Normally, put an X in one box only.  In simple cases, a single WID can be used to specify two or more stages. For guidance on the definition of stages, see 3GPP TR 21.900 §4.1.


�Identify any requirements specified in, eg, an OMA specification, and which need to be considered during the elaboration of the current stage 1 work.


�It is recommended that the stage 1 specification justifying the stage 2 work be identified. This will typically be in a 3GPP stage 1 TS (give the TS number if already allocated) or, if no TS is yet available, in the corresponding WID (give the Unique_ID value).  Alternatively, it is possible that the stage 1 is to be found in the publication of another body, in which case the second table should be used; be as explicit as possible in identifying the stage 1.


�Briefly explain why no stage 1 is necessary. If the stage 1 is specified by a body other than 3GPP, then identify the source and explain why stage 1 harmonization with 3GPP is not needed.  This situation is exceptional.


�It is recommended that the stage 2 be identified, or, if none, the stage 1 work which gives rise to the stage 3 WID being specified. Occasionally a stage 3 work item will arise from implicit provisions of another stage 3 TS, or even a Change Request to an existing stage 3 TS (which must itself be associated with a work item).


�Briefly explain why no stage 2 is necessary. If the stage 21 is specified by a body other than 3GPP, then identify the source and explain why stage 2 harmonization with 3GPP is not needed.  This situation is exceptional.


�All testing items must be associated with the provisions of a testable, stage 3, requirement.


�This clause is intended to be used in rare cases where the work does not fit into the foregoing classifications.


�For guidance on the use of work tasks, see 3GPP TR 21.900 §6.0.2


�Explain in sufficient detail why this work is needed.


�Give details of the goals to be achieved under this work item.  The level of detail required is explained in 3GPP TR 21.900 §6.0.2. Generally, the deeper the work item is in the heirarchy, the greater the level of technical detail need in the WID.  For high level items (Study Items, Features), the text of this clause should avoid technical language insofar as possible, and concentrate on the benefits which the work will bring to the 3GPP system or its usrs.


�Put an X in one or more boxes.  Use the "don't know" row only if the impacts are unpredictable at the time of writing the WID, not as an excuse for failure to consider the greater picture.


�The time scale for the work is implied by the plenary TSG meeting at which the resulting deliverables will be seen and approved.  There is no need to revise the WID if these initial estimates change during the course of the work, unless other significant changes (eg a change of objectives) are also required, in which case the plenary meetings can be corrected and, if known, the formal numbers for the new TSs and TRs given in place of the original placeholder numbers.


�List, in the top part of the table:�	the new specification(s) which will be produced under this work item�		if possible, give the spec series intended (see 3GPP TS 21.900 §4.0);�		identify the remaining three digits with a temporary designation - eg 34.tpw�		in the case of TRs, indicate whether the TR is:�			xx9xx = intended for publication by the Organizational Partners; or�			xx.8xx = for interal use of 3GPP and not to be published


�List, in the bottom part of the table:�	existing specifications


�The name of a physical person. If the person is new to 3GPP work, give full contact coordinates, in particular, email address. 


�Identify the lead working group (or parent Technical Specification Group) responsible for coordination of the work.  Mention also any other groups from which input may be required.


�See 3GPP Working Procedures, article 39, which specifies the minimum number of supporting IMs required (four, at the time of creating the present form), and the duties of those organizations. There is no upper limit to the number of supporting IMs.





