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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 6.2.1.8a.2, which is part of the PTCRB test suite. 

The test case can be demonstrated to run with one or more 3G UEs (see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_6_2_1_8a_2
Test Group:
PTCRB / ITU

ATS Version:
iwd-TVB2009-03_D09wk39
System Simulator used:
Anite CT
UE used:
Nokia NoRM-6 UE, EMP U335.

Verification Status:
PASS
4 Corrections required for test case 6.2.1.8a.2

4.1 Introduction

This section describes the changes required to make test case 6.2.1.8a.2 run correctly with a 3G UE. The ATS version used as basis was PTCRB_r3_wk39.mp, which is part of the iwd-TVB2009-03_D09wk39 release.

4.2 Change 1

Test Step Id
ts_RegistrationReject_NMOIFACH

Reason for change
 As per test specification, at step D, “The registration attempt on Cell 1 is rejected by the SS using cause “PLMN not allowed” (#11)” which is not handled in the current TTCN implementation for pc_AutoAttachOnSwitchOn=TRUE condition. 

Summary of change
Added a local tree lt_Handle_Attach for rejecting attach for pc_AutoAttachOnSwitchOn=TRUE

Source of change


Before:
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After:


[image: image2.png]It_RegistrationReject_ NMO_

5 +ts_MhI_UE_Switchon
6 +5_RRC_ConnEst( Establish RRC connection
p_Celld,
est_Reg,
registration)
7 [pe_AutomaticAttachSwitthON = TRUE Ferform combined CS/PS pro|
1 cedure
8 + It_Handle_Attach
g [pe_AutomaticAachSwitthON = FALS PS and CS regisiration attem
] ps are performed separately
10 De?RRC_Datalnd car_InitDirectTransfer ( AnyLocation Update request
(tov_Start = RRC_Datalnd start) tsc_CelDedicated,
tse_RB3,
ch_LocUpdRedsny(?))
1" +15_55_SecurityDownloadStart (cs_

domain, tev_Start)





[image: image3.png]It_Handle_Attach
31

De ? RRC_Dataln ( car_PS_iniDirectTransrer (tsc_
tey_TmpAftachReqPDU = RRC_Dataln CeilDedicated, tsc_RB3,
dmsg, er_AttachRen (

tov_TmpB3:= tov_TmpéttachReqPDU.at c_AttachTypeAny, c_MobileldAny
tachType.type, _tv, c_RAILAny_,

tey_Start = RRC_Dataind.start) 2

+15_55_SecurityDownloadStart (ps_d

omain, toy_Start)

De | RRC_DataReq £a_PS_DataReq (tsc_CellDedi
cated, tsc_RB3,
cs_AftachRe)(
to_PSRegistrationRejectCause

»
+s_RRC_ConnRel(p_Cellld, cell_Fac
h_Deeh)
(ov_PS_KeySe!
e, tov_CS_KeySeq
ted)
+ts_MMI_UE_SwitchOff

isc_KeySeaDelet
tsc_KeySeqDele

ATTACH REQUEST

- Extract Attach type requeste
]

@sic T1-031835 and T1-03x]
c25ic@

ATTACH REJECT

Release RRC connection

Invalidate ciphering key sequ
ence number





4.3 Change 2

Test Step Id
lt_LocalTest of tc_6_2_1_8a_2

Reason for change
Due to introduction of change 1, it is required to change the sequence for the switch on/off of the UE

Summary of change
Interchanged the lines #21, #22.

Source of change


Before:
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After:


[image: image5.png]It_LocalTest
20
2

22

23

24

25

TBS

(ov_TestBody=TRUE)

+s_RegistrationReject_NMOIFACH (tsc_C
ella)

+ts_MMI_UE_Switchon

(TEST STEP C) Rejectwith cause|
PLMN ot allowed
@Anite CR@
Requestto switch on the mobile.
(TESTSTEP B)

nite CR

THM?RLC_TR_DATA_IND

TMPRLC_TR_DATA_IND

6_L276_L2_ACCESS_IND

car_RRC_ConnReq (tsc_Cellh,
tse_RBD,
chr_108_RRC_CannRed(?))
car_RRC_ConnReq (tsc_CellB,
tse_RBD,
chr_108_RRC_ConnRed(?))
cabr_G_L2_ACCESS_IND (tsc_0S
M_CellA,tsc_PhyChO, 1,7,7,¢_6_
ChannelReq_Any)

®

®

®

UE should NOT access Cell 1

UE should NOT access Cell 3

UE should NOT access Cell 2




4.4 Change 3

Test Step Id
ts_GSM_LocationReject

Reason for change
Invocation of the teststep +ts_G_SetTmpCellConfigInfo to set global variable tcv_G_CellConfigInfo is missing. 

Summary of change
Added the teststep +ts_G_SetTmpCellConfigInfo at line #1.

Source of change


Before:
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5 Execution Log Files

5.1 Nokia NoRM-6 UE

The Nokia NoRM-6 UE passed this test case on the Anite SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_6_2_1_8a_2_Nokia-log.html:

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

5.2 EMP U335 UE

The EMP U335 UE passed this test case on the Anite SAT system. The documentation below is enclosed as evidence of the successful test case run [2]:

· Test Case Execution log file tc_6_2_1_8a_2_EMP-log.html:

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

[1]
R5s090188: This archive comprises text format execution log file and the TTCN MP file.
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