Page 1



3GPP TSG-RAN3 Meeting #66 
(
R3-093184
Jeju, Korea, 09-13 November, 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	25.433
	CR
	1698
	(

rev
	1
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Correction of several IEs’ names for 1.28 Mcps TDD

	
	

	Source to WG:
(

	CATT, TD-Tech

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	RANimp-EnhState1.28TDD
	
	Date: (

	09/11/2009

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(
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· Correct the Release field of the cover sheet

· Change the “eDCH-MACdFlow-Retransmission-Timer-SchedulingInfo” to “eDCH-Retransmission-Timer-SchedulingInfo”.

Rev0:

Changes to ASN.1can be sumrized as below:

- Rename the IE name from maximum-Number-of-Retransmissions-For-E-DCH to maximum-Number-of-Retransmissions-For-SchedulingInfo,

- Rename the IE name from eDCH-MACdFlow-Retransmission-Timer to eDCH-MACdFlow-Retransmission-Timer-SchedulingInfo
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9.2.3.79
Common E-DCH System Information LCR

The Common E-DCH System Information LCR IE provides information for E-DCH configured for UE in Cell_FACH and Idle state.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL Common MAC Flow Specific Information LCR
	
	0..<maxnoofCommonMACFlowsLCR>
	
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID LCR

9.2.3.76
	

	>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>Payload CRC Presence Indicator
	O
	
	9.2.1.49
	

	>Common E-DCH MAC-d Flow Specific Information LCR
	O
	
	9.2.3.81
	

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable for 1.28Mcps TDD when using multiple frequencies.

	Common E-PUCH Information LCR
	O
	
	9.2.3.83
	

	E-TFCS Information TDD
	O
	
	9.2.3.46
	

	Maximum Number of Retransmission for Scheduling Info LCR
	O
	
	Maximum Number of Retransmissions for E-DCH 

9.2.1.81
	

	E-DCH Retransmission timer for Scheduling Info LCR
	O
	
	E-DCH MAC-d Flow Retransmission Timer

9.2.3.61a
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9.3.4
Information Elements Definitions

Common-EDCH-System-InformationLCR ::= SEQUENCE {


ul-common-E-DCH-MACflow-Specific-InformationLCR


Ul-common-E-DCH-MACflow-Specific-InfoListLCR




OPTIONAL,


common-E-PUCH-InformationLCR






Common-E-PUCH-InformationLCR






OPTIONAL,


e-TFCS-Information-TDD








E-TFCS-Information-TDD








OPTIONAL,


maximum-Number-of-Retransmissions-For-SchedulingInfo



Maximum-Number-of-Retransmissions-For-E-DCH




OPTIONAL,


eDCH-Retransmission-Timer-SchedulingInfo





E-DCH-MACdFlow-Retransmission-Timer





OPTIONAL,

iE-Extensions










ProtocolExtensionContainer { { Common-EDCH-System-InformationLCR-ExtIEs } }

OPTIONAL,


...

}

Common-EDCH-System-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
	< end of change >
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