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	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-096328
	Correction on Control Channel DRX description in CELL_DCH state for 1.28Mcps TDD
	TD Tech
	25.331
	3861
	-
	F
	REL-8
	RANimp-LCRCPC

	R2-096329
	Correction on Control Channel DRX description in CELL_DCH state for 1.28Mcps TDD
	TD Tech
	25.331
	3862
	-
	A
	REL-9
	RANimp-LCRCPC

	R2-097241
	Clarification for initial SPS Tx pattern parameter for 1.28Mcps TDD
	TD Tech
	25.331
	3825
	1
	F
	REL-8
	RANimp-LCRCPC

	R2-097242
	Clarification for initial SPS Tx pattern parameter for 1.28Mcps TDD
	TD Tech
	25.331
	3826
	1
	A
	REL-9
	RANimp-LCRCPC

	R2-097243
	Clarification of the actions related to HS_DSCH_RECEPTION variable for 1.28Mcps TDD
	ZTE
	25.331
	3863
	-
	F
	REL-8
	RANimp-LCRCPC

	R2-097244
	Clarification of the actions related to HS_DSCH_RECEPTION variable for 1.28Mcps TDD
	ZTE
	25.331
	3864
	-
	A
	REL-9
	RANimp-LCRCPC

	R2-097247
	Correction to CPC operation for 1.28 Mcps TDD
	CATT
	25.331
	3927
	-
	F
	REL-8
	RANimp-LCRCPC

	R2-097248
	Correction to CPC operation for 1.28 Mcps TDD
	CATT
	25.331
	3928
	-
	A
	REL-9
	RANimp-LCRCPC
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