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2 Corrections to NAS ATS
2.1 ts_GMM_CombinedAttachReject
	Test step name
	ts_GMM_CombinedAttachReject

	Reason for change
	In this test step, in the following local trees:
1. lt_AttachReject_NMO_I
2. lt_AttachReject_NMO_II
3. lt_HandleAttachRequest
4. lt_GMMOnly_TriggerAttach
test step ts_RRC_ConnEst needs to be replaced by test step ts_RRC_ConnEstRelInd as this will then update the variable tcv_RelInd which is used while checking the security capabilities of the UE.

	Summary of change
	Test step ts_RRC_ConnEst is replaced by test step ts_RRC_ConnEstRelInd

	Source of change
	

	Label
	WA#
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2.2 ts_GMM_AttachReject
	Test step name
	ts_GMM_AttachReject

	Reason for change
	In this test step, in the following local trees:
1. lt_AttachReject_NMO_I
2. lt_AttachReject_NMO_II

3. lt_HandleAttachRequest

4. lt_GMMOnly_TriggerAttach

test step ts_RRC_ConnEst needs to be replaced by test step ts_RRC_ConnEstRelInd as this will then update the variable tcv_RelInd which is used while checking the security capabilities of the UE.

	Summary of change
	Test step ts_RRC_ConnEst is replaced by test step ts_RRC_ConnEstRelInd

	Source of change
	

	Label
	WA#
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2.3 ts_RegistrationReject
	Test step name
	ts_RegistrationReject

	Reason for change
	In this test step, in the following local trees:
1. lt_RegistrationReject_NMO_I
2. lt_AttachReject_NMO_II
test step ts_RRC_ConnEst needs to be replaced by test step ts_RRC_ConnEstRelInd as this will then update the variable tcv_RelInd which is used while checking the security capabilities of the UE.

	Summary of change
	Test step ts_RRC_ConnEst is replaced by test step ts_RRC_ConnEstRelInd

	Source of change
	

	Label
	WA#
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