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< Start of changed section> 
4.3.1.1.19
FDD reference test frequencies for operating band 19

Table 4.3.1.1.19-1: Test frequencies for E-UTRA channel bandwidth for operating band 19
	Test Frequency ID
	Bandwidth
[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	24025
	832.5
	6025
	877.5

	
	10 [1]
	24050
	835
	6050
	880

	
	15 [1]
	24075
	837.5
	6075
	882.5

	Mid Range
	5/10 [1]/15 [1]
	24075
	837.5
	6075
	882.5

	High range
	5
	24125
	842.5
	6125
	887.5

	
	10 [1]
	24100
	840
	6100
	885

	
	15 [1]
	24075
	837.5
	6075
	882.5

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.20
FDD reference test frequencies for operating band 20
Table 4.3.1.1.19-1: Test frequencies for E-UTRA channel bandwidth for operating band 20
	Test Frequency ID
	Bandwidth
[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	24175
	834.5
	6175
	793.5

	
	10[1]
	24200
	837
	6200
	796

	
	15[1]
	24225
	839.5
	6225
	798.5

	
	20[1]
	24250
	842
	6250
	801

	Mid Range
	5/10[1]/15[1]/20[1]
	24300
	847
	6300
	806

	High range
	5
	24425
	859.5
	6425
	818.5

	
	10[1]
	24400
	857
	6400
	816

	
	15[1]
	24375
	854.5
	6375
	813.5

	
	20[1]
	24350
	852
	6350
	811

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


< Text skipped here> 
6.2.3.1
Test frequencies for signalling test
Test frequencies for signalling test are specified in table 6.2.3.1-1 for FDD and table 6.2.3.1-2 for TDD. Except f4 and a few f1, f5 which are specified according to EARFCN of the concerned operating Bands, the majority of the test frequencies in table 6.2.3.1-1 and 6.2.3.1-2 are specified in terms of Low, Mid and High which are referred to the Low Range, Mid Range and High Range in clause 4.3.1.

Table 6.2.3.1-1: Test frequencies for E-UTRA FDD
	E-UTRA Operating

Band
	Bandwidth

[MHz]
	f1, f5
	f2, f6
	f3, f7
	f4

	
	
	NUL
	NDL
	NUL
	NDL
	NUL
	NDL
	NUL
	NDL

	1
	60
	Mid
	Mid
	High
	High
	Low
	Low
	18350
	350

	2
	60
	Mid
	Mid
	High
	High
	Low
	Low
	18950
	950

	3
	75
	Mid
	Mid
	High
	High
	Low
	Low
	19625
	1625

	4
	45
	Mid
	Mid
	High
	High
	Low
	Low
	20225
	2225

	5
	25
	Mid
	Mid
	High
	High
	Low
	Low
	20575
	2575

	6
	10
	Low
	Low
	High
	High
	N/A
	N/A
	N/A
	N/A

	7
	70
	Mid
	Mid
	High
	High
	Low
	Low
	21150
	3150

	8
	35
	Mid
	Mid
	High
	High
	Low
	Low
	21675
	3675

	9
	35
	Mid
	Mid
	High
	High
	Low
	Low
	22025
	4025

	10
	60
	Mid
	Mid
	High
	High
	Low
	Low
	22500
	4500

	11
	25
	Mid
	Mid
	High
	High
	Low
	Low
	22925
	4925

	12
	18
	Mid
	Mid
	High
	High
	Low
	Low
	N/A
	N/A

	13
	10
	Low
	Low
	High
	High
	N/A
	N/A
	N/A
	N/A

	14
	10
	Low
	Low
	High
	High
	N/A
	N/A
	N/A
	N/A

	…
	
	
	
	
	
	
	
	
	

	17
	12
	Low
	Low
	High
	High
	N/A
	N/A
	N/A
	N/A

	18
	15
	Mid
	Mid
	High
	High
	Low
	Low
	N/A
	N/A

	19
	15
	Mid
	Mid
	High
	High
	Low
	Low
	N/A
	N/A

	20
	30
	Mid
	Mid
	High
	High
	Low
	Low
	24350
	6350
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