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<BEGIN OF MODIFIED SECTION>
4
Recommended test case applicability

<Text skipped>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	

	<skipped items>

	6.3.1.1
	Manual CSG ID Selection
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred

	6.3.1.2
	UE in automatic network selection mode to select a suitable CSG cell
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred

	6.3.2.1
	Intra-frequency cell reselection from a non-CSG cell to an allowed CSG cell
	Rel-8
	C650
	UEs supporting FDD and  CSG
	1 Execution: CS+PS preferred

	6.3.3.1
	Intra frequency CSG Cell Reselection / UE is in Idle, Cell_PCH and URA_PCH states
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred

	6.3.3.2
	Inter frequency CSG Cell Reselection / UE is in Idle, Cell_PCH and URA_PCH states
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred

	<skipped items>

	12.3.1.1
	PS detach / power off / accepted
	R99
	C79
	UE supporting PS domain services and supports power on/off.
	1 Execution: PS

	12.3.1.2
	PS detach / accepted
	R99
	 C379
	UE supporting PS domain services and user requested PS detach without powering off.
	1 Execution: PS

	12.3.1.3
	PS detach / abnormal cases / attempt counter check / procedure timeout
	R99
	C12
	UE supporting PS domain services.
	

	12.3.1.4
	PS detach / abnormal cases / GMM common procedure collision
	R99
	C12
	UE supporting PS domain services.
	

	12.3.1.5
	PS detach / power off / accepted / PS/IMSI detach
	R99
	C619
	UE supporting PS domain services and CS domain services, UE supports UE operation mode A and power on/off..
	1 Execution: CS+PS

	12.3.1.6
	PS detach / accepted / PS/IMSI detach
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.
	

	12.3.1.7
	PS detach / accepted / IMSI detach
	R99
	C212
	UE supporting user requested non-PS detach.
	

	12.3.1.8
	PS detach / abnormal cases / change of cell into new routing area
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.
	

	12.3.1.9
	PS detach / abnormal cases / PS detach procedure collision
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.
	

	12.3.1.10
	UE initiated detach/abnormal case/ Not authorized for this CSG
	Rel-8
	C652
	UE supporting user requested combined circuit switch and packet switch detach without power off and CSG.
	1 Execution: CS+PS

	12.3.2.1
	PS detach / re-attach not required / accepted
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.3.2.2
	PS detach / rejected / IMSI invalid / PS services not allowed
	R99
	C12
	UE supporting PS domain services.
	

	12.3.2.3
	PS detach / IMSI detach / accepted
	R99
	C88
	UE supporting PS domain services and CS domain services ( UE supports UE operation mode A).
	

	12.3.2.4
	PS detach / re-attach requested / accepted
	R99
	C88
	UE supporting PS domain services and CS domain services ( UE supports UE operation mode A).
	

	12.3.2.5
	PS detach / rejected / location area not allowed
	R99
	C77
	UE supporting PS domain services and PS attach attempted automatically by outstanding request.
	

	12.3.2.6
	PS detach / rejected / No Suitable Cells In Location Area
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.3.2.7
	PS detach / rejected / Roaming not allowed in this location area
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS

	12.3.2.8
	PS detach / rejected / PS services not allowed in this PLMN
	R99
	 C12
	UE supporting PS domain services.
	1 Execution: PS

	<skipped items>
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