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9.2.2.D
Cell Capability Container FDD

The Cell Capability Container FDD indicates which functionalities a cell supports.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container FDD
	
	
	BIT STRING (32)
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit:Reserved.

The second bit: Delayed Activation Support Indicator.

The third bit: HS-DSCH Support Indicator.

The fourth bit:Reserved.

The fifth bit: F-DPCH Support Indicator.

The sixth bit: E-DCH Support Indicator.
The seventh bit: E-DCH TTI2ms Support Indicator. 

The eighth bit: E-DCH 2sf2and2sf4 and all inferior SFs Support Indicator.

The ninth bit: E-DCH 2sf2 and all inferior SFs Support Indicator.

The tenth bit: E-DCH 2sf4 and all inferior SFs Support Indicator.

The eleventh bit: E-DCH sf4 and all inferior SFs Support Indicator.

The twelveth bit: E-DCH sf8 and all inferior SFs Support Indicator.

The thirteenth bit: E-DCH HARQ IR Combining Support Indicator.

The fourteenth bit: E-DCH HARQ Chase Combining Support Indicator.

The fifteenth bit: Continuous Packet Connectivity DTX-DRX Support Indicator.

The sixteenth bit: Continuous Packet Connectivity HS-SCCH less Support Indicator.

The seventeenth bit: MIMO Support Indicator.
The eighteenth bit: SixteenQAM UL Support Indicator.

The nineteenth bit:  Flexible MAC-d PDU Size Support Indicator.

The twentieth bit: F-DPCH Slot Format Support Indicator.

The twentyfirst bit: SixtyfourQAM DL Support Indicator.

The twentysecond bit: Flexible E-DCH MAC-d PDU Size Support Indicator.

The twentythird bit: E-DPCCH Power Boosting Support Indicator.

The twentytfourth bit: SixtyfourQAM DL and MIMO Combined Support Indicator.
This bit shall not be set to 1 if SixtyfourQAM DL Support Indicator is set to 0 or MIMO Support Indicator is set to 0.

The twentyfifth bit: Multi Cell Support Indicator
The twentysixth bit: MBMS Support Indicator.

The twentyseventh bit: TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is Active Support Indicator.
The twentyeighth bit: Reserved

The twentyninth bit: Reserved

The thirtieth bit:
Preferred Precoding Weight Set Restriction Support Indicator. (See [16], the value 1 indicates preferred) 
Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.


---------------------------------------

Skip to next change

--------------------------------------

9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.0
General

Subclause 9.3 presents the Abstract Syntax of RNSAP protocol with ASN.1. In case there is contradiction between the ASN.1 definition in this subclause and the tabular format in subclause 9.1 and 9.2, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, in which the tabular format shall take precedence.

---------------------------------------

Skip to next change

--------------------------------------

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxNrOfFACHs,


maxIBSEG,


maxCellsMeas,


maxNoOfDSCHs,


maxNoOfUSCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,

---------------------------------------

Skip to next change

--------------------------------------

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

>> Skip unchanged text
CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CellCapabilityContainer-FDD ::= BIT STRING (SIZE (32))
-- First bit: Flexible Hard Split Support Indicator
-- Second bit: Delayed Activation Support Indicator

-- Third bit: HS-DSCH Support Indicator

-- Fourth bit: DSCH Support Indicator

-- Fifth bit: F-DPCH Support Indicator

-- sixth bit: E-DCH Support Indicator

-- Seventh bit: E-DCH TTI2ms Support Indicator
-- Eighth bit: E-DCH 2sf2and2sf4 and all inferior SFs Support Indicator

-- Ninth bit: E-DCH 2sf2 and all inferior SFs Support Indicator

-- Tenth bit: E-DCH 2sf4 and all inferior SFs Support Indicator

-- Eleventh bit: E-DCH sf4 and all inferior SFs Support Indicator

-- Twelveth bit: E-DCH sf8 and all inferior SFs Support Indicator

-- Thirteenth bit: E-DCH HARQ IR Combining Support Indicator

-- Fourteenth bit: E-DCH HARQ Chase Combining Support Indicator

-- Fifteenth bit: Continuous Packet Connectivity DTX-DRX Support Indicator

-- Sixteenth bit: Continuous Packet Connectivity HS-SCCH less Support Indicator

-- Seventeenth bit: MIMO Support Indicator

-- Eighteenth bit: SixteenQAM UL Support Indicator

-- Nineteenth bit: Flexible MAC-d PDU Size Support Indicator

-- Twentieth bit: F-DPCH Slot Format Support Indicator

-- Twentyfirst bit: SixtyfourQAM DL Support Indicator
-- Twentysecond bit: Flexible E-DCH MAC-d PDU Size Support Indicator

-- Twentythird bit: E-DPCCH Power Boosting Support Indicator

-- Twentyfourth bit: SixtyfourQAM DL and MIMO Combined Support Indicator
-- Twentyfifth bit: Multi Cell Support Indicator Support Indicator

-- Twentysixth bit: MBMS Support Indicator
-- Twentyseventh bit: DRNS Support STTD on DL ctrl ch when the RL is in MIMO P-CPICH + S-CPICH cell
-- Twentyeighth bit: Reserved
-- Twentyninth bit: Reserved
-- Thirtieth bit: Preferred Precoding Weight Set Restriction Support Indicator
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
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