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	RP-100229
	R3-100615
	Correction to OTDOA in SAS-centric mode
	25.453
	0120
	-
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-100624
	Minor corrections for HNBAP
	25.469
	0041
	-
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-100644
	Introduction of PLMN-related abnormal conditions during HO in network sharing scenarios
	36.413
	0627
	-
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-100709
	Corrections to the TS0 enhancement for the UE in CELL_FACH state for 1.28Mcps TDD
	25.425
	0147
	-　
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-100710
	Corrections to the TS0 enhancement for the UE in CELL_FACH state for 1.28Mcps TDD
	25.435
	0225
	-　
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-100908
	Rapporteur’s update for RANAP protocol 
	25.413
	1049
	-
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-100950
	Rapporteur’s update of RNSAP protocol
	25.423
	1605
	-
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101079
	Rapporteur’s update of X2AP protocol
	36.423
	0355
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101120
	SPID description and implementation guidelines in UTRAN
	25.401
	0128
	1
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-101123
	Introduction of UE Aggregate Maximum Bit Rate Enforcement Indicator
	25.423
	1594
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101124
	Introduction of UE Aggregate Maximum Bit Rate Enforcement Indicator
	25.433
	1770
	1
	F
	9.1.1
	TEI9
	Rel-9

	RP-100229
	R3-101125
	Description of Transparent Container Encoding
	25.413
	1048
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101126
	Description of Transparent Container Encoding
	36.413
	0645
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101161
	Addition of MBSFN information on X2 interface
	36.423
	0341
	2
	C
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101191
	CMAS and ETWS action if  Number of Broadcasts Requested IE set to 0
	36.413
	0641
	1
	F
	9.1.0
	TEI9
	Rel-9


