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	RP-100230
	R3-101223
	Minor corrections for RUA
	25.468
	0023
	1
	F
	9.0.0
	TEI9
	Rel-9

	RP-100230
	R3-101244
	Addition of DGNSS Validity Period in RNSAP
	25.423
	1593
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101246
	Addition of DGNSS Validity Period in PCAP
	25.453
	0121
	1
	F
	9.0.0
	TEI9
	Rel-9

	RP-100230
	R3-101254
	Rapporteur’s update for S1AP protocol 
	36.413
	0647
	2
	F
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101255
	Corrections from NBAP ASN.1 Review
	25.433
	1764
	2
	F
	9.1.1
	TEI9
	Rel-9

	RP-100230
	R3-101288
	Support of time and frequency synchronization using network listening
	36.413
	0679
	-
	B
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101299
	Rel-9 Flexible cell combinations in DC-HSDPA
	25.423
	1592
	2
	C
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101302
	Introduction of HS-PDSCH resources on TS0 for 1.28Mcps TDD
	25.433
	1757
	2
	F
	9.1.1
	TEI9
	Rel-9

	RP-100230
	R3-101303
	Introduction of HS-PDSCH resources on TS0 for 1.28Mcps TDD
	25.423
	1588
	2
	F
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101304
	Addition of DGNSS Validity Period in NBAP
	25.433
	1767
	2
	F
	9.1.1
	TEI9
	Rel-9

	RP-100230
	R3-101305
	Measurement occasion configuration in CELL_DCH for 1.28Mcps TDD
	25.433
	1777
	2
	F
	9.1.1
	TEI9
	Rel-9

	RP-100230
	R3-101306
	Measurement occasion configuration in CELL_DCH for 1.28Mcps TDD
	25.423
	1597
	2
	F
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101307
	Support of time and frequency synchronization for HeNB
	36.401
	0040
	-
	B
	9.0.0
	TEI9
	Rel-9

	RP-100230
	R3-101327
	RNL-based energy saving solution
	36.423
	0356
	3
	B
	9.1.0
	TEI9
	Rel-9


